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		  Datasheet File OCR Text:


		  ? 2007 glenair, inc.  cage code 06324  printed in u.s.a. glenair, inc. ? 1211 air way ? glendale, ca 91201-2497 ? 818-247-6000 ? fax 818-500-9912 www.glenair.com  g-6  e-mail:  sales@glenair.com  series 804 a b c d e f g h j k l m series 804 ?mighty mouse? push -pull quick-disconnect rear panel jam nut mount 804-003-07 three shell options:  jam nut with o-ring for front or rear  panel mounting, or in-line receptacles for free-hanging cables. how to order sample part number 804-003 -01 m 7-10 p  series shell style shell material /  finish shell size- insert  arrangement contact type shell key  position 804-003 receptacle with  banding platform 804-004 receptacle with  accessory thread -00 jam nut for front  panel mounting -01 in-line for free- hanging cable -07 jam nut for rear  panel mounting  c aluminum / black  anodize m aluminum / electroless  nickel nf aluminum / cadmium  with olive drab  chromate zn aluminum / zinc- nickel with olive drab  chromate znu aluminum / zinc-nickel  with black chromate z1 stainless steel /  passivated 5-3 3 #23 contacts 6-1 1 #16 contact 6-4 4 #23 contacts 6-7 7 #23 contacts 7-1 1 #12 contact  7-10 10 #23 contacts 8-13 13 #23 contacts 9-4 4 #16 contacts 9-19 19 #23 contacts 10-26 26 #23 contacts 12-2 2 #12 contacts 12-37 37 #23 contacts 14-55 55 #23 contacts 15-85 85 #23 contacts #23 contacts are packaged  with connectors. #16 and #12  contacts must be ordered  separately. standard #23 contacts  accept #22 through  #28 awg wire. use the  following contact codes  to specify these contacts: p pin s socket special contacts for  #26 to #30 awg are  also available. use the  following contact codes  to specify these contacts: g pin  h socket omit for single  master key a pos. a (normal) b pos. b c pos. c d pos. d series 804 receptacles  C  crimp termination front panel jam nut mount 804-003-00 in-line 804-003-01 integral band platform  for direct attachment of a cable  shield. install a boot, or overmold a boot over the band   platform. an accessory thread is available for attaching  strain reliefs and backshells. rev. 05-apr-2007

 ? 2007 glenair, inc.   cage code 06324  printed in u.s.a. glenair,  inc.  ?  1211  air  way  ?  glendale,  ca  91201-2497  ?  818-247-6000  ?  fax  818-500-9912 www.glenair.com   g-7   e-mail: sales@glenair.com   series 804 a b c d e f g h j k l m series 804 mighty mouse push  -pull quick-disconnect integral band platform integral band platform 804-003-07 accessory thread accessory thread 804-004-07 c flat ? b ? a keyway red  stripe series 804 receptacles   C  jam nut rear panel .125 (3.2) max ? f .275 (7.0) d thread jam nut e thread panel thickness 1.100 (27.9) ma x o-ring spring dimensions shell  shell  size size ? a ? a ? b ? b c flat c flat d threads d threads e threads e threads ? f ? f ? g ? g in. in. mm. mm. in. in. mm. mm. in. in. mm. mm. in. in. mm. mm. in. in. mm. mm. 5 .790 20.07 .562 14.27 .415 10.54 .4375-32 un-2a .2500-32 unef-2a .450 11.43 .246 6.25 6 .830 21.08 .625 15.87 .467 14.40 .5000-32 un-2a .3125-32 unef-2a .520 13.21 .286 7.26 7 .910 23.11 .750 19.05 .594 15.09 .6250-28 un-2a .4375-28 unef-2a .580 14.73 .390 9.91 8 .955 24.26 .750 19.05 .594 15.09 .6250-28 un-2a .5000-28 unef-2a .603 15.32 .442 11.23 9 1.000 25.40 .812 20.62 .655 16.64 .6875-28 un-2a .5625-24 unef-2a .695 17.65 .500 12.70 10 1.085 27.48 .875 22.22 .721 18.31 .7500-28 un-2a .6250-24 unef-2a .735 18.67 .564 14.33 12 1.180 29.97 1.000 25.40 .843 21.41 .8750-28 un-2a .6875-24 unef-2a .880 22.35 .650 16.51 14 1.325 33.66 1.125 28.57 .968 24.59 1.0000-28 un-2a .9375-20 unef-2a 1.010 25.65 .805 20.45 15 1.390 35.31 1.188 30.17 1.029 26.14 1.0625-20 un-2a .9375-20 unef-2a 1.060 26.92 .850 21.59 1.200 (30.5) ma x ? g alternate key p ositions b a pos. pos. a a b b a 150 210 b 75 210 c 95 230 d 140 275 jam nut panel cut out a flat ? b shell  shell  size size a flat a flat ? b   b      in. in.  .002  .002 mm. mm.  0.05  0.05 in. in. mm. mm. 5 .425 10.80 .448 11.38 6 .477 12.12 .510 12.95 7 .604 15.34 .635 16.13 8 .604 15.34 .635 16.13 9 .665 16.89 .695 17. 6 5 10 .731 18.57 .760 19.30 12 .853 21.67 .885 22.48 14 .978 24.84 1.010 25.65 15 1.039 26.39 1.070 27.18 rev. 12-aug-2008

 ? 2007 glenair, inc.   cage code 06324  printed in u.s.a. glenair,  inc.  ?  1211  air  way  ?  glendale,  ca  91201-2497  ?  818-247-6000  ?  fax  818-500-9912 www.glenair.com   g-8   e-mail: sales@glenair.com   series 804 a b c d e f g h j k l m series 804 mighty mouse push  -pull quick-disconnect series 804 receptacles   C  jam nut front panel keyway ? a red  stripe ? d 1.200 (30.5) ma x  f flat ? e dimensions shell  shell  size size ? a ? a b threads b threads c threads c threads ? d ? d ? e ? e f flat f flat in. in. mm. mm. in. in. mm. mm. in. in. mm. mm. in. in. mm. mm. 5 .830 21.08 .5000-32 un-2a .2500-32 unef-2a .246 6.25 .625 15.87 .470 11.94 6 .885 22.48 .6250-28 un-2a .3125-32 unef-2a .286 7.26 .688 17.47 .530 13.46 7 .995 25.27 .6875-28 un-2a .4375-28 unef-2a .390 9.91 .812 20.62 .663 16.84 8 .995 25.27 .6875-28 un-2a .5000-28 unef-2a .442 11.23 .812 20.62 .663 16.84 9 1.075 27.31 .7500-28 un-2a .5625-24 unef-2a .500 12.70 .875 22.22 .720 18.29 10 1.140 28.95 .8125-28 un-2a .6250-24 unef-2a .564 14.33 .938 23.82 .788 20.02 12 1.340 34.04 1.0000-28 un-2a .6875-24 unef-2a .650 16.51 1.125 28.57 .970 24.64 14 1.390 35.31 1.0625-20 un-2a .9375-20 unef-2a .805 20.45 1.162 29.51 1.020 25.91 15 1.450 36.83  1.1250-28 un-2a .9375-20 unef-2a .850 21.59 1.250 31.75 1.093 27.76 alternate key p ositions b a pos. pos. a a b b a 150 210 b 75 210 c 95 230 d 140 275 jam nut panel cut out shell  shell  size size a flat a flat ? b   b      in. in.  .002  .002 mm. mm.  0.05  0.05 in. in. mm. mm. 5 .480 12.19 .510 12.95 6 .540 13.72 .575 14.61 7 .674 17.12 .698 17.73 8 .674 17.12 .698 17.73 9 .730 18.54 .760 19.30 10 .799 20.29 .822 20.88 12 .980 24.89 1.010 25.65 14 1.030 26.16 1.075 27. 31 15 1.013 25.73 1.135 28.83 a flat ? b integral band platform integral band platform 804-003-00 accessory thread accessory thread 804-004-00 o-ring 2 plcs spring panel thickness c thread b thread .500 (12.7) max .675 (17.1) 1.160 (29.5) ma x rev. 12-aug-2008

 ? 2007 glenair, inc.  cage code 06324  printed in u.s.a. glenair, inc. ? 1211 air way ? glendale, ca 91201-2497 ? 818-247-6000 ? fax 818-500-9912 www.glenair.com  g-9  e-mail: sales@glenair.com  series 804 a b c d e f g h j k l m series 804 mighty mouse push  -pull quick-disconnect series 804 receptacles  C  in-line keyway red stripe medium raised diamond knurl  ? a .800 (20.3) b thread 2x .25 (6.4) 1.160 (29.5) max ? c medium male diamond knurl 1.200(25.4) max dimensions shell  size ? a b threads ? c in. mm. in. mm. 5 .450 11.43 .2500-32 unef-2a .246 6.25 6 .520 13.21 .3125-32 unef-2a .286 7.26 7 .580 14.73 .4375-28 unef-2a .390 9.91 8 .603 15.32 .5000-28 unef-2a .442 11.23 9 .695 17.65 .5625-24 unef-2a .500 12.70 10 .735 18.67 .6250-24 unef-2a .564 14.33 12 .880 22.35 .6875-24 unef-2a .650 16.51 14 1.010 25.65 .9375-20 unef-2a .805 20.45 15 1.060 26.92 .9375-20 unef-2a .850 21.59 alternate key positions b a pos. `a b a 150 210 b 75 210 c 95 230 d 140 275 integral band platform 804-003-01 accessory thread 804-004-01 rev. 05-apr-2007
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