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		  Datasheet File OCR Text:


		  www.pomonaelectronics.com 20 *color code:     -0 black, -1 brown, -2 red, -3 orange, -4 yellow,     -5 green, -6 blue, -7 violet, -8 gray, -9 white banana plugs and jacks model# 3548-* accepts miniature banana plug. wire firmly held in place with internal set  screw. material:  pin tip plug/jack:  gold-plated  brass;  insulation:  abs. rating:  for ce compliance  and for personal  safety, do not hold in hand when voltages  exceed 33 vrms/70 vdc. maximum volt - age for  hands free use : 3000 vdc. do not  use on circuits where transient stresses  can exceed the rated voltage. 5a, +122?f  (+50?c) max. *std. colors:  -0 black, -2 red. 1.31in (33.27mm) 0.31in    (2.87mm) 0.086in (2.18mm) i.d. 0.50in  (12.70mm) 0.08in (2.03mm) pin do-it-yourself pin    tip plug with safety    shield,  stackable,    solderless 0.88in (22.35mm) 0.31in    (7.87mm) 0.72in (18.29mm) 0.234in (59.44mm) 0.250in (6.35mm) panel cut-out model# 2142-* accepts miniature banana plugs. mounts in  panels up to 0.250in (6.35mm) thick. material:  gold-plated brass;  insulation:     polycarbonate. rating:  for ce compliance  and for personal  safety, do not hold in hand when voltages  exceed 33 vrms/70 vdc. maximum voltage    for  hands free use : 1500 vdc. do not use on  circuits where transient stresses can exceed  the rated voltage.  5a, +239?f (+115?c) max. *std. colors:  -0 black, -2 red, -3 orange,    -4 yellow, -5 green, -6 blue, -9 white. uses hex nut 6440.  sold unassembled, in pkgs. of 10 per color.   miniature banana    jack, panel mount model# 3277 accepts miniature banana plugs. mounts in panels up to 0.062in (1.57mm)  thick. material:  gold-plated brass. rating:  for ce compliance  and for personal  safety, do not hold in hand when voltages  exceed 33 vrms/70 vdc. maximum voltage  for  hands free use : 1500 vdc. do not use on  circuits where transient stresses can exceed  the rated voltage.  5a. sold in pkgs. of 10. rec. mounting hole:  .140  .002    (9/64 drill). panel thickness:  0.062in (1.57mm) 0.50in (12.70mm) 0.14in    (3.56mm) 0.34in (8.64mm) 0.105n (2.67mm) miniature rivet type    banana jack with    turret model# 4022-* accepts miniature banana plugs. mounts in panels up to 0.250in (6.35mm)  thick. material:  jack:  nickel-plated brass;  terminal:  gold-plated phosphor bronze;   insulation:  polycarbonate.  rating:  for ce compliance  and for per - sonal safety, do not hold in hand when volt - ages exceed 33 vrms/70 vdc. maximum  voltage for  hands free use : 1500 vdc. do  not use on circuits where transient stresses  can exceed the rated voltage.  3a, +239?f  (+115?c) max. *std. colors:  -0 black, -2 red. sold unassembled, in pkgs. of 10. 1.33in (33.78mm) 0.31in    (7.87mm) 0.74in (18.80mm) 0.45in (11.43mm) 0.234in (59.44mm) 0.250in (6.35mm) panel cut-out miniature banana jack    with wire wrap terminal miniature insulated    binding post with    double mounting base model# plating 2383-* gold 2440-* tin accepts miniature banana plugs. 8-32 hex nut and lockwasher included. material:  binding post body, nut:     brass;  lockwasher:  steel;  insulation:     polycarbonate. rating:  for ce compliance  and for    personal safety, do not hold in hand  when voltages exceed 33 vrms/70 vdc.  maximum voltage for  hands free use :    1500 vdc. do not use on circuits where  transient stresses can exceed the rated  voltage. 5a, +239?f (115?c) max. *mounting base colors:  -0 black, -2 red. *std. colors:  2383: -0 black, -2 red.  2440: -0 black. 0.50in  (12.70mm) x-hole 0.086in (0.2.18mm) 0.75in (19.05mm) max. open 0.86in    (21.84mm) 0.63in (16.00mm) panel cut-out miniature banana jack    in double mounting    base, panel mount model# 2143-* accepts miniature banana plugs. mounts    in panels up to 0.188in (4.78mm) thick.  material:  gold-plated brass;  insulation:  polycarbonate. rating:  for ce compliance  and for personal  safety, do not hold in hand when voltages  exceed 33 vrms/70 vdc. maximum voltage  for  hands free use : 1500 vdc. do not use on  circuits where transient stresses can exceed  the rated voltage.  5a, +239?f (+115?c) max. *std. mounting base colors:  -0 black,    -2 red. colors:  one black and one red jack. panel cut-out 0.87in    (22.10mm) 0.60in (15.24mm) 0.50in  (12.70mm) 0.88in (22.35mm) 0.234in (59.44mm) 0.250in (6.35mm) panel cut-out 0.88in (18.29mm) 0.72in (22.35mm) model# 3542-* accepts 0.080in (2.03mm) dia. pin. material:  jack:  gold-plated brass;  spring:  beryllium copper;  insulation:  polycarbonate. rating:  for ce compliance  and for personal  safety, do not hold in hand when voltages  exceed 33 vrms/70 vdc. maximum voltage  for  hands free use : 1500 vdc. do not use on  circuits where transient stresses can exceed  the rated voltage. 5a, +239?f (115?c) max. *std. colors:  -0 black, -2 red, -3 orange,  -4 yellow, -5 green, -6 blue, -9 white. sold in pkgs. of 10. pin tip jack
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