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		  Datasheet File OCR Text:


		  features  - high reliability for low cost  - operating temperature range of -40/+85c  ~ -40/+1 25c  - automotive qualified aecq200 ultra mini smd-watch crystal series frequency frequency tolerance at 25c operating temperature range storage temperature range parabolic coefficient turnover temperature drive level shunt capacitance  c0 delivery form part numbering system example  package M3215 frequency 32.768 khz frequency tolerance at 25c required value (+-20 ppm standard) required value (12.5pf standard) temperature range (-40/+85c = standard temperature range) outline drawing recommended land pattern internal connections specification dated january 2011 -0.04 ppm/c2 max. 1.3 pf typical M3215 32.768 khz +-20 ppm 12.5pf (-40/+85c) load capacitance tape & reel (1.000 ~ 3.000 pcs per reel) +25c +-5c 0.2 w typical / 1.0 w max.  -40/+85c 3.2 x 1.5 x 0.8 mm 12.5 pf (standard)   /   6 pf, 7 pf and 9 pf available on demand load capacitance series resistance http://www.petermann-technik.com   |  info@petermann-technik.com  - excellent clock signal generatur for cpu's  80 k ?  max. -55/+125c other parameters are available on request  /  create here your specification M3215 package dimensions 32.768 khz +-20 ppm  (standard)   /   +-10 ppm  (optional) 0.65 (1.7) 0.65 unit: mm 0.75+0.1 2-0.1 2-0.1 c0.2 - 3.2+0.1 - 1.5+0.1 - - 0.25 1.0 1.5 1.0 1.8 unit: mm
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