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		  Datasheet File OCR Text:


		  002-01 / 20130219 / mlcc_commercial_highvoltage_en i ssu e d ate: january 2013 t y p e: c 3216 [ei a c c 1206] c 3225 [ei a c c 1210 ] c 4520 [ei a c c 1808] c 4532 [ei a c c 1812] c 5750 [ei a c c 2220] c series commercial grade high voltage (1000v and over) multilayer ceramic chip capacitors  

 page 1 002-01 / 20130219 / mlcc_commercial_highvoltage_en safety reminders reminders please read before using this product notice :    effective january 2013, tdk will use a new catalog part number which adds product thickness and  packaging specification detail.  this new part number should be referenced on all catalog orders going  forward, and is not applicable for oem part number orders.  please be aware the last fve digits of the tdk  catalog part number will differ from the tdk item description (internal control number) on the product label.   contact your local tdk sales representative for more information. (example) catalog issued date tdk part number (in catalog) tdk item description (on delivery label) prior to january 2013 c1608c0g1e103j  c1608c0g1e103jt000n  january 2013 and later c1608c0g1e103j080aa c1608c0g1e103jt000n  1.  if you intend to use a product listed in this catalog for a purpose that may cause loss of life or other damage,  you must contact our companys sales window. 2.  we may modify products or discontinue production of a product listed in this catalog without prior notifcation. 3.   we provide delivery specifcation that explain precautions for the specifcations and safety of each product  listed in this catalog.  we strongly recommend that you exchange these delivery specifcations with customers  that use one of these products. 4.   if you plan to export a product listed in this catalog, keep in mind that it may be a restricted item according  to the foreign exchange and foreign trade control law. in such cases, it is necessary to acquire export  permission in harmony with this law. 5.  any reproduction or transferring of the contents of this catalog is prohibited without prior permission from our  company. 6.  we are not responsible for problems that occur related to the intellectual property rights or other rights of our  company or a third party when you use a product listed in this catalog. we do not grant license of these rights. 7.   this catalog only applies to products purchased through our com pany or one of our companys offcial agencies.  this catalog does not apply to products that are purchased through other third parties. reminders   multilayer ceramic chip capacitors    

 ? all specif cations are subject to change without notice. ty pe: c 3216   [ e i a   cc1206 ],  c 3225  [ e i a   cc1210 ],  c 4520   [ e i a   cc1808 ],  c 4532   [ e i a   cc1812 ],  c 5750   [ e i a   cc2220 ] fe a ture s   a pp li catio ns   l   b ody  length   w   b ody  w i d th   t   b ody  hei ght   b   t e r m i nal   w i d th   g   t e r m i nal   s paci n g   sha pe   &   dimens io ns   cau tio ns   ?     i n ve r te r   cir cu its  w ith   a   li quid  cr y sta l  back li ght   ?     l a n ca r d   ?     ge ner a l  h igh   vo ltage  cir cu its   ?     noise   b y pass  fo r   pow e r   supply   ?     t r ansce iver   fo r   l a n   ?     hub ,  e tc.     s e ri es  n a m e  d ime nsio ns  l  x   w   ( mm)   t e m perat ure   c haract e ri s t i c s   r a t e d  v ol t a ge (d c )   n ominal  c a pac i t a nce   ( pf)   c a pac i t a nce   t ol e ra nce   p ackagi ng  s t y l e   n ominal  t hi cknes s   code   l e ngt h   w id t h   t e rmin al   c32 1 6   3.20  0.20     1.60  0.20     0 .2 0   m in.   c32 2 5   3.20  0.40     2.50  0.30     0 .2 0   m in.   c45 2 0   4.50  0.40     2.00  0.30     0 .2 0   m in.   c45 3 2   4.50  0.40   3.20  0.40     0 .2 0   m in.   c57 5 0   5.70  0.40   5.00  0.40     0 .2 0   m in.   co d e     tole r a n c e   f      1 pf   k      10%   m      20%   co d e   s t y le   a   178?   ree l,  4 mm  p itch   k   178?   ree l,  8 mm  p itch   t e m p e r a t u r e   char act e r is t ic s   cap acit a n ce  change t e m p e r a t u r e   ran g e   c0g   030 ppm/c   -55 to +125c 060 ppm/c -25 to +85c 10% -25 to +85c 15% -55 to +125c 22% -55 to +125c   c h     jb   x 7 r     x 7 s     pa rt  num be r   cons truc tio n   c  ?   57 50   ?   x 7s   ?   3a  ?   47 3 ? k ? 2 50  ?   k ?   a   co d e    thic k n ess   085   0 .8 5   m m   110   1 .1 0   m m   130   1 .3 0   m m   160   1 .6 0   m m   200   2 .0 0   m m   230   2 .3 0   m m   250   2 .5 0   m m   s pec i a l   r eserv e d  c ode   co d e   des c r ip t io n   a   t dk   i n te r n a l  cod e   co d e   v o lt a g e   ( dc )   3 a   1 ,0 00v   3 d   2 ,0 00v   co d e   v o lt a g e   ( dc )     3 ,0 00v 3f   c  serie s high   v oltage (1000v and over) the capacitance is expressed in three digit codes and in units of  pico farads (pf).  the first and second digits identify the first and  second significant figures of the capacitance.  the third digit  identifies the multiplier.  r designates a decimal point.  ex.  0r2 = 0.2pf; 103 = 10,000pf; 105 = 1,000,000pf = 1,000nf  ?  advanced design provides improved withstand voltage characteris tics. ?  tdks proprietary internal electrode structure and the use of  low-dielectric-strength material result in highly reliable performance in  high-voltage applications. ?  complies with iso8802-3 for lan applications. ?  designed exclusively for reflow soldering (c3216 type also supp orts  flow soldering). ?  aec-q200 compliant. ?  this product intended solely for reflow soldering. ?  a slit of about 1mm on the circuit board is recommended to impr ove removal of  the flux after soldering. ?  ensure that this product is completely dried following washing. ?  because this product will be subjected to high voltages, use on ly low-activity  rosin flux (with 0.2% max. of chlorine). ?  using this product with aluminum circuit boards must be conside red a special  implementation because the high heat stress levels are involved.  in case of  using aluminum circuit boards, please contact tdk. page 2 multilayer ceramic chip capacitors     002-01 / 20130219 / mlcc_commercial_highvoltage_en

 ? all specif cations are subject to change without notice. eia cc1206 [c3216] x 7 s 3 d ( 2 k v ) 3 a ( 1 k v ) 100 1 0 1 220 2 2 1 470 4 7 1 1 , 000 1 0 2 2 , 200 2 2 2 0 . 8 5 m m 1 . 3 0 m m eia cc1210 [c3225] x 7 s 3 d ( 2 k v ) 3 a ( 1 k v ) 1 , 000 1 0 2 2 , 200 2 2 2 4 , 700 4 7 2 1 . 6 0 m m 2 . 0 0 m m 2 . 5 0 m m eia cc1808 [c4520] c 0 g c h j b x 7 r x 7 s 3 f ( 3 k v ) 3 f ( 3 k v ) 3 d ( 2 k v ) 3 a ( 1 k v ) 3 d ( 2 k v ) 3 a ( 1 k v ) 3 a ( 1 k v ) 1 0 1 0 0 1 2 1 2 0 1 5 1 5 0 1 8 1 8 0 2 2 2 2 0 2 7 2 7 0 3 3 3 3 0 3 9 3 9 0 4 7 4 7 0 5 6 5 6 0 6 8 6 8 0 8 2 8 2 0 100 1 0 1 470 4 7 1 1 , 000 1 0 2 2 , 200 2 2 2 4 , 700 4 7 2 0 . 8 5 m m 1 . 1 0 m m 1 . 3 0 m m 1 . 6 0 m m 2 . 0 0 m m capa c itanc e range   chart c a pac i t a nce   r a nge  c har t tem per a t u r e   c har a c t e r is t ic s :     x 7 s   (  22% ) r a t ed  v o lt age:  2 kv  ( 3 d ) ,  1 kv  ( 3 a ) c a pac i t a nce ( pf) c ode t ol e ra nce s t andar d thic k nes s capa c itanc e r ange  c hart c a pac i t a nce   r a nge  c har t tem per a t u r e   c har a c t e r is t ic s :     x 7 s   (  22% ) r a t ed  v o lt age:  2 kv  ( 3 d ) ,  1 kv  ( 3 a ) c a pac i t a nce ( pf) c ode t ol e ra nce s t andar d thic k nes s capa c itanc e r ange  c hart c a pac i t a nce   r a nge  c har t tem per a t u r e   c har a c t e r is t ic s :     c 0 g  ( 0    30ppm / o c ) ,   ch  ( 0    60ppm / o c ) ,   j b   (  10% ) ,   x 7 r   (  15% ) ,  x 7 s   (  22% ) r a t ed  v o lt age:  3 kv  ( 3 d ) ,  2 kv  ( 3 d ) ,  1 kv  ( 3 a ) c a pac i t a nce ( pf) c ode t ol e ra nce s t andar d thic k nes s k:   10% m :    20% k:   10% m :    20% f:    1 pf k:   10% m :    20% page 3 multilayer ceramic chip capacitors     002-01 / 20130219 / mlcc_commercial_highvoltage_en

 ? all specif cations are subject to change without notice. eia cc1812 [c4532] c 0 g c h j b x 7 r x 7 s 3 f ( 3 k v ) 3 f ( 3 k v ) 3 d ( 2 k v ) 3 a ( 1 k v ) 3 d ( 2 k v ) 3 a ( 1 k v ) 3 d ( 2 k v ) 3 a ( 1 k v ) 100 1 0 1 120 1 2 1 150 1 5 1 180 1 8 1 220 2 2 1 270 2 7 1 330 3 3 1 2 , 200 2 2 2 4 , 700 4 7 2 1 0 , 000 1 0 3 1 . 3 0 m m 1 . 6 0 m m 2 . 0 0 m m 2 . 3 0 m m 2 . 5 0 m m eia cc2220 [c5750] x 7 s 3 d ( 2 k v ) 3 a ( 1 k v ) 4 , 700 4 7 2 k :  1 0 % m :  2 0 % 1 0 , 000 1 0 3 2 2 , 000 2 2 3 4 7 , 000 4 7 3 1 . 6 0 m m 2 . 0 0 m m 2 . 5 0 m m capa c itanc e range   chart c a pac i t a nce   r a nge  c har t           tem per a t u r e   c har a c t e r is t ic s :     c 0 g  ( 0      30ppm / o c ) ,   ch  ( 0      60ppm / o c ) ,   j b   (  10% ) ,   x 7 r   (  15% ) ,  x 7 s   (  22% )             r a t ed  v o lt age:  3 kv  ( 3 d ) ,  2 kv  ( 3 d ) ,  1 kv  ( 3 a )   c a pac i t a nce ( pf) c ode t ol e ra nce s t andar d thic k nes s k:     10%   m :      20%   c apa ci t anc e range   chart c a pac i t a nce   r a nge  c har t            tem per a t u r e   c har a c t e r is t ic s :   x 7 s   (  22% )           r a t ed  v o lt age:  2 kv  ( 3 d ) ,  1 kv  ( 3 a )   c a pac i t a nce ( pf) c ode t ol e ra nce s t andar d thic k nes s page 4 multilayer ceramic chip capacitors     002-01 / 20130219 / mlcc_commercial_highvoltage_en

 ? all specif cations are subject to change without notice. capacitance range table capacitance size thickness (mm) capacitance tolerance tdk part number rated voltage edc: 3kv rated voltage edc: 2kv rated voltage edc: 1kv 470 pf 4520 1.30  0.20  10% c4520jb3d471k130ka c4520jb3a471k130ka  20% c4520jb3d471m130ka c4520jb3a471m130ka 1 nf 4520 1.30  0.20  10% c4520jb3d102k130ka c4520jb3a102k130ka  20% c4520jb3d102m130ka c4520jb3a102m130ka 2.2 nf 4532 1.30  0.20  10% c4532jb3d222k130ka  20% c4532jb3d222m130ka 4.7 nf 4532 1.60  0.20  10% c4532jb3a472k160ka  20% c4532jb3a472m160ka 10 nf 4532 2.00  0.20  10% c4532jb3a103k200ka  20% c4532jb3a103m200ka class 2 (temperature stable)      temperature characteristics: jb (-25 to +85oc, 10%) capacitance size thickness (mm) capacitance tolerance tdk part number rated voltage edc: 3kv rated voltage edc: 2kv rated voltage edc: 1kv 10 pf 4520 0.85  0.15  1pf c4520c0g3f100f085ka 12 pf 4520 0.85  0.15  10% c4520c0g3f120k085ka 15 pf 4520 1.10  0.20  10% c4520c0g3f150k110ka 18 pf 4520 1.10  0.20  10% c4520c0g3f180k110ka 22 pf 4520 1.10  0.20  10% c4520c0g3f220k110ka 27 pf 4520 1.60  0.20  10% c4520c0g3f270k160ka 33 pf 4520 1.60  0.20  10% c4520c0g3f330k160ka 39 pf 4520 1.60  0.20  10% c4520c0g3f390k160ka 47 pf 4520 1.60  0.20  10% c4520c0g3f470k160ka 56 pf 4520 2.00  0.20  10% c4520c0g3f560k200ka 68 pf 4520 2.00  0.20  10% c4520c0g3f680k200ka 82 pf 4520 2.00  0.20  10% c4520c0g3f820k200ka 100 pf 4520 2.00  0.20  10% c4520c0g3f101k200ka 4532 1.60  0.20  10% c4532c0g3f101k160ka 120 pf 4532 1.60  0.20  10% c4532c0g3f121k160ka 150 pf 4532 1.60  0.20  10% c4532c0g3f151k160ka 180 pf 4532 1.60  0.20  10% c4532c0g3f181k160ka 220 pf 4532 2.00  0.20  10% c4532c0g3f221k200ka 270 pf 4532 2.30  0.20  10% c4532c0g3f271k230ka 330 pf 4532 2.50  0.30  10% c4532c0g3f331k250ka class 1 (temperature compensating)      temperature characteristics: c0g (-55 to +125oc, 0  30 ppm/oc) capacitance size thickness (mm) capacitance tolerance tdk part number rated voltage edc: 3kv rated voltage edc: 2kv rated voltage edc: 1kv 10 pf 4520 0.85  0.15  1pf C4520CH3F100F085KA 12 pf 4520 0.85  0.15  10% c4520ch3f120k085ka 15 pf 4520 1.10  0.20  10% c4520ch3f150k110ka 18 pf 4520 1.10  0.20  10% c4520ch3f180k110ka 22 pf 4520 1.10  0.20  10% c4520ch3f220k110ka 27 pf 4520 1.60  0.20  10% c4520ch3f270k160ka 33 pf 4520 1.60  0.20  10% c4520ch3f330k160ka 39 pf 4520 1.60  0.20  10% c4520ch3f390k160ka 47 pf 4520 1.60  0.20  10% c4520ch3f470k160ka 56 pf 4520 2.00  0.20  10% c4520ch3f560k200ka 68 pf 4520 2.00  0.20  10% c4520ch3f680k200ka 82 pf 4520 2.00  0.20  10% c4520ch3f820k200ka 100 pf 4520 2.00  0.20  10% c4520ch3f101k200ka 4532 1.60  0.20  10% c4532ch3f101k160ka 120 pf 4532 1.60  0.20  10% c4532ch3f121k160ka 150 pf 4532 1.60  0.20  10% c4532ch3f151k160ka 180 pf 4532 1.60  0.20  10% c4532ch3f181k160ka 220 pf 4532 2.00  0.20  10% c4532ch3f221k200ka 270 pf 4532 2.30  0.20  10% c4532ch3f271k230ka 330 pf 4532 2.50  0.30  10% c4532ch3f331k250ka class 1 (temperature compensating)      temperature characteristics: ch(-25 to +85oc, 0  60 ppm/oc) page 5 multilayer ceramic chip capacitors     002-01 / 20130219 / mlcc_commercial_highvoltage_en

 ? all specif cations are subject to change without notice. capacitance range table capacitance size thickness (mm) capacitance tolerance tdk part number rated voltage edc: 3kv rated voltage edc: 2kv rated voltage edc: 1kv 470 pf 4520 1.30  0.20  10% c4520x7r3d471k130ka c4520x7r3a471k130ka  20% c4520x7r3d471m130ka c4520x7r3a471m130ka 1 nf 4520 1.30  0.20  10% c4520x7r3d102k130ka c4520x7r3a102k130ka  20% c4520x7r3d102m130ka c4520x7r3a102m130ka 2.2 nf 4532 1.30  0.20  10% c4532x7r3d222k130ka  20% c4532x7r3d222m130ka 4.7 nf 4532 1.60  0.20  10% c4532x7r3a472k160ka  20% c4532x7r3a472m160ka 10 nf 4532 2.00  0.20  10% c4532x7r3a103k200ka  20% c4532x7r3a103m200ka capacitance size thickness (mm) capacitance tolerance tdk part number rated voltage edc: 3kv rated voltage edc: 2kv rated voltage edc: 1kv 100 pf 3216 0.85  0.10  10% c3216x7s3d101k085aa  20% c3216x7s3d101m085aa 220 pf 3216 0.85  0.10  10% c3216x7s3d221k085aa  20% c3216x7s3d221m085aa 470 pf 3216 1.30  0.10  10% c3216x7s3d471k130aa  20% c3216x7s3d471m130aa 1 nf 3216 0.85  0.10  10% c3216x7s3a102k085aa  20% c3216x7s3a102m085aa 3225 2.00  0.20  10% c3225x7s3d102k200aa  20% c3225x7s3d102m200aa 2.2 nf 3216 1.30  0.10  10% c3216x7s3a222k130aa  20% c3216x7s3a222m130aa 3225 2.50  0.30  10% c3225x7s3d222k250aa  20% c3225x7s3d222m250aa 4520 1.60  0.20  10% c4520x7s3a222k160ka  20% c4520x7s3a222m160ka 4532 1.60  0.20  10% c4532x7s3d222k160ka  20% c4532x7s3d222m160ka 4.7 nf 3225 1.60  0.20  10% c3225x7s3a472k160aa  20% c3225x7s3a472m160aa 4520 1.60  0.20  10% c4520x7s3a472k160ka  20% c4520x7s3a472m160ka 5750 2.00  0.20  10% c5750x7s3d472k200ka  20% c5750x7s3d472m200ka 10 nf 4532 1.60  0.20  10% c4532x7s3a103k160ka  20% c4532x7s3a103m160ka 5750 2.50  0.30  10% c5750x7s3d103k250ka  20% c5750x7s3d103m250ka 22 nf 5750 1.60  0.20  10% c5750x7s3a223k160ka  20% c5750x7s3a223m160ka 47 nf 5750 2.50  0.30  10% c5750x7s3a473k250ka  20% c5750x7s3a473m250ka class 2 (temperature stable)      temperature characteristics: x7r (-55 to +125oc, 15%) class 2 (temperature stable)      temperature characteristics: x7s (-55 to +125oc, 22%) page 6 multilayer ceramic chip capacitors     002-01 / 20130219 / mlcc_commercial_highvoltage_en
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