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		  Datasheet File OCR Text:


		  20v -100v     1.0a ss1020fl  thru  SS10100FL   marking: ss1020fl g2   ss1030fl g3   classification 94v-o                          designed for surface mount application         fast switching              mechanical data                         web site: www.taychipst.com 1 of 2 features e-mail: sales@taychipst.com maximum ratings and electrical characteristics  sod-123fl                            !   low turn-on voltage ! !   pn junction guard ring for transient and esd protection ! ! !   case: sod-123fl, molded plastic !   terminals: plated leads solderable per mil-std-202, method 208 !  polarity: cathode band !   weight: 0.017 grams (approx.) !              ss1040fl g4   ss1060fl g6              SS10100FL g10 maximum ratings @t a =25c unless otherwise specified characteristic symbol ss1020fl ss1030fl ss1040fl ss1060fl SS10100FL unit   peak repetitive reverse voltage   working peak reverse voltage  dc blocking voltage v rrm v rwm v r 20 30 40 60 100 v   forward continuous current (note 1) i f 1.0 a   non-repetitive peak forward surge current   8.3ms single half sine-wave superimposed on   rated load (jedec method) i fsm 25 a   power dissipation (note 1) p d 450 mw   operating and storage temperature range t j , t stg -65 to +125 c electrical characteristics @t a =25c unless otherwise specified characteristic symbol ss1020fl ss1030fl ss1040fl ss1060fl SS10100FL unit  forward voltage drop          @i f  = 1.0a v fm 0.45 0.55 0.55 0.70 0.85 v   peak reverse leakage current @ v rrm i rm 500 a   typical junction capacitance c j 50 pf note: 1. valid provided that terminals are kept at ambient temperature. surface  mount  schottky  barrier  rectifier  http://www..net/  datasheet pdf - http://www..net/

 ratings and characteristic curves     ss1020fl  thru  SS10100FL e-mail: sales@taychipst.com web site: www.taychipst.com                     2 of 2 i , average o utput current (a) o 0 0.2 0.4 0.6 0.8 1.0 10 40 60 80 100 120 140 t , terminal temperature (oc) t fig. 1  forward curr ent derating curve single pulse half-wave 60 hz resistive or  inductive load 0.01 0.1 1 10 0.001 0.0001 0 1. 0 0.6 0.8 0.4 0.2 i , instantane o us f o rward current (a) f v , instantaneous forward voltage (v) f fig. 2 typical forward characteristics t  = 100oc a t  = 75oc a t = 25oc a t = 0oc a t = 125oc a t  = -65oc a c,t o tal capacitance (pf) t v , reverse voltage (v) r fig. 4 typical total capacitance 1000 10 100 0 10 20 30 40 f = 1mhz 0 5 10 15 20 25 1 10 100 i , peak f o rward surge current (a) fsm number of cycles at 60 hz fig. 3  maximum non-repetitive peak fwd surge current 8.3ms single half sine-wave jedec method 20v -100v     1.0a ss1020fl  thru  SS10100FL surface  mount  schottky  barrier  rectifier  http://www..net/  datasheet pdf - http://www..net/
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