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		  Datasheet File OCR Text:


		  euro-mag series   base & rail mount                                 power distribution blocks   wire management products pcb  C  spring clamp                          connectors  series a1000 & series cb1000  single row terminal blocks  specifications  rating :  20a, 150v
 center spacing :  .325 (8.26 mm)
 wire range :  #14-22 awg cu
 screw size :  #6-32 zinc plated philslot wire-ready screws 
 with a #2 driving recess.
 torque rating :  9 in-lb.
 base :  standoffs are standard on cb1000 series 
 for easy flux washing.
 distance between barriers :  .26  (6.6 mm)
 recommended pcb hole diameter :  .070  (1.78 mm)
 operating temperature :  105c (221f) max., -40c 
 (-40f) min.
 molded material :  black, ul rated 94v0 thermoplastic
 single & double row filtered connectors   a102206  cb10210707  breakdown voltage :  1600v  agency information :  ul/csa; iec compliance;  ce certified  a1000 series  .325  .15  (3.8)
 dia.
 .25  (6.4)  c  a  mount centers  .50  (12.7)  b  pole centers  (8.26)  mount end  barrier end  .50  (12.7)  mount end  barrier end  cb1000 series  .25  (6.4)  mount end  barrier end  mounting  barrier &  barrier  ends  mounting  ends  only  ends  only  a  c  b  c  mount ctrs.  length  pole ctrs.  length  .98  1.37  .33  .72  1.30  1.69  .65  1.04  1.63  2.02  .98  1.37  1.95  2.34  1.30  1.69  2.28  2.67  1.63  2.02  2.60  2.99  1.95  2.34  2.93  3.32  2.28  2.67  3.25  3.64  2.60  2.99  3.58  3.97  2.93  3.32  3.90  4.29  3.25  3.64  4.23  4.62  3.58  3.97  4.55  4.94  3.90  4.29  4.88  5.27  4.23  4.62  5.20  5.59  4.55  4.94  5.53  5.92  4.88  5.27  5.85  6.24  5.20  5.59  6.18  6.57  5.53  5.92  6.50  6.89  5.85  6.24  6.83  7.22  6.18  6.57  7.15  7.54  6.50  6.89  7.48  7.87  6.83  7.22  7.80  8.19  7.15  7.54  8.13  8.52  7.48  7.87  8.45  8.84  7.80  8.19  8.78  9.17  8.13  8.52  9.10  9.49  8.45  8.84  9.43  9.82  8.78  9.17  9.75  10.14  9.10  9.49  10.08  10.47  9.43  9.82  10.40  10.79  9.75  10.14  10.73  11.12  10.08  10.47  11.05  11.44  10.40  10.79  11.38  11.77  10.73  11.12  11.05  11.44  11.38  11.77  poles  02  03  04  05  06  07  08  09  10  11  12  13  14  15  16  17  18  19  20  21  22  23  24  25  26  27  28  29  30  31  32  33  34  35  36  c  .60  (15.2)  .52  (13.2)  .025  (.64)  .27  (6.9)  .325  (8.26)  mount end  barrier end  b  pole centers  a  mount centers  .15  (3.8)  dia.  *  dimensions in inches. to convert to millimeters, multiply by 25.4.  3  

 wire management products   power distribution blocks   base & rail mount                 euro-mag series   connectors   pcb  C spring clamp   single & double row filtered connectors  ? magnum  part numbering system  series  terminal style  base/end  poles  screw options  options  a 1  c  b  1  a1  - standard barrier  02  - printed circuit  1  - mount end  02  to  36  blank  - std. screws  ab  &  dr  - angle mts. (a1 only-pg 5)  cb1  - closed barrier  03  - non feed-thru  2  - barrier end  02  to  34  on mount  03  - stainless steel  b1  to  b9  - .187 qc (all positions)  04  - wire wrap tail  end base  04  - nickel brass  eb  - exit back terminals on cb1 w/07 screw  07  - extended pin  07  - steel sems &  option only  washer (not  ja ,  jb  &  jc  - barrier jumpers  available with  l1  to  l6  marking options (pg 22)  hardware options )  lt 1  to  lt 6  marking options (cb1 only-pg 22)  ca  - standard captive screw  mp  &  mt  - mounting plates (pg 5)  covers  - (pg 23)  07ca  - sems captive  r26  &  r45  - right angle bends (a1 only-pg 5)  inches (millimeters) terminal styles  .16  .54 .35 (4.1)  (13.7) (8.9)  .032 .055  .032 (.81)  .055
 .14
 (1.40)  .0 (.81) (1.40)  (.8 .055 .14 (3.6)  .14 (1.40) (3.6)  (3.6)  02  03 04  07  printed circuit  non feed-thru  wire wrap tail  extended pin  screw options    wire ready screws standard on all terminal styles  standar d  03  04  07  zinc plated steel  stainless steel  brass nickel plated  steel sems  zinc plated  cb1 t erminal exit options  inches (millimeters)  .275  (6.98)  .14  (3.6)  eb  exit rear (std.)  exit back  hardware options   (bulk ordering part numbers are in parentheses.)  jumpers  quick connects  blade width b = .187  .  (for other orientations, contact factory.)  .33 (8.4)  ja (ja1-xx)  b1 (1b1) *  b2 (1b2) *  b3 (1b3) *  b4 (1b4) *  .33 (8.4)  jb (jb1-xx)  b5 (1b5) *  b6 (1b6) *  b7 (1b7)  b8 (1b8)  .33 (8.4)  *  n/a on cb1 series. jc (jc1-xx)  b9 (1b9)  4 

 ; euro-mag series   base & rail mount                                 power distribution blocks   wire management products pcb  C  spring clamp                          connectors  series a1000 & cb1000  single row terminal blocks    mounting options  inches (millimeters)  right angle bends (a1 only)  right angle terminals are offered on the a1000 series. configurations are  defined in these dimensions: x = pin extension beyond the block base;  z = length from block base to centerline of the terminal tip. standard bends  consist of the x and z dimensions shown in the chart. specify by adding the  selected bend option code to the terminal part no.  x  z  bend  option  code  x  (minimum)  z  r26  (04 terminal only)  r45  (07 terminal only)  .14  .33  .09  .09  dimensions in inches. to convert to millimeters, multiply by 25.4.  angle brackets (a1 only)  drilled right angle  (a1 only)  ;  ;  .144 hole  w/.312 c' bore  .325  .12  ;  ;  .320  .450  .150  .250  .04  option ab  option dr  angle brackets enable block to be fastened  at right angles to normal mount position.  bulk part no.  1ab.  counterbored holes across mount ends of  block enable fastening with two screws at  right angles to normal mount position.  mounting plates  mounting  plate  mp  ;  mt  single & double row filtered connectors   options mp & mt  mp  metal inserts with .150 dia. hole  accept  #6 screw.  mt  metal inserts with tapped  hole accept #6-32 screw.  bulk part nos. 1mp  &  1mt.  5 
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