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		  Datasheet File OCR Text:


		  32 type fsdv for reflow soldering frequency range: 0.2-15mhz inductance range: 1 m h-7mh q:60 at 455khz temperature coefficient: tc (f) C40 C105ppm/  c features ? reliability guaranteed to 1000 hour min. ? pin flatness guaranteed at 0.1mm max. ? application: am, fm car radio.  communication equipment    (base station) car electronics, etc. standard coils selection guide type fsdv         toko test inductance         part inductance q frequency adjustable range      number ( m h) (min.) (mhz) (%) 836an-0122z 160 45 0.796  6 836an-0123z 180 45 0.796  6 836an-0124z 200 45 0.796  6 836an-0125z 220 45 0.796  6 836an-0126z 240 45 0.796  6 836an-0127z 270 45 0.796  6 836an-0128z 300 45 0.796  6 836an-0129z 330 45 0.796  6 836an-0130z 360 45 0.796  6 836an-0131z 390 45 0.796  6 836an-0132z 430 45 0.796  6 836an-0133z 470 45 0.796  6 836an-0134z 510 45 0.796  6 836an-0135z 560 45 0.796  6 836an-0136z 620 40 0.796  6 836an-0137z 680 40 0.796            6 836an-0138z 750 40 0.796  6 836an-0139z 820 40 0.796  6 836an-0140z 910 40 0.796  6 836an-0141z 1000 40 0.252  6 836an-0142z 1100 20 0.252  6 836an-0143z 1200 20 0.252  6 836an-0144z 1300 20 0.252  6 836en-0145z 1500 25 0.252  6 836en-0196z 1600 25 0.252  6 type fsdv variable coils for surface mounting continued on next page unit: mm

 33 type fsdv  (cont'd)         toko test inductance         part inductance q frequency adjustable range      number ( m h) (min.) (mhz) (%) 836en-0197z 1800 30 0.252  6 836en-0198z 2000 30 0.252  6 836en-0149z 2200 30 0.252  6 836en-0199z 2400 30 0.252  6 836en-0200z 2700 30 0.252  6 836en-0201z 3000 30 0.252  6 836en-0202z 3300 30 0.252  6 836en-0154z 3600 30 0.252  6 836en-0203z 3900 30 0.252  6 836en-0204z 4300 30 0.252  6 836en-0205z 4700 30 0.252  6 836en-0206z 5100 30 0.252  6 836en-0159z 5600 30 0.252  6 836en-0207z 6200 30 0.252  6 836en-0208z 6800 30 0.252  6 continued from previous page type fsdv/ fsdvl variable coils for surface mounting type fsdvl for reflow soldering frequency range: 1-100mhz inductance range: 1 m h-500 m h q:40 at 455khz temperature range:  -40~+105  c features ? reliability guaranteed to 1000 hour min. ? pin flatness guaranteed at 0.1mm max. ? fixed tuning ? application: matching transformer in cellular phone. standard coils selection guide type fsdvl         toko test         part inductance center q frequency      number ( m h) frequency (min.) (mhz) FSDVL-1011          1.5 m h 85mhz 20 7.96 surface mount matching transformer connections unit: mm 1 2 34 6
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