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		  Datasheet File OCR Text:


		  6 standard / hdtv video jacks C 7750 series 7750-2 high definition, high performance video jack 4.3 ghz kings new high definition 7750 series of video jacks have been designed to exceed smpte 292 requirements and include the same proven reliability of its predecessors, the 7500 series and the high frequency 7730 series video jacks. kings new 7750 series o f video jacks mate with standard sized (.37 diameter) patch plugs with w.e. .090" center pin. specifications material: contacts:  beryllium copper, brass insulators: lubricomp dielectrics: teflon ? , kapton ? housing: zinc alloy (zamac) spring: stainless steel beryllium copper nickel silver finish: housing: nickel plate contacts: gold plate ground contacts: nickel plate environmental: corrosion: mil-std-202 method 101 temperature: -40c to +85c humidity: mil-std-202 method 106 (90-98% r.h. 10 days) electrical: return loss: less than -20 db to 1.5 ghz, -15 db to 4.3 ghz mechanical: life: 30,000 cycles min. withdrawal force: 3.0 lbs. min.

 7 standard / hdtv video jacks - 7750 series dimension drawing schematics p/n 7750-3 and 7750-6 dual normal untermina ted p/n 7750-4 and 7750-7 dual feed thru mode p/n 7750-2 and 7750-5 dual normal termina ted (internally with resistor 75 ohms  + - 5%) mounting bracket p/n 7750-2 7750-3 7750-4 mounting bracket p/n 7750-5 7750-6 7750-7 note: p/n 7750-2 & 5, 7750-3 & 6 and 7750-4 & 7 are the same  except 5, 6 &7 have inserts in the mounting bracket capable  of being used in canare panels. video jackfield cross reference new p/n  configuration old p/n 7755-6 1 x 24 term 7745-6 7755-29 1 x 24 non term 7745-29 7755-7 1 x 26 term 7745-7 7755-31 1 x 26 non term 7745-31 7755-41 1.5 x 24 term 7745-41 7755-40 1.5 x 28 term 7745-40 7755-8 2 x 24 term 7745-8 7755-32 2 x 24 non term 7745-32 7755-4 2 x 26 term  7745-4 7755-30 2 x 26 non term 7745-30 video jack cross reference new p/n  description old p/n 7750-2 dual normal terminated 7730-2 7750-3 dual normal 7730-3 7750-4 dual feed through 7730-4 7750-5 dual normal terminated, 7730-5 threaded flange 7750-6 dual normal, 7730-6 threaded flange 7750-7 dual feed through, 7730-7 threaded flange see pages 7 and 8 for details. dimensions in inches
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