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		  Datasheet File OCR Text:


		  www.gowanda.com one magnetics pkwy, gowanda, ny 14070 ? (t) 716-532-2234 ? (f) 716-532-2702 ? sales@gowanda.com    31 rf inductors - leaded 21mlf   rohs molded rf unshielded inductors    part   cots   inductance   q   test freq.    srf   dcr  current number  mil spec   10% h  (min)  (l&q)  (min)  (max)  rating   designation       mhz  mhz  ohms  dc ma 21m470klf	 ms90542-1	 .47	 65	 25.0	 300	 .06	 1970 21m560klf	 ms90542-2	 .56	 65	 25.0	 270	 .08	 1850 21m680klf	 ms90542-3	 .68	 65	 25.0	 240	 .08	 1700 21m820klf	 ms90542-4	 .82	 65	 25.0	 220	 .11	 1520 21m101klf	 ms90542-5	 1.00	 65	 25.0	 200	 .14	 1290 21M121KLF	 ms90542-6	 1.20	 40	 7.9	 180	 .19	 1120 21m151klf	 ms90542-7	 1.50	 40	 7.9	 160	 .28	 925 21m181klf	 ms90542-8	 1.80	 40	 7.9	 150	 .37	 790 21m221klf	 ms90542-9	 2.20	 40	 7.9	 135	 .50	 680 21m271klf	 ms90542-10	 2.70	 40	 7.9	 120	 .65	 600 21m331klf	 ms90542-11	 3.30	 40	 7.9	 105	 1.00	 480 21m391klf	 ms90542-12	 3.90	 40	 7.9	 100	 1.20	 440 21m471klf	 ms90542-13	 4.70	 40	 7.9	 90	 1.80	 360 21m561klf	 ms14052-1	 5.60	 35	 7.9	 55	 .13	 885 21m681klf	 ms14052-2	 6.80	 35	 7.9	 50	 .20	 710 21m821klf	 ms14052-3	 8.20	 35	 7.9	 44	 .22	 680 21m102klf	 ms14052-4	 10.00	 35	 7.9	 42	 .26	 625 21m122klf	 ms14052-5	 12.00	 45	 2.5	 34	 .45	 465 21m152klf	 ms14052-6	 15.00	 45	 2.5	 32	 .52	 442 21m182klf	 ms14052-7	 18.00	 50	 2.5	 28	 .70	 380 21m222klf	 ms14052-8	 22.00	 60	 2.5	 24	 1.00	 326 21m272klf	 ms14052-9	 27.00	 60	 2.5	 22	 1.30	 275 21m332klf	 ms14052-10	 33.00	 60	 2.5	 20	 1.50	 258 21m392klf	 ms14052-11	 39.00	 70	 2.5	 18	 2.00	 224 n otes: ? 	 operating	temperature	phenolic:	-55c	to	 +125c;	powdered	iron:	-55c	to	+105c ?	optional	tolerances	available,	consult	 factory tape   and reel specs:     pcs./12	reel	 maximum:	 	 1000	 pitch	between	 parts:	 	 .400	inches inside	tape	 spacing:	 	 2.500	inches class:	 	 2 1.438	+/-	.188 (36.525	+/-	4.77) 22	 aw g .568	+/-	.010 (14.224	+/-	.25) .220	+/-	.010 (5.588	+/-	.25) color	coded	in	accordance	with	mil-c-15305.	 letter	suf fix	on	part	number	denotes	tolerance.	 other	tolerances	available. in.	(mm) rf inductors - thru hole
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