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		  Datasheet File OCR Text:


		  technical data sheet   1 / 3   male shielded coaxipack 4 coax    r694.281.255    solder type 3.5    series :  mcc2      issue :  0918 a     in the effort to improve our products, we reserve t he right to make changes judged to be  necessary.        all dimensions are in mm.  .  .  po  an    components    body  center contact  outer contact  insulator  gasket  others parts  -  -      materials      brass   beryllium copper   bronze   peek , ultem      polym. c. l. 30% fv  -  -      plating ( m m )     nickel 2   npgr   npgr       nickel 0.6 over copper 3  -  -      

 technical data sheet   2 / 3   male shielded coaxipack 4 coax    r694.281.255    solder type 3.5    series :  mcc2      issue :  0918 a     in the effort to improve our products, we reserve t he right to make changes judged to be  necessary.        packaging   specification         standard   unit   other               25   w option   contact us               electrical characteristics   environmental           impedance   75   w   op erating temperature    - 25/+125    c   frequency   0 - 6   ghz   hermetic seal   na   atm.cm3/s   vswr   1.20*   +   0.0000   x f(ghz) maxi   panel leakage   na     insertion loss   0.2   ? f(gh z) db maxi     rf leakage                                   -  (   na   - f(ghz)) db maxi     voltage rating    500   veff maxi     dielectric withstanding voltage    750   veff mini     insulation resistance   5000   m w  mini  other characteristics                           assembly instruction  see/voir pg 3                  others   :     *ros optimised 0~3 ghz  mechanical characteristics   housing material: ul94v-0          center contact retentio n           axial force  C  mating end   6   n mini       axial force  C  opposite end   6   n mini       torque   na   n.cm mini                     recommended torque           mating   na   n.cm       panel nut   na   n.cm                             mating life   500   cycles mini     weight   5.5700   g                                       

 technical data sheet   3 / 3   male shielded coaxipack 4 coax    r694.281.255    solder type 3.5    series :  mcc2      issue :  0918 a     in the effort to improve our products, we reserve t he right to make changes judged to be  necessary.       
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