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		  Datasheet File OCR Text:


		  order format 18 arcolectric corporation 31-315 plantation drive, thousand palms, ca 92276  tel: 760-343-3650  fax: 760-343-3651  email: info@arcolectric.com c 6.3 x 0.8 h 4.8 x 0.8 s screw & clamp n/a for assemblies  with 3 terminals in either pole a   softline matt a   softline matt p   lit window matt 6050 dp splashproof switches - & twins  # 16a 250vac rocker function approvals & ratings vary with function on off switches - on when pressed over terminals 3 & 6 terminal 6050 on - off 9.7 9.7 9.7 12 3 45 6 6060 on - on 6051 on - off (momentary on) 6061 on - on (momentary 1 side) 6062 2 circuit on - on in house tests only 6052 on - off (momentary off) 6066 on - on (single pole) (isolated light) 6053 on - off lit 6067 on - on lit on - off 6054 (momentary on) lit 6068 on - on 1pole on - off lit 1pole on - off (single pole)  6055 (momentary on) lit 6090 on - off 1pole on - off lit 1pole 6056 on - off (single pole) isolated light on - off 6091 (momentary on) lit 6057 on - off isolated light on - off 1 pole 6092   on - on 1 pole lit 6058 on - off (single pole) lit on - off (single pole) 6059 (momentary on isolated light) circuits are double pole unless described otherwise european 16(4)a 250vac t125, 10a 400vac t125 ul csa 20a 277vac, 250vac 1 1 / 2 hp, 125vac 1hp ul 100 ? c, file e45221, csa file lr10990 inrush 150a* to en61058-1 8(8)a 250vac t125 5e4 on 6050 only * applies to non-momentary types rohs compliant 3mm contact gap with positive break switching. # call factory for ip details on twin units. technical data on pages 4 & 5 (switches), 66 (indicators). patent app. in house test lit window lit  water thru design  ratings up to 20a, 277v ac  high in-rush (on-off types)  positive switch action  distinctive styling  illuminated & non- illuminated  double pole  bezel size: 31.5 x 25mm rohs terminal function rocker body body rocker lamp voltage legend & code code code code color color if required options c 6053 a l b r 2 1197w non-lit lit b black b black a amber r red r red c clear 2 125v neon w white w white g green 3 250v neon r red 7 12v incandescent

 c6003p/6030al c6050al c6053al c6003/60003pl c6053pl c6000/6000al 1196(w) 1197(w) examples of our range of legend printing ( ) is legend color     b-black, w-white, r-red 19 finish   matt is standard color   call factory for custom colors a full range is available for large orders legend printing   select from the examples or call factory for custom legends lamp voltage   call factory for details protective cover   (designed to ip65 #) the 6000 series is a water thru design. for a higher level of sealing, a snap on cover is available (add suffix g72). this reduces panel thickness by 1mm. panel sealing washer w42 is available but reduces panel thickness by a further 0.8mm. covers are not suitable for momentary types. ip ratings   call the factory for details terminal link p1067  connects the poles of a double pole switch or twin unit # mounting orientation may affect ip rating for all options call the factory arcolectric corporation 31-315 plantation drive, thousand palms, ca 92276  tel: 760-343-3650  fax: 760-343-3651  email: info@arcolectric.com l   double pole panel cut-out * bezel l   twin units contact factory for information on  splashproofing and ip ratings panel cut-out * bezel body dimensions  (mm) options panel thickness l 0.75 to 3.0mm * for cut-out details on momentary switches  call the factory terminal spacing - poles 10.5 between centres 2.0 30.0 10.0 8.0 5b 4b 22.2/22.1 30.1/ 30.0 25.0 31.5 r2.0 22.2/22.1 30.1/ 30.0 25.0 31.5 r2.0 for ip65 see options below splashproof to ip44 current carrying parts are protected from moisture. droplets which may enter the switch are channelled out through ports in the switch body cut-outs must be punched in the direction of insertion
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