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		  Datasheet File OCR Text:


		  surface mount 10base-t  interface module designed for level ones lxt907 preliminary  e118.p (11/97) integrated for adapter, hub, and motherboard  applications designed to meet ieee 802.3 10base-t specifications low profile, surface mount package 235 o c peak solder reflow temperature rating e2015 date code country of origin suggested pad layout 0- 8 max .050 1,27 max .285 7,24 .500 12,70 max 7x .050 1,27 (=.350)   8,89 .004 0,10 .051 1,29  .075 1,91 .015 0,38 .370 9,40 .245 6,22 .270 6,86 .420 10,67 .350 8,89 .050 1,27 .025 0,64   .004/0,10 16 surfaces mechanical schematic dimensions: inches mm unless otherwise specified, all tolerances are  .010 0,25 weight . . . . . . . . 1.1 grams tape & reel . . . . . . 600/reel tube . . . . . . . . . . . . 40/tube for more information : corporate 12220 world trade drive san diego, ca  92128 tel: 619 674 8100 fax: 619 674 8262 http://www.pulseeng.com quick-facts:  619 674 9672 europe millpool house mill lane, godalming surrey gu7 1ey u.k. tel: 441 483 428 877 fax: 441 483 416 011 asia p.o. box 26-11, kepz 6 central sixth road kepz, kaohsiung taiwan, r.o.c. tel:   886 7 821 3141 fax: 886 7 841 9707 distributor electrical specifications @ 25c  operating temperature 0c to +70c 1 2 3   16  14 15 receive chip side utp side 1ct:1ct 5    8 4 6 7   12 9 10 11   13 transmit chip side utp side 1ct:1.41ct low pass  filter e2015 u.s. patent no. 5,015,981 performance warranty of products offered on this data sheet is limited to the parameters specified. data is subject to change w ithout notice. other products mentioned herein may be trademarks or registered trademarks of their respective owners. printed on recycled paper. ?1997, pulse engineering, inc. note: 1. for tape & reel packaging add a  t suffix to the part number (i.e.: e2015 t ). 2. xmit = transmit channel insertion  attentuation  return loss common mode rejection loss to (db min) 5 to 10 mhz crosstalk (db min) hi-pot part 10mhz xmit (db min) (db min) xmit (vrms min) number (db max) 30 mhz 50 mhz 70 mhz 100  w 98   13  w 5-10 mhz 30 mhz 50 mhz 100 mhz 200 mhz 500 mhz e2015 -1.2 -24 -30 -35 -18 -15 -35 -45 -40 -30 -20 -10 1500
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