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		  Datasheet File OCR Text:


		  mtronpti reserves the right to make change s to the product described herein without no tice.  no liability is assumed as a resul t of its use or application.             specification for hc-49/u crystal  mtronpti p/n 463-000-r  effective date: may 5, 2006    i.  general & electrical requirements:        1. mode of oscillation: fundamental at-cut crystal    2. available frequency range: 1.843200 to 34.0000 mhz    3. frequency tolerance @ +25c:   30 ppm max.    4. frequency stability over temperature:   50 ppm  max.    5. operating temperature range: -10c to +70c    6. effective series resistance (esr): see table 1    7. load capacitance: 20 pf    8. shunt capacitance: 7.0 pf max.    9. aging:  5 ppm/yr. max.    10. drive level: 1mw max.  100 w typ.  50w min.      ii. environmental & mechanical requirements:       1. shock: per mil-std-202, method 213, condition c    2. vibration: per mil-std-202, method 201 & 204    3. hermeticity:  1 x 10  -8  atm cc/sec min.    4. thermal cycle: per mil-std-883, method 1010 b.    5. maximum wave soldering conditions:  +260c for 10 secs.    6. solderability:  per eiaj-std-002  7. package:  hc-49/u resistance weld. rohs compliant.    iii. dimensions:                                                     iv. data sheet revision table:   date  rev.     orig.  details of revision  5/5/06  0     wnj        original release.  table 1

 mtronpti reserves the right to make change s to the product described herein without no tice.  no liability is assumed as a resul t of its use or application.      




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of 463-000-R-9600MHZ 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























