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		  Datasheet File OCR Text:


		  + + + + + + + + www.ittcannon.com 329 dimensions are shown in inches (millimeters). dimensions subject to change. battery connectors mating guide plugs GB-3-34CDS 2.250 + _ .004 (57.15 + _ 0.10) 1.125 + _ .005 (28.58 + _ 0.13) 4.313 (109.55) 1.688 + _ .004 (42.88 + _ 0.10) .25 (6.35) rad typ. 2.688 (68.28) 1.563 (39.70) 3.188 (80.98) 1.406 (35.71) .188 (4.78) .063 (1.60) 2.406 (61.11) 1.625 (41.28) 6 mtg holes .196 (4.98) dia. 3.250 (82.55) 3.875 (98.42) polarizing groove receptacles no. of contacts ca2551d (017193-0008) ca2551d model a (017193-0108 ca2551c (017193-0015) ca2551c model a (017193-0115) ca2551e (017193-0000) ca11751-1 ce9183-1 ce9183-4 ce9183-6 aa-bp c5-2 ca2551e model a (017193-0100) gb-3-21cfs gb-3-21cf 2 1 2 1 2 1 2 1 2 1 2 4 2 4 2 4 2 1 1 2 1 2 1 250a 35a 250a 35a 200a 35a 200a 35a 400a 40a 600a* 200a 35a 200a 35a 200a 35a 250a 250a 400a 40a 250a 40a #3/0 #10 #3/0 #10 #1/0 #10 #2/0 #12 #2/0 #1/0 #12 #2/0 #2/0 5/8" dia. 1/8" dia. 5/8" dia. 1/8" dia. GB-3-34CDS 3/8-24unf-2a 10-32nf-2a 3/8-16unf-2a 10-32nf-2a 5/16-18unc-2b 11/16 3/8-16unc-2a 5/16-18unc-2a ce9310-8 ce9310-10 * amperage rating of 600 amp is based on a maximum of 2 hours continuous service or before temperature rise of 120?c over 25?c  ambient is reached. aa-br c5-1 ca11749-1 3/4" dia. 51/64" dia. 3/4" dia. 15/16" dia. 15/16" dia. 1-3/64" dia. 5/16-18unc-2b 27/32" dia. 45/64" dia. 1 entry, 5/8" dia. 27/32" dia. 1 entry, 25/32" dia. 5/16-18unc-2b 5/16-18unc-2b #1/0 #12 #1/0 #12 #2/0 #12 #2/0 #12 #4/0 #10 #4/0 #10 #1/0 #12 #1/0 #12 #1/0 #12 #2/0 #2/0 #2/0 part number recommended wire size cable entry or terminal dimension part number recommended wire size cable entry or terminal dimension current rating (cont) receptacles shell: insulation: weight; contact data: aluminum alloy?cadmium plate phenolic 1.031 ib. copper alloy?silver plate 2-250a - #1/0 wire?.375 (9.52)-24 t.p.i. stud 1-40a - #10 wire ? .313 (7.95) t.p.i stud top contact insulated from shell; two lower contacts grounded to shell. battery  connectors  are  designed  to  eliminate  the need  for  separate  starting  batteries  on  individual units  of  power  driven  equipment.  the  receptacle may  be  mounted  on  each  unit  and  wired  to  the starting  motor.  while  the  plug  with  cable  and battery,  may  be  carried  or  a  tractor.  truck,  or  other portable  or  stationary  source.  this  elimiates  the need  for  batteries  on  each  unit  of  equipment  and save costly maintenance and replacement. in  addition,  these  connectors  are  use  to  connect auxiliary  power  equipment  to  electrical  systems. this  preserves  the  charge  of  aircraft  batteries  for any in-flight function.

 + www.ittcannon.com 330 dimensions are shown in inches (millimeters). dimensions subject to change. battery connectors plugs (contined) gb-3-21-cfs gb-3-21-cf ca2551 2.406 (61.11) 2.406 (61.11) a 2.375 (60.32) 3.0 (76.20) 1.313 (33.35) 1.0 (25.40) 3.625 (92.08) 1.813 (46.05) 1.750 (44.45) 1.0 (25.40) 7.0 (177.80) 7.0 (177.80) starter button 2.875 (73.02) 2.875 (73.02) .250 (6.35) 1.313 (33.35) 1.313 (33.35) 1.500 (38.10) 1.500 (38.10) part number type 2 1 2 1 2 1 2 1 2 1 2 1 2 1 017193-0015 017193-0115 017193-1000 017193-0008 017193-0108 017193-0000 017193-0100 ca2551c ca2551c model a ca2551c model a ca2551d ca2551d model a ca2551e ca2551e model a #1/0 #12 #1/0 #12 #1/0 #12 #2/0 #12 #2/0 #12 #4/0 #10 #4/0 #10 200 35 200 35 200 35 250 35 250 35 400 40 400 40 7.000 (177.80) 8.125 (206.38) 8.125 (206.38) 7.000 (177.80) 8.125 (206.38) 8.125 (206.38) 8.125 (206.38) .750 (19.05) .797 (20.24) .938 (23.83) .750 (19.05) .938 (23.83) .938 (23.83) 1.047 (26.59) number of contacts wire size current (amps) cable entry a shell: wheel: weight: contact data: molded rubber spring steel?cadmium plate 1.050 ib. copper alloy?silver plate 2-250a- #3/0 wire?cable entry .750 (19.05) 1-40a-#10 wire?cable entry .266 (6.76) shell: clip: weight: contact data: molded rubber spring steel?cadmium plate 1.116 lb. copper alloy?silver plate 2-250a- #3/0 wire?cable entry .750 (19.05) 1-40a-#10 wire?cable entry .266 (6.76) shell: clip: weight: contact data: molded rubber spring steel?cadmium plate consult factory copper alloy?silver plate

 + + www.ittcannon.com 331 dimensions are shown in inches (millimeters). dimensions subject to change. battery connectors plugs (contined) receptacles ce9183 2.125 (53.98) cable seal 9.125 (231.78) 2.375 (60.32) 3.500 (68.90) six safety wire holes .125 (3.18) dia. 1.188 (30.18) 3.063 (77.80) approx 4.656 (118.26) 1.031 (26.19) 1.500 (38.10) typ .813 (20.65) cable entry .625 (15.88) typ. 5.500 (139.70) 2.750 (69.85) 2.185 (55.50 1.313 (33.35) 4.656 (118.26) .563 (14.30) 1.0 (25.40) +.000 -.020 +0.00) -0.51) 3.750 (95.25) 1.0 (25.40) 1.0 (25.40) 1.0 (25.40) .500 (12.70) 2.250 (57.15) 2.750 (69.85) max. ca11251-1 part number ce9183-1 ce9183-4 ce9183-6 4 2 4 2 4 2 #1/0 #12 #1/0 #12 #1/0 #12 200 35 200 35 200 35 .844 (21.44) - .703 (17.86) .625 (15.88) .844 (21.44) .781 (19.84) 1 entry 1 entry no. of contacts wire size current (amps) cable entry ca11749-1 insulation: cable seals; power contacts: small contacts: extraction tool: insertion tool: insertion tool: contacts: rubber molded one-piece construction removable molded rubber removable snap in crimp or solder type molded into insulation with removable crimp or solder pots #317-8037-000 power contacts #317-8034-000 power contacts #317-8035-000 small contacts copper alloy, silver plate brass, silver plate shell: wheel: weight: contact data: molded phenolic aluminum alloy 1.023 lb. copper alloy 2-600a - #2/0 wire?cable entry .813 (20.65) may be used on batteries conforming to mil-b-6146. shell: weight: contact data: aluminum alloy?black acid-proof lacqure finished .380 lb. copper alloy?2-600a-#2/0 wire pin contacts screw on battery?5/16-18 t.p.i. amperage rating of 600 amp is based on a maximum of 2 hours continuous service or before temp. rise of 120?c over 25?c ambient is reached.
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