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		  Datasheet File OCR Text:


		                            1    part number change notification  date:   december 17th, 2012   subject:   tdk introduces a new global catalog part number for  its multilayer ceramic capacitor  products     dear european distributor partner,  thank you for your business and continued interest  in tdks ceramic capacitors. this letter is to  inform you that we are changing the nomenclature of  our ceramic capacitor  catalog part  numbers .  the new catalog part number includes characters  to indicate thickness and  packaging details (reel size and tape width). this  change also allows tdk to unify its catalog part  numbers globally.      online catalog issued  tdk catalog part number    tdk item description (on labeling)  prior to january 2013  c1608c0g1e103j  c1608c0g1e103j t000n  january 2013 and later  c1608c0g1e103j080aa  c1608c0g 1e103jt000n    we ask that you reference the new  catalog part numbers  beginning with new orders dated 1 st   febuary 2013. ( regions outside europe may action f rom other dates )  the final shipment from tdks factory referencing t he existing part number will be june 28,  2013.    please be aware that the last five characters of th e tdk  catalog part number  will differ from the  tdk item description (internal control number) on t he packaging label.  for example:  c1608c0g1e103j 080aa  vs  c1608c0g1e103j t000n.     please reference the attached conversion table that  cross-references existing  catalog part  number  to the new catalog part number.  tdk will also pro vide a conversion feature in its  online cross reference tool, scheduled to launch on  january 7 th , 2013.  this tool will be available  via the ceramic capacitor portal at  www.tdk.com . tdk is committed to working closely with you  to minimize any impact this change may have.     affected product series:  c, ckc, ckg, cll, cga, cgj, cgb, ceu, cer, and ckd    existing tdk part number conversion table:  please see attached excel file. 

                           2    1)   new tdk part number nomenclature C (c, ckg, cll, ck c series)       (1)     2      3  4  5  6  7  8  9    1)   series name  c: general purpose  ckc: array capacitor  ckg: stacked capacitor (megacap type)   cll: ultra low inductance  2)   case size code  jis(eia)   c: 0402(01005), 0510(0204), 0603(0201), 0816(0306),  1005(0402),  1220(0508), 1608(0603), 1632(0612), 2012(0805), 321 6(1206), 3225(1210),  4520(1808), 4532(1812), 5750(2220), 7563(3025)  ckc: m25(1327), l22(0805), l44(0805), a43(1206)  ckg: 32k, 45k,45n, 57k,57n  cll: c1a(0603), e1a(0805)  3)   temperature characteristics  ch: -25 to +85 o c, 060ppm/  o c  c0g: -55 to +125 o c, 030ppm/  o c    jb: -25 to +85 o c, 10%  x5r: -55 to +85 o c, 15  x6s: -55 to +105 o c, 22%   x7r: -55 to +125 o c, 15%  x7s: -55 to +125 o c, 22%    x7t: -55 to +125 o c, +22/-33%  x8r: -55 to +150 o c, 15%  4)   rated voltage code  0g:4v, 0j:6.3v, 1a:10v, 1c:16v, 1e:25v, 1v:35v, 1h: 50v, 2a:100v, 2d:200v,  2e:250v, 2w:450v, 2h:500v, 2j:630v, 3a:1000v, 3d:20 00v, 3f: 3000v  5)   nominal capacitance (pf)  the capacitance is expressed in three digit codes a nd in units of pico farads  (pf).  the first and second digits identify the fir st and second significant  figures of the capacitance.  the third digit identi fies the multiplier.  r  designates a decimal point.  ex. 105 = 1,000,000pf = 1,000nf = 1f       c    3216    x7r    1h    105    k    160    a    e                                                         (1)     (2)        (3)       (4)     (5)      (6)     (7)     (8)  (9)               

                           3    6)   capacitance tolerance  w: 0.05pf, b: 0.10pf, e: 0.20pf, c: 0.25pf, d:  0.50pf, f: 1%,  g: 2%, j: 5%, k: 10%, m: 20%  7)   thickness code  020:0.20mm, 030:0.30mm, 045:0.45mm, 050:0.50mm, 055 :0.55mm,  060:0.60mm, 070:0.70mm, 080:0.80mm, 085:0.85mm, 100 :1.00mm,  110:1.10mm, 115:1.15mm, 125:1.25mm, 130:1.30mm, 160 :1.60mm,  200:2.00mm, 230:2.30mm, 250:2.50mm, 280:2.80mm, 320 :3.20mm,  335:3.35mm, 500:5.00mm  8)   packaging code  a: 178mm reel / 4mm pitch  b: 178mm reel / 2mm pitch  c: 178mm reel / 1mm pitch  d: 330mm reel / 4mm pitch  e: 330mm reel / 2mm pitch  f: 330mm reel / 1mm pitch  g: bulk case (eiaj std)  h: bulk bag  j: 330mm reel / 8mm pitch  k: 178mm reel / 8mm pitch  l: 330mm reel / 12mm pitch  m: 178mm reel / 12mm pitch  9)   special code  a: internal code, b: internal code, c: internal cod e  e: soft termination, f: high-q(std design), g: high -q(new design)  h: megacap(std), j: megacap(auto), k: soft term arr ay(std)  l: soft term array(auto), m: open mode design      

                           4    2)   new tdk part number nomenclature C (cga, cgj, cgb,  ceu  series)           1)   series name   cga: automotive grade  ceu: serial design  cgj: high reliability grade  cgb: low profile  2)   case size code  jis(eia)   1: 0201 (0603)  5: 1206 (3216)  9: 2220 (5750)  2: 0402 (1005)  6: 1210 (3225)  3: 0603 (1608)  7: 1808 (4520)  4: 0805 (2012)  8: 1812 (4532)  3)   thickness code  t:0.19mm, a:0.30mm, b:0.50mm, c:0.60mm, e:0.80mm, f :0.85mm,  g:1.10mm, h:1.15mm, j:1.25mm, k:1.30mm, l:1.60mm, m :2.00mm,  n:2.30mm, p:2.50mm, q:2.80mm, r:3.20mm  4)   life test condition  1: 1.0 x rated voltage  3: 1.5 x rated voltage  2: 2.0 x rated voltage  4: 1.2 x rated voltage  5)   temperature characteristics  c0g: -55 to +125 o c, 030ppm/  o c  jb: -25 to +85 o c, 10%    x5r: -55 to +85 o c, 15  x6s: -55 to +105 o c, 22%  x7r: -55 to +125 o c, 15%   x7s: -55 to +125 o c, 22%  x7t: -55 to +125 o c, +22/-33%    x8r: -55 to +150 o c, 15%  6)   rated voltage code  0g:4v, 0j:6.3v, 1a:10v, 1c:16v, 1e:25v, 1v:35v, 1h: 50v, 2a:100v, 2d:200v,  2e:250v, 2w:450v, 2h:500v, 2j:630v, 3a:1000v, 3d:20 00v, 3f: 3000v     cga    5    l    3    x7r     1h    105    k    160    a    e                                                   (1)    (2)  (3)  (4)    (5)       (6)     (7)      (8)     (9)   (10) (11)               

                           5    7)   nominal capacitance (pf)  the capacitance is expressed in three digit codes a nd in units of pico farads  (pf).  the first and second digits identify the fir st and second significant  figures of the capacitance.  the third digit identi fies the multiplier.  r  designates a decimal point.  ex. 105 = 1,000,000pf = 1,000nf = 1f   8)   capacitance tolerance  c: 0.25pf, d: 0.50pf, f: 1%  j: 5%, k: 10%, m: 20%  9)   thickness code  019:0.19mm, 030:0.30mm, 050:0.50mm, 060:0.60mm, 080 :0.80mm,  085:0.85mm, 110:1.10mm, 115:1.15mm, 125:1.25mm, 130 :1.30mm,  160:1.60mm, 200:2.00mm, 230:2.30mm, 250:2.50mm, 280 :2.80mm,  320:3.20mm  10)    packaging code  a: 178mm reel / 4mm pitch  b: 178mm reel / 2mm pitch  c: 178mm reel / 1mm pitch  d: 330mm reel / 4mm pitch  e: 330mm reel / 2mm pitch  f: 330mm reel / 1mm pitch  g: bulk case (eiaj std)  h: bulk bag  j: 330mm reel / 8mm pitch  k: 178mm reel / 8mm pitch  l: 330mm reel / 12mm pitch  m: 178mm reel / 12mm pitch  11)    special code  a: internal code, b: internal code, c: internal cod e   d: conductive epoxy, e: soft termination, m: open m ode design     

                           6    3)   new tdk part number nomenclature C (cer -> yna seri es only)  cer series will now be referred to as the yna serie s: (example)  cerb2mx5r0g105m  yna18b2m0g105m         1)   series name   yna: controlled esr noise absorber  2)   case size code  15: 0402(1005), 18: 0603(1608), 21: 0805(2012), 31:  1206(3216)   3)   product type  a: std 2 terminals type  b: 3 terminals type  c: reverse geometry type  4)   esr value  1 st  digit: esr multiplier: 1: 10, 2: 100, 3: 1000  2 nd  digit: esr significant figure: a:1.0, b:1.5, c:2.0 , d:2.5, e:3.0, f:3.5, g:4.0,  h:4.5, j:5.0, k:5.5, l:6.0, m:6.5, n:7.0, p:7.5, q: 8.0, r:8.5, s:9.0, t:9.5  5)   rated voltage code  0g: 4v, 0j: 6.3v, 1a: 10v, 1c: 16v  6)   nominal capacitance (pf)  the capacitance is expressed in three digit codes a nd in units of pico farads  (pf).  the first and second digits identify the fir st and second significant  figures of the capacitance.  the third digit identi fies the multiplier.  r  designates a decimal point.  ex. 105 = 1,000,000pf = 1,000nf = 1f   7)   capacitance tolerance  k: 10%, m: 20%, s: +50%,-20%      yna    18    b    2m    0g     105    m                                                                 (1)      (2)   (3)    (4)      (5)      (6)      (7)          

                           7    4)   new tdk part number nomenclature C (ckd -> yff seri es only)  ckd series will now be referred to as the yff serie s: (example)  ckd310jb0j226s  yff31pc0j226m           1)   series name   yff: feed through filter  2)   case size code  (metric)  15: 0402(1005), 18: 0603(1608), 21: 0805(2012), 31:  1206(3216)  3)   product classification  pc: standard 3 terminals for power line  sc: standard 3 terminals for signal line  ph: thickness=0.80mm, for power line  pw: low esl for power lines  sw: low esl for signal lines  hc: high current (5a and higher)  4)   rated voltage code  0g: 4v, 0j: 6.3v, 1a: 10v, 1c: 16v  5)   nominal capacitance (pf)  the capacitance is expressed in three digit codes a nd in units of pico farads  (pf).  the first and second digits identify the fir st and second significant  figures of the capacitance.  the third digit identi fies the multiplier.  r  designates a decimal point.  ex. 226 = 22,000,000pf = 22,000nf = 22f   6)   capacitance tolerance  k: 10%, m: 20%, s: +50%,-20%        yff    31    pc    0j    226     m                                                                     (1)     (2)     (3)    (4)      (5)     (6)           

                           8    authorized signatory for tdk/tdk-epc /corporation ( manufacturer)      ______________________________________   signature of dept.   name: steve maloy    position: director of product marketing  department: ceramic capacitor business group  tdk corporation of america   475 half day road, suite 300  lincolnshire, il 60069  
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