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		  Datasheet File OCR Text:


		                                                                       industries corp.  5625-a s. arville, las vegas, nv  89118 tel:702-364-9998 fax:  702-364-1562  www.magtechind.com  anz113d  2.56  [65.0] 1.38  [35.0] 0.91  [23.0] dc output ac input led driver  product  specifications  anz#: 128d ,june 25, 2007 high power constant current led driver wall-mount and hook-up wire   total power  10 watts max.  input voltages  100-250 vac  number of outputs  one    special features  electrical specifications  ?   compact size that maximi ze design flexibility.  ?   2.56? x 1.38? x 0.90? (lxwxh)  ?   full range ac input   ?   available in wall-mount and hookup wire style ?   high efficiency reduce total power consumption  ?   tight regulated constant current output to  maximize the led performance  ?   pre-adjusted c/c outputs  input range   frequency      inrush current   input current   efficiency   emi filtering   maximum power   output regulation   hold up time   protection    100 to 250 vac, full range  47 to 63 hz  30.0 amps maximum at any input range  0.3amps maximum at 115/230 input range  65% typical at 120vac and maximum load  fcc part 15j class b, cispr 22 class b  12w  5% @constant current mode  10ms minimum at 120 vac and 80% of rated load  overload protection, s hort circuit protection  environmental  operating temperature:                 -20 to+60 o c  storage temperature:                     -20 to 80 o c  humidity (non-condensing):      5% to 95%  cooling:                                       convection  vibration frequency:                   5 to 55 hz  mtbf:      >100,000 hours at full load and 25oc  ambient conditions (mil-217e)   safety  ul, cul and ce certified           ordering information  model #  output voltage range (vdc)  output current (ma)  output power (w)  LD-CU3503AF  4 ~ 12v  350ma  4.2-watts  ld-cu3536af  4 ~ 28v  350ma  10-watts  ld-cu7006af  4 ~ 12v  700ma  6.5-watts  ld-cu7021af  4 ~ 12v  700ma  9-watts  ld-pi3503af  4 ~ 12v  350ma  4.2-watts  ld-pi3536af  4 ~ 28v  350ma  10-watts  ld-pi7006af  4 ~ 12v  700ma  6.5-watts  ld-pi7021af  4 ~ 12v  700ma  9-watts    mechanical drawings  ld-xx = enclose type  cu = hook up wire style  pi   = wall-mount style    2.64  [67.0] 1.46  [37.0] 1.06  [27.0] 79 [2000] ld-cu series  ld-pi series 
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