

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						LSU403			V495ME04			MAX6963			HIROSE			STB2045			XXXGX			LC74772V			Z5237			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				VPLSP-24-1000-01 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  vrdpc?36?01?m?ra vpstp?24?1000?02 www.samtec.com f-209-1 for complete speci  cations see  www.samtec.com?vplsp or  www.samtec.com?vpstp operating temp range:  -20? to + 80?  signal routing:  100   differential pinout map: see web address above rohs compliant:  ye s mates with: vrdpc data  rate  i/o  system a screw locks b  n 01 length (xxxx)  1% n/2+1 n/2 no. of  signal pairs length type ?08, ?12,  ?16, ?24 wire  option ?01 = pin 1 to pin 1 ?02 = pin 1 to pin  n/2+1 vplsp = high density  low skew pair cable vpstp = high density  shielded twisted pair  cable  ??xxxx? =  length in millimeters   ?1000, ?2000, ?3000, ?5000 no. of  pairs a (vpstp) a (vplsp) (30,50) 1.201 (36,00) 1.417 (43,20) 1.701 (30,20) 1.189 (35,80) 1.409 (43,20) 1.701 (19,80) .780 (25,40) 1.000 (32,60) 1.283 b (vpstp/vplsp) ?08 & ?12 ?16 ?24 no. of  pos. 36 50 68 specifications for complete speci  cations see  www.samtec.com?vrdpc insulator material: liquid crystal polymer contact material:  phosphor bronze shell material:  zinc alloy hood material: zinc alloy or pvc contact plating: sn or au over 50?  (1,27?) ni s h e l l   &   h o o d   shell & hood  plating:  ni operating temp range:  -55? to +105? current rating:  1 a contact resistance:  < 15 m  insulation resistance:  > 500 m   @ 500v dielectric voltage:  500v @ 60 sec rohs compliant:  ye s no. of  positions ?36  = 36 positions / mates with vpstp/vplsp 8 and 12 pairs    ?50  = 50 positions / mates with vpstp/vplsp 16 pairs  ?68  = 68 positions / mates with vpstp/vplsp 24 pairs  termination ?m = 15" (0,38m)  gold on contacts,  matte tin on tails 01 plating ?ra = right angle  vrdpc no. of  positions a (29,90)  1.177 (35,50)  1.400 (42,70)  1.681 b (24,90)  .980 (30,50)  1.200 (37,70)  1.484 c (18,85)  .742 (24,45)  .963 (31,65)  1.246 d (15,50)  .610 (21,10)  .831 (28,30)  1.114 e (19,55)  .770 (25,15)  .990 (32,35)  1.274 f (29,10)  1.146 (34,70)  1.366 (41,90)  1.650 ?36 ?50 ?68 (3,46)  .136  (3,50)  .138  (6,00)  .236  (2,35)  .093  (0,80) .0315 (9,45) .372 01 n/2+1 n/2 n (0,80) .0315 (1,40)   .055  (3,70)  .146  e d c b a f mates with: vpstp, vplsp note:  this series is  non-standard, non-returnable. vplsp, vpstp,  vrdpc series also available vpdp series with 30 awg twinax cable and metal housing. custom cable lengths/higher performance equalization. call samtec. note:  some lengths, styles  and options are non-standard,  non-returnable. 4- specifications vpstp shown vplsp shown name series cable type performance v-port? plus vplsp miniskew 26 awg  low skew pair 2 ghz* *estimated. may vary depending upon signal type. v-port? vpstp 30 awg shielded  twisted pair 1 ghz*
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