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		  Datasheet File OCR Text:


		  k cl1608   rev. date: 28-jan- 11                                                                      ksd-xxxxxx-000    1608 infrared emitting diode    the contents of this data sheet are  subject to change without advance notice for the purpose of improvement.  when using this product, would you plea se refer to the latest specifications.        description  the KCL1608 is an infrared emitting diode in miniature    smd package which is molded in a water clear plastic  with flat top view lens.    features  z  low forward voltage  z   package in 8mm tape on 7 inch diameter reel  z   small double - end package    applications  z   pcb mounted infrared sensor  z  floppy disk drive     z  optical switches     absolute maximum ratings                             (t a =25  )                    *1. pulse width tw=100sec, cycle t=10msec  *2. distance from end of the package =2mm, soldering time=3 seconds. max.     electrical characteristics  (t a =25  )    description  symbol  condition  min.  typ.  max.  unit   forward voltage  v f   if=20 ?   - 1.3 2.0  v   reverse current  i r  vr=5v - - 10 ua   radiant intensity  po  if=20 ?   - 3.9 -  mw   peak wavelength   p  if=20 ?      870     nm    spectral width at fwhm  ?   if=20 ?   - 50 -  nm    half angle (view angle)  ?  -  - 60 - deg.  characteristic symbol test co ndition min. typ. max. unit              parameter  symbol  rating  unit    continuous forward current  i f  50 ma   reverse voltage  v r  5  v    pulse forward current* 1  i fp  100 ma   power dissipation  p d  100 mw   operating temperature  topr.  -25~+85       storage temperature  tstg.  -40~+85       soldering temperature* 2   tsol 260     

     rev. date: 21-jan- 11                                                                      ksd-xxxxxx-000    KCL1608 the contents of this data sheet are  subject to change without advance notice for the purpose of improvement.  when using this product, would you plea se refer to the latest specifications.    ordering information      part number  marking code  package  packaging  KCL1608 -  cob  reel    package outline dimensions        notes : 1. all dimension  are in millimeters             2. general tolerance is 0.1mnm.                       
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