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		  Datasheet File OCR Text:


		  43 coast fabrication, inc.      ph: (74) 842-2603      fax: (74)847-824      info@coastfab.com ms21073 nutplate series specifcations MS21075 nutplate series specifcations part number thread   mil-s-8879 a   max c   .010 d   min h   max j   .004 k   +.005   -.000 p    ref v   ref w   max approx weight   lbs/0 MS21075-04 . 20-40 unjc-3b .651 .208 - .153 .408 .098 .64 .020 .315 .25 MS21075-06 .380-32 unjc-3b .682 .223 - .7 .439 .098 .90 .020 .357 .25 MS21075-08 .640-32 unjc-3b .707 .239 .68 .250 .470 .098 .24 .025 .367 .28 MS21075-3 .900-32 unjf-3b .739 .255 .94 .250 .502 .098 .240 .025 .46 .30 MS21075-4 .2500-28 unjf-3b .80 .286 .254 .28 .564 .098 .300 .032 .500 .49 MS21075-5 .3125-24 unjf-3b .0 .364 .37 .328 .720 .30 .375 .032 .581 - material : carbon steel per ams 5085  (uns g10500)     finish : cadmium plate per qq-p-46,  type ii, class 2 and kaylube molyb - denum disulfde dry flm lubricant per  mil-l-46000     performance :  mil-n-25027 part number thread mil-s-8879 a   max b   ref c   .002 d   min e   ref h   max j   .005 k   +.005   -.000 v ref approx weight   lbs/00 ms2073-04 . 20-32 unjc-3b .448 .220 .287 - .125 .30 .203 .098 .025 .09 ms2073-06 .280-32 unjc-3b .457 .220 .308 - .125 .145 .28 .098 .032 .3 ms2073-08 .640-32 unjc-3b .497 .220 .33 .68 .125 .215 .234 .098 .032 .7 ms2073-3 .900-32 unjf-3b .526 .220 .354 .94 .156 .220 .250 .098 .032 .22 ms2073-4 .2500-28 unjf-3b .603 .220 .398 .254 .203 .28 .28 .098 .040 .37 ms21073-5 .3125-24 unjf-3b .757 .270 .508 .37 .250 .328 .359 .30 .050 .63 material : c1050 carbon steel per  ams 5085 (uns g10500). heat treat  -rc 49, maximum     finish : cadmium plate per qq-p- 4 6, type ii, class 2 and kaylube  molybdenum disulfde dry flm lubricant  per mil-l-46000     floatability : .030 min radially from  center  free datasheet http://
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