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		  Datasheet File OCR Text:


		  digitron semiconductors  kenilworth nj 07033 usa     +1.908.245-7200  mur3005pt-mur3060pt       30a  ultrafast rectifier          maximum ratings  mur  rating  symbol  3005 pt  3010 pt  3015 pt  3020 pt  3030 pt  3040 pt  3050 pt  3060 pt  unit  peak repetitive reverse voltage  working peak reverse voltage  dc blocking voltage  v rrm  v rwm   v r   50  100 150 200 300 400 500 600  v  average rectified forward current  (rated v r )     i f(av)   30 @ t c  = 150c  30 @   t c  = 145c  a  peak repetitive forward current, per leg  (rated v r , square wave, 20 khz), t c  = 150c)  i frm     30 @ t c  = 150c  30 @   t c  = 145c  a  non-repetitive peak surge current   (surge applied at rated load conditions halfwave, single  phase, 60hz)   i fsm     200    150  a  operating and storage junction temperature range   t j,  t stg   -65 to +175  c  thermal resistance  junction to case  junction to ambient    r ? jc  r ? ja     1.5  40  c/w    electrical characteristics  (@ 25c unless otherwise noted)   mur  parameter  symbol  3005 pt  3010 pt  3015 pt  3020 pt  3030 pt  3040 pt  3050 pt  3060 pt  unit  maximum instantaneous forward voltage (1)  (i f  = 15a, t j  = 150c)  (i f  = 15a, t j  = 25c)  v f     0.85  1.05    1.12  1.25    1.2  1.5  v  maximum instantaneous reverse current  (1)  (rated dc voltage,  t j  = 150c)  (rated dc voltage, t j  = 25c)  i r     500  10    1000  10  a  maximum reverse recovery time  (i f  = 1.0a, di/dt = 50a/s)  t rr     35    60  ns  note 1: pulse test: pulse width = 300s, duty cycle    2%.    mechanical characteristics  case  to-218ac  marking  alpha-numeric  pin out  see below      144 market street  phone   fax +1.908.245-0555  sales@digitroncorp.com   to-218ac  inches  millimeters     min max  min  max  a  0.749  0.771  19.000  19.600  b  0.551  0.570  14.000  14.500  c  0.165  0.185  4.200  4.700  d  0.040  0.051  1.000  1.300  e  0.058  0.064  1.450  1.650  g  0.206  0.225  5.210  5.720  h  0.103  0.118  2.600  3.000  j  0.016  0.023  0.400  0.600  k  1.123  1.259  28.500  32.000  l  0.579  0.602  14.700  15.300  q  0.158  0.167  4.000  4.250  s  0.689  0.712  17.500  18.100  u  0.134  0.149  3.400  3.800  v  0.060  0.078  1.500  2.000    www.digitroncorp.com      rev. 20121210 

 digitron semiconductors  144 market street  kenilworth nj 07033 usa    phone +1.908.245-7200  mur3005pt-mur3060pt       30a  ultrafast rectifier          available non-rohs (standard) or rohs compliant (add pbf suffix).  available as ?hr? (high reliability) screened per mil-prf- 19500, jantx level. add ?hr?  suffix to base part number.        fax +1.908.245-0555  sales@digitroncorp.com   www.digitroncorp.com      rev. 20121210 

 digitron semiconductors  144 market street  kenilworth nj 07033 usa    phone +1.908.245-7200  mur3005pt-mur3060pt       30a ultrafast rectifier        mur3020pt, mur3030pt, mur3040pt         fax +1.908.245-0555  sales@digitroncorp.com   www.digitroncorp.com      rev. 20121210 

 digitron semiconductors  144 market street  kenilworth nj 07033 usa    phone +1.908.245-7200  mur3005pt-mur3060pt             30a ultrafast rectifier            fax +1.908.245-0555  sales@digitroncorp.com      www.digitroncorp.com      rev. 20121210 

 digitron semiconductors  144 market street  kenilworth nj 07033 usa    phone +1.908.245-7200  mur3005pt-mur3060pt             30a ultrafast rectifier          fax +1.908.245-0555  sales@digitroncorp.com   www.digitroncorp.com      rev. 20121210 
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