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		  Datasheet File OCR Text:


		            features  small size -  high voltage  -  general purpose      applications  bypass  ?  coupling  ?  filtering ?  de-coupling          operating  temperature range  -40c to +85c (6.3 to 100 wvdc)  -25c to +85c (160 to 500 wvdc)  capacitance  tolerance  + 20% at 120 hz, 20c  wvdc  6.3 10  16  25 35  50  63  100  160  200  250  350 400  450  500  surge  voltage  svdc  7.9 13  20  32 44  63  79  125  200 250  300 400 450 500  550  wvdc  6.3 10  16  25 35  50  63  100  160  200  250  350 400  450  500  tan      .22 .19 .16 .14 .12 .1 .09 .08 .15 .15 .15 .2  .2  .2  .2  dissipation  factor    add .02 for every 1000uf above 1000uf  6.3 to 100 wvdc  160 to 500 wvdc  2 minutes  2 minutes  leakage current  .01cv or 3ua,  whichever is greater  .03cv+10ua  wvdc  6.3 10 16 25 35  50  63 100 160 200  250 350 400  450  500  -25c to +20c  5 4 3 2 2  2  2  2  3  3  4  6  7  7  8  low  temperature  stability  impedance  ratio  (120 hz)   -40c to +20c  10 8  6  5  3  3  3  3  -  -  -  -  -  -  -  2000 hours at 85c with rated wvdc and ripple current applied  capacitance change  < 20% of initial measured value  dissipation factor  < 200% of maximum specified value  load life  leakage current  < 100% of maximum specified value  1000 hours at 85c with no voltage applied   capacitance change  < 20% initial measured value  dissipation factor  < 200% of maximum specified value  shelf life  leakage current  < 100% of maximum specified value  frequency (hz)  wvdc  capacitance  (uf)  50 120 300  1k  10k   100k   ripple current  multipliers  47  0.75 1.0  1.35  1.57  2  2.3  100 to 470  0.8 1.0 1.23 1.34 1.5 1.65  6.3 to 100v  >470  0.85 1.0  1.1  1.13 1.15 1.4  .47 to 4.7  0.65 1.0  1.35  1.75  2.3  2.5  6.8 to 82  0.75 1.0  1.25  1.5  1.75 1.8    350 to 450v  100 to 1000  0.8 1.0 1.15  1.5  1.4 1.5              d  5  6.3  8  10  12.5  16  18  s  2.0 2.5 3.5 5.0  5.0  7.5 7.5  d  0.5 0.5 0.6 0.6  0.6  0.8 0.8   l 1 =l+1.5mm max.                                                       mm    d 1 =d+0.5mm max.   s 1 =s+0.5 mm 

 ckr_cks +85c, standard 2000 hour capacitance (f) wvdc ic part number maximum esr (m) 120 hz, +20c maximum rms ripple current (ma) 120 hz, +105c dims dxl (mm) 0.1 50 104ckr050m 1657.86 1.3 5x11 0.22 50 224ckr050m 753.575 2.9 5x11 0.33 50 334ckr050m 502.38 4.3 5x11 0.47 50 474ckr050m 352.737 6.2 5x11 0.47 100 474ckr100m 282.19 10 5x11 1 50 105ckr050m 165.79 13 5x11 1 100 105ckr100m 132.63 25 5x11 1 250 105ckr250m 331.573 18 6.3x11 1 450 105cks450m 331.573 29 8x11.5 1 450 105cks450mebb 331.573 20 6.3x11 1 500 105cks500mebb 397.887 20 6.3x11 1.5 50 155ckr050m 110.52 18 5x11 2.2 50 225ckr050m 75.358 28 5x11 2.2 100 225cks100m 60.286 40 5x11 2.2 250 225cks250m 150.715 32 6.3x11 2.2 350 225cks350m 150.715 38 6.3x11 2.2 400 225cks400mebb 150.715 38 6.3x11 2.2 450 225cks450mjm 150.715 38 8x11.5 2.2 500 225cks500mfh 180.858 34 8x11.5 3.3 50 335cks050m 50.238 35 5x11 3.3 100 335cks100m 40.191 45 5x11 3.3 250 335cks250mgm 100.477 40 6.3x11 3.3 350 335cks350mjm 100.477 55 8x11.5 3.3 400 335cks400mjm 100.477 55 8x11.5 3.3 450 335cks450mlm 100.477 40 10x12.5 4.7 50 475ckr050m 35.274 50 5x11 4.7 100 475ckr100m 28.219 55 5x11 4.7 250 475cks250mgm 70.547 58 6.3x11 4.7 400 475cks400mfh 70.547 70 8x11.5 4.7 400 475cks400m 70.547 75 10x16 4.7 450 475cks450m 70.547 75 10x16 4.7 450 475cks450mln 70.547 70 10x12.5 4.7 500 475cks500mgbw 84.6569 68 10x16 6.8 500 685cks500mgjg 58.5128 80 10x20 10 50 106ckr050m 16.579 75 5x11 10 63 106ckr063m 16.579 80 5x11 10 100 106cks100mem 13.263 80 5x11 10 160 106cks160m 33.157 90 8x11.5 10 200 106cks200m 33.157 100 10x12.5 10 250 106cks250mln 33.157 105 10x20 10 400 106cks400mlq 33.157 120 10x16 10 450 106cks450mlu 33.157 80 10x20 10 450 106cks450mgbw 33.157 105 10x16 10 500 106cks500mtjg 39.7887 105 12.5x20 15 50 156ckr050m 11.052 78 5x11 22 50 226ckr050m 7.536 110 5x11 22 63 226ckr063m 7.536 130 6.3x11 22 63 226cks063m 7.536 115 5x11 22 100 226cks100m 6.029 135 6.3x11 22 100 226ckr100m 6.0286 155 8x11.5 22 160 226cks160m 15.071 172 10x16 22 200 226cks200mlq 15.071 175 10x16 22 250 226cks250mlu 15.071 195 10x20 22 350 226cks350m 15.071 210 12.5x20 22 400 226cks400m 15.071 210 12.5x25 22 400 226cks400mtjg 15.071 210 12.5x20 22 450 226cks450mnv 15.071 210 12.5x25 22 450 226cks450m 15.071 210 16x25 capacitance (f) wvdc ic part number maximum esr (m) 120 hz, +20c maximum rms ripple current (ma) 120 hz, +105c dims dxl (mm) 22 500 226cks500mkjh 18.0858 195 16x20 33 50 336cks050m 5.0238 130 5x11 33 63 336ckr063m 5.0238 160 6.3x11 33 160 336cks160m 10.048 230 10x20 33 200 336cks200mlu 10.048 240 10x20 33 250 336cks250m 10.048 260 12.5x20 33 350 336cks350m 10.048 300 12.5x25 33 400 336cks400m 10.048 260 16x25 33 400 336cks400mtjd 10.048 300 12.5x25 33 450 336cks450mqv 10.048 300 16x25 33 450 336cks450m 10.048 280 16x30 33 500 336cks500mkjd 12.0572 260 16x25 47 25 476ckr025m 4.938 130 5x11 47 35 476cks035m 4.233 140 5x11 47 50 476ckr050m 2.822 180 6.3x11 47 63 476ckr063m 2.822 210 8x11.5 47 63 476cks063m 2.822 190 6.3x11 47 100 476cks100m 2.258 260 10x12.5 47 100 476ckr100m 2.258 280 10x16 47 160 476CKR160M 7.055 270 12.5x25 47 160 476cks160mlu 7.055 285 10x21 47 200 476cks200mtjg 7.055 310 12.5x20 47 250 476cks250m 7.055 350 12.5x25 47 250 476cks250mnu 7.055 310 12.5x20 47 350 476cks350m 7.055 390 16x25 47 400 476cks400mqv 7.055 390 16x25 47 450 476cks450mqw 7.055 380 16x30 47 500 476cks500mkag 8.4657 320 16x30 68 500 686cks500mkad 5.8513 430 18x35 82 500 826cks500mkcg 4.8523 500 18x40 100 16 107cks016m 2.653 175 5x11 100 25 107cks025mem 2.321 180 5x11 100 35 107cks035m 1.989 235 6.3x11 100 50 107ckr050m 1.658 310 8x11.5 100 63 107ckr063m 1.658 330 10x12.5 100 63 107cks063mjm 1.658 325 8x11.5 100 100 107cks100mlq 1.326 340 10x16 100 100 107cks100m 1.326 455 10x20 100 160 107cks160m 3.316 490 12.5x25 100 250 107cks250mqv 3.316 560 16x25 100 350 107cks350m 3.316 550 18x35 100 400 107cks400mkad 3.316 640 16x35 100 450 107cks450mlad 3.316 640 18x35 100 450 107cks450m 3.316 550 18x40 100 500 107cks500mkcd 3.9789 590 18x45 150 35 157ckr035m 1.326 291 10x12.5 150 450 157cks450mlcd 2.2105 850 18x45 150 450 157cks450mlcg 2.2105 860 18x40 220 10 227cks010m 1.507 230 5x11 220 16 227cks016m 1.206 290 6.3x11 220 25 227ckr025m 1.055 370 8x11.5 220 25 227cks025mgm 1.055 280 6.3x11 220 35 227ckr035m 0.904 450 10x12.5 220 35 227cks035m 1.055 405 8x11.5 220 50 227cks050m 0.754 510 10x12.5 220 50 227ckr050m 0.754 540 10x16 220 63 227cks063m 0.754 615 10x16 220 100 227cks100mnu 0.603 745 12.5x20

 ckr_cks +85c, standard 2000 hour capacitance (f) wvdc ic part number maximum esr (m) 120 hz, +20c maximum rms ripple current (ma) 120 hz, +105c dims dxl (mm) 220 160 227cks160mqw 1.13 900 16x30 220 200 227cks200m 1.13 960 16x35 220 250 227cks250m 1.13 1020 18x35 330 10 337cks010m 1.005 325 6.3x11 330 25 337cks025m 0.703 455 8x11.5 330 35 337cks035m 0.603 580 10x12.5 330 50 337cks050m 0.5024 710 10x16 330 50 337ckr050m 0.5024 730 10x20 330 63 337cks063m 0.5024 825 10x20 330 100 337cks100m 0.402 990 12.5x25 330 160 337cks160mlag 1.005 1150 18x30 470 10 477cks010m 0.67 385 6.3x11 470 16 477cks016m 0.564 500 8x11.5 470 25 477cks025m 0.494 630 10x12.5 470 35 477cks035m 0.423 755 10x16 470 50 477cks050m 0.3527 815 10x20 470 50 477ckr050m 0.353 930 12.5x20 470 63 477cks063m 0.3527 1155 12.5x20 470 100 477cks100m 0.282 1395 16x25 470 160 477cks160mlad 0.7055 1460 18x35 470 350 477cks200mlcd 0.7055 1610 18x45 680 50 687cks050mtjg 0.244 1000 12.5x20 680 50 687ckr050m 0.244 810 12.5x25 680 63 687cks063mtjd 0.244 1515 12.5x25 680 160 687cks160mlcd 0.488 1600 18x45 1000 6.3 108cks6r3m 0.365 610 8x11.5 1000 10 108cks010m 0.315 795 10x12.5 1000 16 108cks016m 0.3316 930 10x16 1000 16 108cks016mln 0.3316 700 10x12.5 1000 25 108cks025m 0.232 1095 10x20 1000 25 108ckr025m 0.232 1150 12.5x20 1000 35 108ckr035m 0.199 1370 12.5x25 1000 35 108cks035m 0.199 1410 12.5x20 1000 50 108cks050m 0.166 1715 12.5x25 1000 50 108ckr050m 0.166 1510 16x25 1000 63 108ckr063m 0.166 1670 16x30 1000 63 108cks063m 0.166 2040 16x25 1000 100 108cks100mry 0.133 1995 18x35 1500 10 158cks010m 0.2432 875 10x16 1500 16 158cks016m 0.199 1025 10x20 1500 25 158cks025m 0.177 1210 12.5x20 1500 35 158cks035m 0.155 1590 12.5x25 1500 35 158ckr035m 0.155 1110 16x25 1500 50 158cks050m 0.133 1650 16x30 capacitance (f) wvdc ic part number maximum esr (m) 120 hz, +20c maximum rms ripple current (ma) 120 hz, +105c dims dxl (mm) 2200 6.3 228cks6r3m 0.211 900 10x16 2200 10 228cks010m 0.1809 1230 10x20 2200 16 228cks016m 0.151 1555 12.5x20 2200 16 228cks016mlu 0.151 1010 10x20 2200 25 228cks025m 0.136 1800 12.5x25 2200 25 228ckr025m 0.1356 1770 16x25 2200 35 228ckr035m 0.1206 2090 16x30 2200 35 228cks035m 0.121 2135 16x25 2200 50 228cks050m 0.106 2390 16x35 2200 50 228cks050mqw 0.106 2320 16x30 2200 63 228cks063m 0.106 2300 18x35 3300 6.3 338cks6r3m 0.1507 1350 10x20 3300 10 338cks010m 0.1306 1685 12.5x20 3300 16 338cks016m 0.1105 1990 12.5x25 3300 25 338cks025m 0.703 2305 16x25 3300 35 338cks035mqw 0.0904 2340 16x30 3300 50 338cks050m 0.0804 3220 18x35 3300 63 338cks063mlcg 0.0804 2500 18x40 4700 6.3 478cks6r3m 0.1129 1830 12.5x20 4700 10 478cks010m 0.0988 2105 12.5x25 4700 16 478cks016m 0.085 2490 16x25 4700 25 478cks025m 0.078 2855 16x30 4700 35 478cks035m 0.071 3400 18x35 4700 35 478cks035mqy 0.071 2500 16x35 4700 50 478cks050mlcg 0.0635 3340 18x40 6800 6.3 688cks6r3m 0.083 1930 12.5x25 6800 10 688cks010m 0.0756 2610 16x25 6800 16 688cks016mqv 0.068 2250 16x25 6800 16 688cks016mkag 0.068 3010 16x30 6800 25 688cks025mqy 0.063 2600 16x35 6800 25 688cks025m 0.063 3530 18x35 6800 35 688cks035m 0.0585 3500 18x40 10000 6.3 109cks6r3m 0.0696 2760 16x25 10000 10 109cks010mqw 0.063 2960 16x30 10000 16 109cks016m 0.056 3230 18x35 10000 16 109cks016mqy 0.056 3490 16x35 10000 25 109cks025m 0.053 2800 18x40 15000 6.3 159cks6r3m 0.0531 2860 16x35 15000 10 159cks010mkcg 0.0531 3100 16x40 15000 16 159cks016m 0.052 3100 18x40 22000 6.3 229cks6r3mry 0.0497 3200 18x35 22000 6.3 229cks6r3m 0.0497 3400 18x40 22000 10 229cks010m 0.0467 3400 18x40
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