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		  Datasheet File OCR Text:


		  digitron semiconductors  144 market street  kenilworth nj 07033 usa    phone +1.908.245-7200  RT100KP33A-rt100kp400ca    100kw  transient voltage suppressor    maximum ratings  peak pulse power dissipation @ 25c  100kw @ 6.49/69s waveform   impulse repetition rate  0.005%  t clamping   (0 volts to v br  min)  < 100 ps theoretical for unidirectional and  digitron semiconductors  144 market street  kenilworth nj 07033 usa    phone +1.908.245-7200  RT100KP33A-rt100kp400ca    100kw  transient voltage suppressor    electrical characteristics  rated  stand-off  voltage   breakdown voltage  maximum  clamping @  i pp   (2)   maximum  reverse  leakage @  v wm   maximum  peak pulse  current  (3)  @  6.4/69s  maximum v (br)   temperature  coefficient  v wm  v (br)  i (br)  v c  i d  i pp    v(br)   volts  part  number   (1)   volts  min max  ma  volts  amps  amps  mv/c  rtk100kp350a   350  389  431  5  564 10 176  430  rtk100kp400a   400  444  492  5  644 10 153  490  1.   for bidirectional construction, indicate a ca suffix (instead of a) after the part number.  2.   clamping voltage does not include any variab le parasitic lead inductance effects observed during the 6.4s rise time due to lea d length.  3.   the maximum peak pulse current (i pp ) shown represents the performance capabilities by design.                        sales@digitroncorp.com     fax +1.908.245-0555  www.digitroncorp.com      rev. 20120906 

 digitron semiconductors  144 market street  kenilworth nj 07033 usa    phone +1.908.245-7200  RT100KP33A-rt100kp400ca    100kw  transient voltage suppressor                mechanical characteristics  case  void free transfer molded thermosetting epoxy  marking  body-painted, alpha-numeric  polarity  cathode band (no band re quired for bidirectional                            dimensions    inches  millimeters    min  max min max  bd  0.340  0.360  8.600  9.100  bl  0.340  0.360  8.600  9.100  ld  0.047  0.053  1.194  1.346  ll  1.000  -  25.400  -  available non-rohs (standard) or rohs compliant (add pbf suffix).  available as ?hr? (high reliability) screened per mil-prf- 19500, jantx level. add ?hr?  suffix to base part number.     sales@digitroncorp.com     fax +1.908.245-0555  www.digitroncorp.com      rev. 20120906 
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