

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						CDBA5817			5369B			PL002			HY2002			BT4855			BD179			05459			HZS12LC3			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				165-311-920V602 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  diamond sa ch-6616 losone via dei patrizi 5 tel. ++41-91/785 45 45 fax ++41-91/785 45 00 e-mail: diamond@diamond-fo.com description: in-line adapter are used to directly mate different connectors. their optical performance and compact size make is a logical and cost- effective alternative to hybrid patch assemblies. diamond fiber optic components e-2000? hybrid mating adapter single mode multimode single mode apc specifications subject to change without notice 002-037-208p007030 hyb-s*.2 lsa-lsg/lsh mating sleeve: zirconia external parts: plastic/ ni-plated zamak hyb-s*.2 lsh/fc-pc mating sleeve: zirconia external parts: plastic / ni-plated zamak dimension b: 2 or 2.15 4.5 d11          5.5 d11 22 9 m2 18 6.5 33.2 m5.5x0.5        ? 2.5  13 10.7 4.9 18  0.1               13.3  0.2    (m2)/? 2.2   + 0 .2      0 9.2  +0.2    0 b 22 9 m2 18 6.5 ? 2.5  13 4.9 28.45 5.95 m8x0.75  18  0.1               (m2)/? 2.2   + 0 .2      0 9   + 0 .2     0 6.5 18  0.1               13.3  0.2    (m2)/? 2.2   + 0 .2      0 9.2  +0.2    0 stand. max wall thickness 2 mm max wall thickness 3 mm max wall thickness 2 mm stand. max wall thickness 2 mm  specifications: single mode multimode single  mode 8   hrl     units test conditions insertion loss (il) typ 0,2 typ 0,15 typ 0,2   db iec 1300-3-4;  l = 1300/1550nm return loss (rl)  min 50 min 40 min 70*   db iec 1300-3-6;  l = 1300/1550nm repeat ability of il max   0,1 max   0,1 max   0,1   db service life min. 1000 steckungen operating temperature -40 / +85    c storage temperature -40 / +90    c  * measured with high precision reflectometer   note: optical and mechanical specifications are based on the use of the connector of corrisponding standard; the above table reflects typical values.

 22 9 m2 18 6.5 35.75 13 4.9 ? 2.5  13.25   18  0.1               (m2)/? 2.2   + 0.2      0 9.7    0 .1    6.5 18  0.1               13.3  0.2    (m2)/? 2.2   + 0 .2      0 9.2  +0.2    0 body: blue 1 body: green 2 hyb-s*.2 lsh/sc mating sleeve: zirconia external parts: plastic hyb-s0.2 lsh/st  (only with blue body) mating sleeve: zirconia external parts: plastic blue/ ni-plated zamak order numbers: color coding type designation order number hyb-s*.2 lsg/lsh 1   0   4  -  3 1 1  -  9 0 1  v  0 0 0 hyb-s*.2 lsh/fc-pc b =  2.15 1   6   5  -  3 1 1  -  9 0 2  v  0 0 0 hyb-s*.2 lsh/fc-pc b = 2 1   6   5  -  3 1 1  -  9 0 7  v  0 0 0 hyb-s*.2 lsh/sc 1   6   5  -  3 1 1  -  9 0 3  v  0 0 0 hyb-s0.2 lsh/st 1   6   5  -  3 1 1  -  9 0 4  v  0 0 0 frame color body: blue blue green black red orange yellow white violet order number 011 012 013 014 015 016 017 018 body: green blue green black red orange yellow white violet order number 021 022 023 024 025 026 027 028 mechanical keying hyb-s*.2 lsg/lsh 1 0 4  -  3 1 1  -  9 1 0  v  0 0 1 hyb-s*.2 lsh/fc-pc b =  2.15 1 6 5  -  3 1 1  -  9 1 0  v  0 0 1 hyb-s*.2 lsh/fc-pc b = 2 1 6 5  -  3 1 1  -  9 2 0  v  0 0 1 hyb-s*.2 lsh/sc 1 6 5  -  3 1 1  -  9 3 0  v  0 0 1 hyb-s0.2 lsh/st 1 6 5  -  3 1 1  -  9 4 0  v  0 1 1 mechanical keying no. 1 (red) 2 (brown) 3 (yellow) 4 (orange) 5 (violet) 6 (white) order number 123456 22 9 m2 18 6.5 9.3 12.8 34.8 12.4 ? 2.5  13 4.9            (m2)/? 2.2   +0.2     0 9.5  +0.5    0 13.1  +0.4    0 18  0.1    6.5 18  0.1               13.3  0.2    (m2)/? 2.2   +0.2     0 9.2  +0.2    0 max wall thickness 2 mm stand. max wall thickness 2 mm stand. max wall thickness 2 mm max wall thickness 2 mm * product designation: insert 0 for pc application 8 for apc application
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