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		  Datasheet File OCR Text:


		  1 nic components corp.    www.niccomp.com    www.lowesr.com     www.rfpassives.com     www.smtmagnetics.com ? specifications subject to change npim__p series npim shielded power inductors features ? shielded  power inductor ? molded metal composite construction ? high saturation current (~ 60a) ? high efficiency (2x improvement over    ferrite core inductors) ? low profiles characteristics *see part number system for details rohs compliant includes all homogeneous materials case code npim41p npim42p npim50p npim51p npim58p inductance range ( h) 0.1 ~ 10 0.1 ~ 15 0.1 ~ 10 0.33 ~ 10 0.33 ~ 10 case code npim52p npim53p npim70p npim71p npim78p inductance range ( h) 0.33 ~ 10 0.33 ~ 10 0.22 ~ 10 0.22 ~ 10 0.33 ~ 10 case code npim72p npim73p npim74p npim104p inductance range ( h) 0.1 ~ 10 0.33 ~ 10 0.22 ~ 22 0.22 ~ 33 operating temperature range (ambient + self-heating) -40c ~ +125c temperature rise at irms +40c inductance change at isat -20% inductance tolerance 20% (m), 30% (y) resistance to solder heat 260c 5c for 10 seconds series a b c d e f g h npim41p 4.45  0.25 4.06  0.25 1.0  0.2 0.76  0.30 2.0  0.20 2.2 5.2 2.3 npim42p 4.45  0.25 4.06  0.25 1.8  0.2 0.76  0.30 2.0  0.20 2.2 5.2 2.4 npim50p 5.7  0.3 5.2  0.2 1.0  0.2 1.1  0.3 2.5  0.3 2.2 6.2 2.8 npim51p 5.7  0.3 5.2  0.2 1.3  0.2 1.1  0.3 2.5  0.3 2.2 6.2 2.8 npim58p 5.7  0.3 5.2  0.2 1.6  0.2 1.1  0.3 2.5  0.3 2.2 6.2 2.8 npim52p 5.7  0.3 5.2  0.2 1.8  0.2 1.1  0.3 2.5  0.3 2.2 6.2 2.8 npim53p 5.7  0.3 5.2  0.2 2.8  0.2 1.1  0.3 1.5  0.2 2.5 6.2 1.8 npim70p 7.0  0.3 6.6  0.3 1.0  0.2 1.8  0.3 2.5  0.3 2.5 7.7 3.0 npim71p 7.0  0.3 6.6  0.3 1.3  0.2 1.8  0.3 3.0  0.3 2.5 7.7 3.5 npim78p 7.0  0.3 6.6  0.3 1.6  0.2 1.8  0.3 3.0  0.3 2.5 7.7 3.5 npim72p 7.0  0.3 6.6  0.3 1.8  0.2 1.8  0.3 3.0  0.3 2.5 7.7 3.5 npim73p 7.0  0.3 6.6  0.3 2.2  0.2 1.8  0.3 3.0  0.3 2.5 7.7 3.5 npim74p 7.3  0.3 6.6  0.3 2.8  0.2 1.8  0.3 3.0  0.3 2.5 8.4 3.5 npim104p 11.0  0.5 10.0  0.3 3.8  0.2 2.3  0.3 3.0  0.3 5.4 13.6 3.5 land pattern h g f a e d b 1r0 dimensions (mm) c    

 2 nic components corp.    www.niccomp.com    www.lowesr.com     www.rfpassives.com     www.smtmagnetics.com ? specifications subject to change npim__p series npim shielded power inductors part number standard values - case size 41p (4.45 x 4.06 x 1) inductance value (  h) typ. dcr (m?) max. dcr (m?) dc current irms (amps) dc current isat (amps) test frequency npim41pr10ytrf 0.10  30% 4.3 5.5 11.5 25 100khz npim41pr22mtrf 0.22  20% 6.6 8.0 8.5 20 npim41pr47mtrf 0.47  20% 18 20 6.0 6.5 npim41p1r0mtrf 1.00  20% 41 47 4.0 6.0 npim41p1r5mtrf 1.50  20% 55 63.3 3.0 4.0 npim41p2r2mtrf 2.20  20% 69.2 80 2.8 3.5 npim41p3r3mtrf 3.30  20% 84 97 2.3 3.0 npim41p4r7mtrf 4.70  20% 128 145 2.0 2.5 npim41p5r6mtrf 5.60  20% 180 208 1.7 2.3 npim41p6r8mtrf 6.80  20% 300 360 1.5 1.7 npim41p8r2mtrf 8.20  20% 313 376 1.4 1.6 NPIM41P100MTRF 10.0  20% 410 463 1.3 1.4 part number standard values - case size 42p (4.45 x 4.06 x 1.8) inductance value (  h) typ. dcr (m?) max. dcr (m?) dc current irms (amps) dc current isat (amps) test frequency npim42pr10ytrf 0.10  30% 3.2 4.0 12 35 100khz npim42pr22ytrf 0.22  30% 6.6 7.3 13 24 npim42pr33mtrf 0.33  20% 7.8 8.6 10 18 npim42pr47mtrf 0.47  20% 11.2 14 8.0 12 npim42pr56mtrf 0.56  20% 13.5 16 7.3 10 npim42pr68mtrf 0.68  20% 16 19 7.0 10 npim42p1r0mtrf 1.00  20% 22 27 5.0 8.5 npim42p1r2mtrf 1.20  20% 25 30 4.8 7.8 npim42p1r5mtrf 1.50  20% 34.8 42 4.5 7.0 npim42p2r2mtrf 2.20  20% 51 61 4.0 6.0 npim42p3r3mtrf 3.30  20% 69 76 3.5 4.0 npim42p4r7mtrf 4.70  20% 95 105 2.6 3.5 npim42p5r6mtrf 5.60  20% 112 125 2.2 3.0 npim42p6r8mtrf 6.80  20% 150 172 2.1 2.8 npim42p8r2mtrf 8.20  20% 158 180 2.0 2.5 npim42p100mtrf 10.0  20% 215 243 1.8 2.3 npim42p150mtrf 15.0  20% 325 374 1.5 1.9 npim42p size npim41p size maximum +40c temperature rise at irms. typical -20% inductance change at isat maximum +40c temperature rise at irms. typical -20% inductance change at isat npim 73 p r47 m tr f rohs compliant packaging: tr = tape & reel inductance tolerance code: m=20% inductance code (  h): 1st two digits are  signifcant, 3rd digit is multiplier. series code size code (see table for details) metal composite power inductor part number system reflow soldering profile reflow times: 3x max. 480s max. pre-heating soldering natural cooling 260c / 40s max. 20~40s 60~150s 60~180s time( sec.) 217 200 150   

 3 nic components corp.    www.niccomp.com    www.lowesr.com     www.rfpassives.com     www.smtmagnetics.com ? specifications subject to change npim__p series npim shielded power inductors part number standard values - case size 50p (5.7 x 5.2 x 1.0) inductance value (  h) typ. dcr (m?) max. dcr (m?) dc current irms (amps) dc current isat (amps) test frequency npim50pr10ytrf 0.10  30% 4.3 5.2 14 14.5 100khz npim50pr22ytrf 0.22  30% 5.5 6.7 10.7 14 npim50pr33mtrf 0.33  20% 7.8 9.4 8.5 13.5 npim50pr36mtrf 0.36  20% 10 11.5 8.0 13 npim50pr47mtrf 0.47  20% 13.6 15.8 7.0 11 npim50pr68mtrf 0.68  20% 21.5 24.5 6.0 9.0 npim50p1r0mtrf 1.00  20% 26 30 5.0 6.0 npim50p1r2mtrf 1.20  20% 33 40 4.5 5.5 npim50p1r5mtrf 1.50  20% 38 44 4.0 5.0 npim50p2r2mtrf 2.20  20% 65 75 3.5 4.0 npim50p3r3mtrf 3.30  20% 75 86 3.0 3.8 npim50p4r7mtrf 4.70  20% 100 115 2.5 3.2 npim50p5r6mtrf 5.60  20% 175 201 2.4 3.2 npim50p6r8mtrf 6.80  20% 193 222 2.0 3.0 npim50p8r2mtrf 8.20  20% 327 378 1.7 2.8 npim50p100mtrf 10.0  20% 335 385 1.5 1.8 part number standard values - case size 51p (5.7 x 5.2 x 1.3) inductance value (  h) typ. dcr (m?) max. dcr (m?) dc current irms (amps) dc current isat (amps) test frequency npim51pr33mtrf 0.33  20% 8.5 9.8 9.0 16 100khz npim51pr47mtrf 0.47  20% 12 13.8 8.0 15 npim51pr68mtrf 0.68  20% 14 16.2 7.0 13 npim51p1r0mtrf 1.00  20% 22 25.3 6.0 9.0 npim51p1r5mtrf 1.50  20% 39 45 4.5 7.0 npim51p2r2mtrf 2.20  20% 45 52 4.0 6.0 npim51p3r3mtrf 3.30  20% 78 90 3.2 4.5 npim51p4r7mtrf 4.70  20% 103 118 2.7 4.0 npim51p5r6mtrf 5.60  20% 126 152 2.4 3.2 npim51p6r8mtrf 6.80  20% 142 171 2.3 3.0 npim51p8r2mtrf 8.20  20% 175 210 2.1 2.6 npim51p100mtrf 10.0  20% 210 235 2.0 2.3 maximum +40c temperature rise at irms. typical -20% inductance change at isat maximum +40c temperature rise at irms. typical -20% inductance change at isat npim50p size npim51p size contact nic for npim_p performance curves   

 4 nic components corp.    www.niccomp.com    www.lowesr.com     www.rfpassives.com     www.smtmagnetics.com ? specifications subject to change npim__p series npim shielded power inductors part number standard values - case size 58p (5.7 x 5.2 x 1.6) inductance value (  h) typ. dcr (m?) max. dcr (m?) dc current irms (amps) dc current isat (amps) test frequency npim58pr33mtrf 0.33  20% 7.5 8.6 11 15 100khz npim58pr47mtrf 0.47  20% 9.8 11.3 10 14 npim58pr68mtrf 0.68  20% 12.4 14.3 9 13 npim58p1r0mtrf 1.0  20% 18.2 21 6.8 10 npim58p1r5mtrf 1.5  20% 26 30 6 9 npim58p2r2mtrf 2.2  20% 42 48.3 4.5 7.5 npim58p3r3mtrf 3.3  20% 60 69 3.5 5 npim58p4r7mtrf 4.7  20% 85 98 3.0 4.5 npim58p5r6mtrf 5.6  20% 110 127 2.5 4.0 npim58p6r8mtrf 6.8  20% 118 137 2.4 3.5 npim58p8r2mtrf 8.2  20% 143 165 2.3 3 npim58p100mtrf 10  20% 165 190 2.3 2.8 part number standard values - case size 52p (5.7 x 5.2 x 1.8) inductance value (  h) typ. dcr (m?) max. dcr (m?) dc current irms (amps) dc current isat (amps) test frequency npim52pr33mtrf 0.33  20% 6.3 7.3 12 21.3 100khz npim52pr47mtrf 0.47  20% 7.3 8.6 11.5 18 npim52pr68mtrf 0.68  20% 11 12.4 10 12.8 npim52p1r0mtrf 1.00  20% 17.5 20 7.0 13.7 npim52p1r2mtrf 1.20  20% 23 28 6.2 11 npim52p1r5mtrf 1.50  20% 26.5 30.5 5.5 9.8 npim52p2r2mtrf 2.20  20% 42 50 4.2 9 npim52p3r3mtrf 3.30  20% 66 76 3.3 7.3 npim52p4r7mtrf 4.70  20% 103 116 2.8 5.0 npim52p5r6mtrf 5.60  20% 112 122 2.5 4.0 npim52p6r8mtrf 6.80  20% 130 150 2.4 3.8 npim52p8r2mtrf 8.2  20% 148 171 2.3 3.5 npim52p100mtrf 10  20% 180 199 2.3 3.4 maximum +40c temperature rise at irms. typical -20% inductance change at isat maximum +40c temperature rise at irms. typical -20% inductance change at isat npim58p size npim52p size contact nic for npim_p performance curves   

 5 nic components corp.    www.niccomp.com    www.lowesr.com     www.rfpassives.com     www.smtmagnetics.com ? specifications subject to change npim__p series npim shielded power inductors part number standard values - case size 70p (7 x 6.6 x 1.0) inductance value (  h) typ. dcr (m?) max. dcr (m?) dc current irms (amps) dc current isat (amps) test frequency npim70pr22ytrf 0.22  30% 6.5 7.5 11 19 100khz npim70pr33mtrf 0.33  20% 9.0 10 9.5 16 npim70pr47mtrf 0.47  20% 13 17 8.5 12 npim70pr68mtrf 0.68  20% 17 19 7.0 9.0 npim70p1r0mtrf 1.00  20% 27 30 6.0 7.0 npim70p1r2mtrf 1.20  20% 31 36 5.0 6.8 npim70p1r5mtrf 1.50  20% 35 40 4.5 6.5 npim70p2r2mtrf 2.20  20% 53 61 4.0 5.0 npim70p3r3mtrf 3.30  20% 90 103 3.2 4 npim70p4r7mtrf 4.70  20% 130 150 2.5 3.8 npim70p6r8mtrf 6.80  20% 172 198 2.1 3 npim70p100mtrf 10.0  20% 280 290 1.8 2.5 part number standard values - case size 53p (5.7 x 5.2 x 2.8) inductance value (  h) typ. dcr (m?) max. dcr (m?) dc current irms (amps) dc current isat (amps) test frequency npim53pr33mtrf 0.33  20% 4.3 5.0 14 18 100khz npim53pr47mtrf 0.47  20% 6.4 7.4 12 16 npim53pr68mtrf 0.68  20% 10 12 8.5 14 npim53p1r0mtrf 1.00  20% 13 14 7.0 11 npim53p1r2mtrf 1.20  20% 14 16 6.5 11 npim53p1r5mtrf 1.50  20% 16 25 6.0 10 npim53p2r2mtrf 2.20  20% 25 35 5.5 9.0 npim53p3r3mtrf 3.30  20% 32 38 5 8.0 npim53p4r7mtrf 4.70  20% 50 53 4.6 6.0 npim53p5r6mtrf 5.60  20% 55 63 4.25 4.5 npim53p6r8mtrf 6.80  20% 68 76.2 4.0 4.3 npim53p100mtrf 10.0  20% 110 128 2.75 3.5 maximum +40c temperature rise at irms. typical -20% inductance change at isat maximum +40c temperature rise at irms. typical -20% inductance change at isat npim53p size npim70p size contact nic for npim_p performance curves   

 6 nic components corp.    www.niccomp.com    www.lowesr.com     www.rfpassives.com     www.smtmagnetics.com ? specifications subject to change npim__p series npim shielded power inductors part number standard values - case size 71p (7 x 6.6 x 1.3) inductance value (  h) typ. dcr (m?) max. dcr (m?) dc current irms (amps) dc current isat (amps) test frequency npim71pr22ytrf 0.22  30% 4.3 5.2 14 22 100khz npim71pr33mtrf 0.33  20% 6.6 7.6 11 18 npim71pr47mtrf 0.47  20% 9 10.3 9.5 16 npim71pr68mtrf 0.68  20% 13.8 15.2 7.5 15 npim71p1r0mtrf 1.00  20% 23 25.8 6.5 12 npim71p1r2mtrf 1.20  20% 29 34 5.6 10.5 npim71p1r5mtrf 1.50  20% 37 42.5 5.0 9.5 npim71p2r2mtrf 2.20  20% 48 55 4.5 6.5 npim71p3r3mtrf 3.30  20% 62 74 4.2 6.0 npim71p4r7mtrf 4.70  20% 96 111 3.8 5.0 npim71p5r6mtrf 5.60  20% 115 138 3.0 4.5 npim71p6r8mtrf 6.80  20% 128 148 2.6 3.5 npim71p8r2mtrf 8.20  20% 153 184 2.4 3.2 npim71p100mtrf 10.0  20% 180 216 2.3 2.8 part number standard values - case size 78p (7 x 6.6 x 1.6) inductance value (  h) typ. dcr (m?) max. dcr (m?) dc current irms (amps) dc current isat (amps) test frequency npim78pr33mtrf 0.33  20% 4.8 5.8 14 22 100khz npim78pr47mtrf 0.47  20% 6.4 7.4 12 18 npim78pr68mtrf 0.68  20% 9.5 11 10 17 npim78pr82mtrf 0.82  20% 11.5 14 8.5 15.5 npim78p1r0mtrf 1.00  20% 14.5 17 7.0 14 npim78p1r2mtrf 1.20  20% 20 24 6.5 13.5 npim78p1r5mtrf 1.50  20% 21 25.2 6.0 13 npim78p2r2mtrf 2.20  20% 31 35 6.0 11 npim78p3r3mtrf 3.30  20% 40 46 5.0 9.0 npim78p4r7mtrf 4.70  20% 68 76 4.0 7.0 npim78p5r6mtrf 5.60  20% 78 86 3.5 6.0 npim78p6r8mtrf 6.80  20% 93 104 3.0 5.5 npim78p8r2mtrf 8.20  20% 123 140 2.6 4.5 npim78p100mtrf 10.0  20% 143 160 2.3 3.5 maximum +40c temperature rise at irms. typical -20% inductance change at isat maximum +40c temperature rise at irms. typical -20% inductance change at isat npim71p size npim78p size contact nic for npim_p performance curves   

 7 nic components corp.    www.niccomp.com    www.lowesr.com     www.rfpassives.com     www.smtmagnetics.com ? specifications subject to change npim__p series npim shielded power inductors npim__p series part number standard values - case size 73p (7 x 6.6 x 2.2) inductance value (  h) typ. dcr (m?) max. dcr (m?) dc current irms (amps) dc current isat (amps) test frequency npim73pr22mtrf 0.22  20% 2.0 3.2 21 34 100khz npim73pr33mtrf 0.33  20% 3.6 4.4 18 30 npim73pr47mtrf 0.47  20% 4.8 5.1 15 26 npim73pr56mtrf 0.56  20% 5.5 6.5 13 24 npim73pr68mtrf 0.68  20% 6.4 7.2 13 21 npim73pr82mtrf 0.82  20% 8 9.5 11 17 npim73p1r0mtrf 1.00  20% 10.5 13.5 11 16 npim73p1r5mtrf 1.50  20% 17 20 9.0 15 npim73p2r2mtrf 2.20  20% 23 28 7.0 14 npim73p3r3mtrf 3.30  20% 34 39 6.0 10 npim73p4r7mtrf 4.70  20% 41 50 5.5 9.0 npim73p5r6mtrf 5.60  20% 56 62 5.0 8.0 npim73p6r8mtrf 6.80  20% 65 72 4.0 7.0 npim73p100mtrf 10.0  20% 92 101 3.2 5.0 maximum +40c temperature rise at irms. typical -20% inductance change at isat. contact nic for npim_p performance curves part number standard values - case size 72p (7 x 6.6 x 1.8) inductance value (  h) typ. dcr (m?) max. dcr (m?) dc current irms (amps) dc current isat (amps) test frequency npim72pr10ytrf 0.10  30% 2.0 2.4 21 40 100khz npim72pr20ytrf 0.20  30% 2.5 3.0 18 35 npim72pr33mtrf 0.33  20% 4.5 5.0 14 25 npim72pr47mtrf 0.47  20% 7.1 8.3 11.7 20 npim72pr68mtrf 0.68  20% 8.3 10 10.5 16 npim72p1r0mtrf 1.00  20% 16.5 18 8.0 14 npim72p1r5mtrf 1.50  20% 23 27 7.0 12 npim72p2r2mtrf 2.20  20% 32 37 6.0 10 npim72p3r3mtrf 3.30  20% 43 48 5.0 8.0 npim72p4r7mtrf 4.70  20% 53 60 4.5 7.0 npim72p5r6mtrf 5.60  20% 59 68 4.0 6.0 npim72p6r8mtrf 6.80  20% 63 73 4.0 5.5 npim72p8r2mtrf 8.20  20% 101 116 3.2 5.0 npim72p100mtrf 10.0  20% 134 154 2.8 4.0 maximum +40c temperature rise at irms. typical -20% inductance change at isat npim72p size npim73p size   

 8 nic components corp.    www.niccomp.com    www.lowesr.com     www.rfpassives.com     www.smtmagnetics.com ? specifications subject to change npim__p series npim shielded power inductors maximum +40c temperature rise at irms. typical -20% inductance change at isat part number standard values - case size 74p (7.3 x 6.6 x 2.8) inductance value (  h) typ. dcr (m?) max. dcr (m?) dc current irms (amps) dc current isat (amps) test frequency npim74pr22ytrf 0.22  30% 2.1 2.8 23 40 100khz npim74pr33mtrf 0.33  20% 3.5 3.9 20 32 npim74pr47mtrf 0.47  20% 4 4.2 17.5 26 npim74pr56mtrf 0.56  20% 4.7 5 16.5 25.5 npim74pr68mtrf 0.68  20% 4.8 5.5 15.5 25 npim74pr75mtrf 0.75  20% 5.5 6.6 14.5 24.5 npim74pr82mtrf 0.82  20% 6.7 8 13 24 npim74p1r0mtrf 1.00  20% 8.3 10 11 22 npim74p1r5mtrf 1.50  20% 13 15 9 18 npim74p1r8mtrf 1.80  20% 14 17 8.5 16 npim74p2r2mtrf 2.20  20% 18 20 8 14 npim74p2r5mtrf 2.50  20% 20 22 7 13 npim74p3r3mtrf 3.30  20% 28 30 6 13.5 npim74p4r7mtrf 4.70  20% 37 40 5.5 10 npim74p5r6mtrf 5.60  20% 43 48 5 9 npim74p6r8mtrf 6.80  20% 54 60 4.5 8 npim74p8r2mtrf 8.20  20% 64 68 4 7.5 npim74p100mtrf 10.0  20% 75 85 3.5 6 npim74p220mtrf 22.0  20% 165 190 2 3.5 maximum +40c temperature rise at irms. typical -20% inductance change at isat part number standard values - case size 104p (11 x 10 x 3.8) inductance value (  h) typ. dcr (m?) max. dcr (m?) dc current irms (amps) dc current isat (amps) test frequency npim104pr22mtrf 0.22  20% 0.8 1.0 35 60 100khz npim104pr27mtrf 0.27  20% 0.82 1.0 33 60 npim104pr36mtrf 0.36  20% 1.05 1.2 31 60 npim104pr39mtrf 0.39  20% 1.1 1.3 30 60 npim104pr45mtrf 0.45  20% 1.3 1.5 29 45 npim104pr56mtrf 0.56  20% 1.6 1.8 25 40 npim104p1r0mtrf 1.00  20% 3.0 3.3 18 36 npim104p1r5mtrf 1.50  20% 4.0 4.6 16 33 npim104p2r2mtrf 2.20  20% 6.5 7.0 12 27 npim104p3r3mtrf 3.30  20% 10.8 11.8 11 20 npim104p4r7mtrf 4.70  20% 15 15.5 10 17 npim104p6r8mtrf 6.80  20% 17.5 23.3 8.5 13.5 npim104p8r2mtrf 8.20  20% 20 22.5 8.0 12.5 npim104p100mtrf 10.0  20% 27 30 7.5 12 npim104p150mtrf 15.0  20% 40 45 6.25 10 npim104p330mtrf 33.0  20% 92 112 3.5 5.0 npim74p size npim104p size   

 9 nic components corp.    www.niccomp.com    www.lowesr.com     www.rfpassives.com     www.smtmagnetics.com ? specifications subject to change npim__p series npim shielded power inductors npim__p series 100  2.0 a 330 mm 2.0  0.5  13.0  1.0  20.0  0.5 w co ao po ko bo 4.0mm  0.1 t carrier tape & reel dimensions (mm) 1r0 1120 1r0 1120 1r0 1120 1r0 1120 series qty/reel reel diam. ao bo co po ko t w npim41p 4,000 12.0  0.5 4.4  0.10 5.0  0.10 5.5  0.10 8.0  0.10 1.5  0.10 0.35  0.05 12.0  0.30 npim42p 3,000 12.0  0.5 4.4  0.10 5.0  0.10 5.5  0.10 8.0  0.10 2.3 0.10 0.35  0.05 12.0  0.30 npim50p 4,000 12.0  0.5 5.5  0.10 6.2  0.10 5.5  0.10 8.0  0.10 1.5  0.10 0.35  0.05 12.0  0.30 npim51p 3,500 12.0  0.5 5.5  0.10 6.2  0.10 5.5  0.10 8.0  0.10 1.8  0.10 0.35  0.05 12.0  0.30 npim58p 3,000 12.0  0.5 5.5  0.10 6.2  0.10 5.5  0.10 8.0  0.10 2.1 0.10 0.35  0.05 12.0  0.30 npim52p 3,000 12.0  0.5 5.5  0.10 6.2  0.10 5.5  0.10 8.0  0.10 2.3  0.10 0.35  0.05 12.0  0.30 npim53p 3 ,000 12.0  0.5 5.5  0.10 6.2  0.10 5.5  0.10 8.0  0.10 3.3  0.10 0.35  0.05 12.0  0.30 npim70p 3,000 16.0  0.5 7.0  0.10 7.7  0.10 7.5  0.10 12.0  0.10 1.5  0.10 0.35  0.05 16.0  0.30 npim71p 2,000 16.0  0.5 7.0  0.10 7.7  0.10 7.5  0.10 12.0  0.10 1.8  0.10 0.35  0.05 16.0  0.30 npim78p 2,000 16.0  0.5 7.0  0.10 7.7  0.10 7.5  0.10 12.0  0.10 2.1  0.10 0.35  0.05 16.0  0.30 npim72p 1,500 16.0  0.5 7.0  0.10 7.7  0.10 7.5  0.10 12.0  0.10 2.3  0.10 0.35  0.05 16.0  0.30 npim73p 1,500 16.0  0.5 7.0  0.10 7.7  0.10 7.5  0.10 12.0  0.10 2.7  0.10 0.35  0.05 16.0  0.30 npim74p 1,000 16.0  0.5 7.0  0.10 7.7  0.10 7.5  0.10 12.0  0.10 3.3  0.10 0.35  0.05 16.0  0.30 npim104p 500 24.0  0.5 10.4  0.10 11.6  0.10 11.5  0.10 16.0  0.10 4.5  0.10 0.35  0.05 24.0  0.30   




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of NPIM41P100MTRF 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























