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		  t t t t t umb umb umb umb umb ler  ler  ler  ler  ler  t t t t t ec ec ec ec ec hnolo hnolo hnolo hnolo hnolo gies +  gies +  gies +  gies +  gies +  tr tr tr tr tr ump ump ump ump ump o o o o o w w w w w er er er er er 3350 scott blvd., bldg. 13, santa clara, california 95054, usa trumpower 408-988-6616 e-mail: sales@trumpower.com ? w ebsite: www .trumpower.com LSP18 series 14 watt constant current ac/dc led drivers features ? 90 - 264 vac universal input ? constant current design ? over voltage and over power protections ? over temperature and short circuit protections ? line fuse protection ? high reliability ? long life ? 100% hi-pot test ? 100% burn-in test ? meets en55015 and en61347-2-13 ? class ii and ce compliant general specifications input voltage ................................................................ 90 to 264vac input frequency ............................................................... 47 to 63hz input power factor .......................................... pf  >  0.95 @ 100vac input current .................. 0.18a typ  @ 100vac / 0.10a typ @ 220vac inrush current .................................................................. 30a max.* leakage current .............................. 0.25ma max @ 240vac, 50hz mtbf ............................................. 100,000 hours @ 25 o c ambient operating temperature .............................................. -20 o c to 60 o c storage t emperature .................................................. -20 o c to 85 o c dimensions (lxwxh) ............................... 6.10 x 1.10 x 0.67 inches * at 25 o c cold start, max. load @ 242vac mechanical drawing LSP18 models standards and approvals safety compliance: designed to meet class ii and ce emi standards: designed to meet en55015 and en61347-2-13 ems standards: iec-61000-4-2, 8kv (criteria b) iec-61000-4-4, 1kv (criteria b) iec-61000-4-5, 1kv (criteria b) model output power output voltage output current efficiency LSP18-46-350 16 w 22.5v - 46v 350ma 78% LSP18-28-600 16 w 21v - 28v 600ma 80% LSP18-28-500 14 w 21v - 28v 500ma 80%
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