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		  Datasheet File OCR Text:


		  product   datasheet  copyright ? 2006 compex systems. all rights  reserved. compex and the compex logo, are registered trademarks of compex inc. whil e every effort is  made to ensure the information is  accurate, compex does not accept  liability for any errors or mistakes that may arise. all spe cification is subject to change  without notice.    WLM54G 6b-30 minipci  atheros ar5414 chipset  30dbm @ 2.4ghz (1000mw)    WLM54G 6b-26 minipci  atheros ar5414 chipset  26dbm @ 2.4ghz (400mw)                                                                                                            ?   high performance  with low power  consumption    ?   up to 30dbm output  power at b/g band    ?   higher speed at  extended distance    ?   supports atheros  proprietary ?super  mode?, enabling 108  mbps data rate.    ?   affordable and ideal  for a variety of  applications      compex introduces the WLM54G 6b-30  and  wireless 802.11b/g minipci card for  high-power and long-distance wireless  applications (up to 1000mw of output  power), extending the link distance of  embedded devices be yond conventional  limitations. combined with excellent receiv er sensitivity, compex WLM54G 6b-30  is the perfect choice for long-range app lications, or for applications where signal  levels are reduced due to minor obstructi ons such as trees or buildings. the  WLM54G 6b-30 is capable of operating in super g mode, delivering better  performance at higher throughput  for your network connectivity.    built on atheros chipset, compex WLM54G 6b-30 minipci card can be used for all  ieee 802.11b/g compatible wlan  applications. it is ideal  to be integrated in a wide  range of oem devices that demands  performance, stability and reliability.    features     2.4ghz ieee 802.11 b/g standard     up to 108mbps high-speed data rate     output power of up to 30dbm @ b/g band     dynamic frequency selection (dfs)     encryption and authentication support     transmission power control (tpc)    multi-country roami ng support (ieee802.11d)     suitable for embedded system or oem project    ?   ** note: WLM54G-6b-26 has same features as WLM54G 6b-30                         only power output is 26dbm or 400mw        applications    infrastructure networking     embedded system or oem device 

 copyright ? 2006 compex systems. all rights  reserved. compex and the compex logo, are registered trademarks of compex inc. whil e every effort is  made to ensure the information is  accurate, compex does not accept  liability for any errors or mistakes that may arise. all spe cification is subject to change  without notice.    compex systems pte ltd   135 joo seng road,   #08-01   pm industrial building  singapore 368363    tel:  (65) 6288 8220   fax: (65) 6280-9947  www.compex.com.sg      compex inc, usa.   840 columbia street,   suite b brea. ca 92821    tel:  (714) 482 0333   fax: (714) 482-0332  www.cpx.com            WLM54G 6b-30 minipci technical  specifications  model  WLM54G 6b-30 (wireless-superg)  chipset ar5414  speed (max)  108mbps  output power  802.11g 6-24mbps  36mbps  48mbps  54mbps  30dbm  28dbm  27dbm  25dbm      802.11b 1-11mbps 30dbm     power consumption  5w  standards  ieee 802.11g:  54mbps, 48mbps, 36mbps, 24mbps, 18mbps, 12mbps, 9mbps, 6mbps,  automatically fallback to 5.5mbps, 2mbps, 1mbps  ieee 802.11b:  11mbps, 5.5mbps, 2mbps, 1mbps  super-g  108mbps, 96mbps, 72mbps, 54mbps,  48mbps, 36mbps, 24mbps, 18mbps, 12mbps,  6mbps  frequency range  ieee 802.11b/g  2.412ghz ~ 2.462ghz (us & canada)  2.412ghz ~ 2.472ghz (europe)  2.412ghz ~ 2.484ghz (japan)  host interface  pci interface v2.3 (type iii-b mini pci form factor)  antenna connector  1 x mcx (main), 1 x u.fl (aux)  modulation techniques  ofdm and dsss  ofdm: bpsk, qpsk, 16qam, 64qam  dsss: dbpsk, dqpsk, cck  receiver sensitivity  802.11b -92 dbm @ 1mbps, -87 dbm @ 11mbps  802.11g -90 dbm @ 6mbps, -70 dbm @ 54mbps  frequency channels  us/canada:  europe:  japan:  11 channels  13 channels  14 channels    security  64/128 bit wep, tkip, aes, ieee 802.1x authentication  environmental specifications  temperature    humidity  operating:  storage:  operating:  -20c to 70c  -65c to 100c  5% to 95% (non-condensing)  dimensions & weight  dimensions  59.4 mm x 46 mm (l x b)     
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