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		  Datasheet File OCR Text:


		  features    low height of 5.65 mm    operating temperature -40 ? to +85 ?   rohs compliant* applications   telecom     sm75057el - t1/e1 transformer *rohs directive 2002/95/ec jan 27, 2003 including annex.  speci cations are subject to change without notice. customers should verify actual device performance in their speci c applications   electrical speci  cations @ 25 ? ocl (1-3)   mh min. @ 10 khz, 0.1 v ...............1.2  ocl (6-8)   mh min. @ 10 khz, 0.1 v ...............1.2  ocl (1-3)   h min. @ 10 khz, 0.1 v,    (-40 c to +85 c) .........................600  ocl (6-8)   h min. @ 10 khz, 0.1 v,   (-40 c to +85 c) .........................600  ll (1-3)   h max. @ 100 khz, 0.1 v  short (16-14) ...................................0.6  ll (6-8)   h max. @ 100 khz, 0.1 v  short (11-9) .....................................0.6  cww (16-1)   pf max. @ 100 khz, 0.1 v ...............30  cww (11-6)   pf max. @ 100 khz, 0.1 v 30 turns ratio   (1-3) : (16-14)  ...................... 1 : 2 2 %   (6-8) : (11-9)  ........................ 1 : 2 2 % dcr (1-3) .........................0.5 to 0.8 ohm dcr (6-8) .........................0.5 to 0.8 ohm dcr (16-14) .....................0.9 to 1.6 ohm dcr (11-9) .......................0.9 to 1.6 ohm polarity (1, 16, 6, 11)  ...........same phase hipot   between windings .............. 2000 vac *rohs compliant  how to order sm75057e  l model termination   l = tin only (rohs compliant) electrical schematic   packaging speci  cations tape & reel* ...................... 700 pcs./reel *?e? suf?  x before ?l? in part number  designates tape & reel packaging, e.g.  sm75057el. product dimensions rev. 06/11 dimensions:  mm  (inches) tolerance:   0.254  (.010) soldering pro  le 240   c 4   c/s 45 s max. preheating soldering cooling 150   c cooling in still air 90 s max. 30 s max. 1 3 16 14 6 8 11 9 sm75057l (date) 12.70 (.500) 16 9 18 0.74    0.03 (.029    .001) 16x recommended pad layout max. 7.00 (.276) 8.89 (.350) 8.33 (.328) 0.25 (.010) 0    - 8   1.27 (.050) 1.91 (.075) max. 9.40 (.370) 1.27 (.050) 0.51 (.020) 8.89 (.350) max. 5.65 (.222) max. 16 plcs. sm75057l yyww
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