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		  altech corp.  ?35 royal road ?flemington, nj 08822-6000 ?phone (908)806-9400 ?fax (908)806-9490 ?www.altechcorp.com 4 printed  circuit board terminal blocks altech is pleased to announce a new, more extensive printed circuit board terminal block line. this line offers the standard single and double level fixed and pluggable terminal blocks in metric and us pin spacings. however, this product line goes beyond our past standard offering. there is now a wider array of products within each pin spacing as well as new types of blocks such as 35? reverse horizontal wire entry, and triple level fixed blocks, card edge connectors, panel feed through blocks, barrier strips, and plugs/headers with screw flanges. this product assortment combined with the new pricing structure makes this line extremely competitive. altech printed circuit board terminal blocks give you highly dependable connections without the need for wire lugs. choose either tubular screw clamps or box clamps when economy is paramount or screw-cage clamps for heavy-duty applications. in each case, simply strip and insert the wire and tighten the screw. we recommend the use of ferrules, especially for export applications and whenever fine stranded wires must be terminated. our board mounted terminal blocks meet or exceed most international standards and are accepted worldwide. they?e available in single, double and triple level configurations with both, millimeter and inch pin spacings. all leave mini footprints to save valuable real estate.

 altech corp.  ?35 royal road ?flemington, nj 08822-6000 ?phone (908)806-9400 ?fax (908)806-9490 ?www.altechcorp.com 5 f ixed our printed circuit board terminal blocks designed for fixed mounting offer high density, and maximum flexibility. modular construction simplifies ordering and reduces inventory. two-and 3-pole modules can be interlocked to create multipole assemblies. altech can also supply ready-made assemblies tailored to your specification. fixed-mount blocks are available with the economical tubular screw, box clamp or the screw-cage clamp and offer several wire entry options to facilitate wiring and increase accessibility. p luggable the two-piece, plug and header design of our ?luggable terminal blocks speed and simplify board replacement and reduce costly downtime and misconnections. no special tools are required. headers are soldered into the board and accept the plugs, which are easily removed for fast, convenient board or device replacement. choose single- mold designs for maximum strength. or choose modular designs which are assembled from 2 and 3 pole modules when you need maximum flexibility to meet changing requirements. both are available in a variety of configurations. headers are available in vertical, and horizontal, single or double-level, with closed or open ends.  we offer pluggables with either screw-c age clamp termination for heavy duty requirements or with tubular screw termination and open headers for cost sensitive applications. we also offer a card edge connector for a quick, reliable and inexpensive connection. c onnection altechs printed circuit board terminal blocks give you a choice between tubular screw, box clamp and screw-cage clamp designs:  when your application calls for the highest reliability and frequent wire terminations, the screw-cage clamp should be your choice. as the clamp is tightened, the nickel-plated cage rises, pressing the wire firmly against the busbar, ensuring solid connections every time. standard color is green.  in the tubular screw and box clamp design, tightening the screw presses the conductor directly against the bottom of the clamp. these systems are ideal for cost sensitive, lighter duty applications or applications with infrequent wire terminations. wire protectors are standard. standard color is black for  tubular screw and green for box clamp.  p in s pacing each clamp style is offered in metric and inch pin spacing. for your convenience, this catalog is organized by pin spacing. fixed blocks are first, starting with the smallest pin spacing, then pluggable shown in each available spacing. m aterials all of our printed circuit board terminal blocks feature precision formed or machined metal parts which are electrolytically plated. nickel or tin-plated brass cage clamps or tubes, wire protectors, and tin-plated solder pins satisfy the most demanding requirements. housings are precision-molded from self-extinguishing polyamid 6.8 or glass-filled polyester providing excellent strength and temperature resistance.  m arking altech offers marking to identify terminal inputs. order hot stamp imprinting for permanent marking of large quantities or custom marked terminals. standard marking is consecutive numbers, left to right. this standard marking can be ordered by adding the imprint sequence to the part number as a suffix (i.e. mv-4612/1-12 would be a mv-4612 terminal block imprinted 1 through 12, left to right).  custom imprints are also available, consult altech for ordering information.

 6 g a f h m p c k b d o j g a ml j i p c b d o k h a 8.40 mm b 7.00 mm c 6.80 mm d 3.40 mm e f 4.70 mm g 3.50 mm h 3.80 mm i j 1.80 mm k 2.80 mm l m 0.80 mm n o 1.20 mm p 3.50 mm a 8.50 mm b 7.62 mm c 7.40 mm d 3.80 mm e f g 3.50 mm h 5.90 mm i 1.60 mm j 1.50 mm k 2.75 mm l 0.50 mm  m 0.90 mm n o 1.40 mm p 3.81 mm dimensions dimensions altech corp. ? � 35 royal road � flemington, nj 08822-6000 � phone (908)806-9400 � fax (908)806-9490 � www.altechcorp.com no. poles cat. # length (b) (mm) std. pk. 2 mlk-132 7.0 3 mlk-133 10.5 4 mlk-134 14.0 5 mlk-135 17.5 6 mlk-136 21.0 7 mlk-137 24.5 8 mlk-138 28.0 9 mlk-139 31.5 10 mlk-1310 35.0 11 mlk-1311 38.5 12 mlk-1312 42.0 13 mlk-1313 45.5 14 mlk-1314 49.0 15 mlk-1315 52.5 16 mlk-1316 56.0 17 mlk-1317 59.5 18 mlk-1318 63.0 19 mlk-1319 66.5 20 mlk-1320 70.0 21 mlk-1321 73.5 22 mlk-1322 77.0 23 mlk-1323 80.5 24 mlk-1324 84.0 pin spacing: 3.50mm orientation: vertical* clamp type: tubular screw with wire protector design: modular mlk-13 mck-13 electrical current voltage wire range pending 10a 300v 30-16awg 10a 130v 1.0mm 2 stranded 1.5mm 2 solid installation data screw size m2 pcb hole size 1.3mm torque 0.2nm stripping lgth. 6.0mm (1.8 lbf-in.) material body polyamide screw galvanized steel flammability class ul94v-0 terminal tin-plated brass temperature limit 85 ? c clamp tin-plated bronze color green no. poles cat. # length (b) (mm) std. pk. 2 mck-132 7.6 3 mck-133 11.4 4 mck-134 15.2 5 mck-135 19.1 6 mck-136 22.9 7 mck-137 26.7 8 mck-138 30.5 9 mck-139 34.3 10 mck-1310 38.1 11 mck-1311 41.9 12 mck-1312 45.7 13 mck-1313 49.5 14 mck-1314 53.3 15 mck-1315 57.2 16 mck-1316 61.0 17 mck-1317 64.8 18 mck-1318 68.6 19 mck-1319 72.4 20 mck-1320 76.2 21 mck-1321 80.0 22 mck-1322 83.8 23 mck-1323 87.6 24 mck-1324 91.4 electrical current voltage wire range pending 10a 300v 30-16awg 10a 130v 1.0mm 2 stranded 1.5mm 2 solid installation data screw size m2 pcb hole size 1.3mm torque 0.2nm stripping lgth. 6.0mm (1.8 lbf-in.) material body polyamide screw galvanized steel flammability class ul94v-0 terminal tin-plated brass temperature limit 85 ? c clamp nickeled bronze color green pin spacing: 3.81mm orientation: vertical clamp type: screw cage design: modular fixed pcb blocks 100 100 50 50 50 50 50 50 50 50 50 20 20 20 20 20 20 20 20 20 20 20 20 100 100 50 50 50 50 50 50 50 50 50 20 20 20 20 20 20 20 20 20 20 20 20 *also availble in horizontal orientation

 altech corp. ? � 35 royal road � flemington, nj 08822-6000 � phone (908)806-9400 � fax (908)806-9490 � www.altechcorp.com 7 a c l g k i h j d b p/2 e m p f o b k p c g l d h m p/2 a o i j a 10.20 mm b 10.00 mm c 8.60 mm d 4.40 mm e 4.80 mm f 2.70 mm g 4.30 mm h 5.50 mm i 2.60 mm j 2.00 mm k 3.20 mm l 1.10 mm m 0.70 mm n o 1.40 mm p 5.00 mm a 13.50 mm b 10.00 mm c 8.30 mm d 4.30 mm e f g 4.10 mm h 8.10 mm i 2.60 mm j 2.00 mm k 3.40 mm l 1.10 mm m 0.70 mm n o 1.70 mm p 5.00 mm dimensions dimensions no. poles cat. # length (b) (mm) std. pk. 2 mbe-152 10.0 3 mbe-153 15.0 4 mbe-154 20.0 5 mbe-155 25.0 6 mbe-156 30.0 7 mbe-157 35.0 8 mbe-158 40.0 9 mbe-159 45.0 10 mbe-1510 50.0 11 mbe-1511 55.0 12 mbe-1512 60.0 13 mbe-1513 65.0 14 mbe-1514 70.0 15 mbe-1515 75.0 16 mbe-1516 80.0 17 mbe-1517 85.0 18 mbe-1518 90.0 19 mbe-1519 95.0 20 mbe-1520 100.0 21 mbe-1521 105.0 22 mbe-1522 110.0 23 mbe-1523 115.0 24 mbe-1524 120.0 pin spacing: 5.00mm orientation: vertical clamp type: box with wire protector design: modular mbe-15 electrical current voltage wire range 10a 300v 30-16awg 17.5a 450v 1.5mm 2 stranded 2.5mm 2 solid installation data screw size m2.5 pcb hole size 1.5mm torque 0.4nm stripping lgth. 6.8mm (3.6 lbf-in.) material body pa6.8 screw galvanized steel flammability class ul94v-0 terminal tin-plated brass temperature limit 105 ? c ul wire protector  tin-plated 125 ? c iec bronze color green no. poles cat. # length (b) (mm) std. pk. 2 mve-152 10.0 3 mve-153 15.0 4 mve-154 20.0 5 mve-155 25.0 6 mve-156 30.0 7 mve-157 35.0 8 mve-158 40.0 9 mve-159 45.0 10 mve-1510 50.0 11 mve-1511 55.0 12 mve-1512 60.0 13 mve-1513 65.0 14 mve-1514 70.0 15 mve-1515 75.0 16 mve-1516 80.0 17 mve-1517 85.0 18 mve-1518 90.0 19 mve-1519 95.0 20 mve-1520 100.0 21 mve-1521 105.0 22 mve-1522 110.0 23 mve-1523 115.0 24 mve-1524 120.0 mve-15 electrical current voltage wire range 10a 300v 30-16awg 17.5a 450v 1.5mm 2 stranded 2.5mm 2 solid installation data screw size m2.5 pcb hole size 1.5mm torque 0.4nm stripping lgth. 7.1mm (3.6 lbf-in.) material body pa6.8 screw galvanized steel flammability class ul94v-0 terminal tin-plated brass temperature limit 105 ? c ul wire protector  tin-plated 125 ? c iec bronze color green pin spacing: 5.00mm orientation: vertical clamp type: box with wire protector design: modular fixed pcb blocks 100 100 50 50 50 50 50 50 50 50 50 20 20 20 20 20 20 20 20 20 20 20 20 100 100 50 50 50 50 50 50 50 50 50 20 20 20 20 20 20 20 20 20 20 20 20

 dimensions a 10.60 mm b 10.00 mm c 8.50 mm d 4.50 mm e f g 3.50 mm h 4.40 mm i 2.60 mm j 1.70 mm k 3.90 mm l 0.50 mm m 0.90 mm n o 1.80 mm p 5.00 mm no. poles cat. # length (b) (mm) std. pk. 2 mv-152 10.0 3 mv-153 15.0 4 mv-154 20.0 5 mv-155 25.0 6 mv-156 30.0 7 mv-157 35.0 8 mv-158 40.0 9 mv-159 45.0 10 mv-1510 50.0 11 mv-1511 55.0 12 mv-1512 60.0 13 mv-1513 65.0 14 mv-1514 70.0 15 mv-1515 75.0 16 mv-1516 80.0 17 mv-1517 85.0 18 mv-1518 90.0 19 mv-1519 95.0 20 mv-1520 100.0 21 mv-1521 105.0 22 mv-1522 110.0 23 mv-1523 115.0 24 mv-1524 120.0 pin spacing: 5.00mm orientation: vertical clamp type: screw cage design: modular mv-15 electrical current voltage wire range 10a 300v 30-16awg 13.5a 250v 1.5mm 2 stranded 2.5mm 2 solid installation data screw size m3 pcb hole size 1.3mm torque 0.5nm stripping lgth. 6.7mm (4.5 lbf-in.) material body pa6.8 screw galvanized steel flammability class ul94v-0 terminal tin-plated brass temperature limit 105 ? c ul clamp nickeled brass 125 ? c iec color green no. poles cat. # length (b) (mm) std. pk. 2 mvs-152 10.0 3 mvs-153 15.0 4 mvs-154 20.0 5 mvs-155 25.0 6 mvs-156 30.0 7 mvs-157 35.0 8 mvs-158 40.0 9 mvs-159 45.0 10 mvs-1510 50.0 11 mvs-1511 55.0 12 mvs-1512 60.0 13 mvs-1513 65.0 14 mvs-1514 70.0 15 mvs-1515 75.0 16 mvs-1516 80.0 17 mvs-1517 85.0 18 mvs-1518 90.0 19 mvs-1519 95.0 20 mvs-1520 100.0 21 mvs-1521 105.0 22 mvs-1522 110.0 23 mvs-1523 115.0 24 mvs-1524 120.0 pin spacing: 5.00mm orientation: vertical clamp type: screw cage design: modular mvs-15 electrical current voltage wire range 10a  300v 30-16awg 16a 250v 1.5mm 2 stranded 2.5mm 2 solid installation data screw size m3 pcb hole size 1.5mm torque 0.5nm stripping lgth. 6.9mm (4.5 lbf-in.) material body pa6.8 screw galvanized steel flammability class ul94v-0 terminal tin-plated brass temperature limit 105 ? c ul clamp nickeled brass 125 ? c iec color green k l g h d c b p/2 p/2 p m a 0.6 i j o altech corp. ? � 35 royal road � flemington, nj 08822-6000 � phone (908)806-9400 � fax (908)806-9490 � www.altechcorp.com 8 l 0.6 m p p/2 b a g h d c k e o a 13.20 mm b 10.00 mm c 8.90 mm d 4.50 mm e 6.60 mm f g 4.00 mm h 5.90 mm i 2.60 mm j 2.00 mm k 3.70 mm l 0.70 mm m 1.00 mm n o 3.00 mm p 5.00 mm dimensions  13.5a factory wiring - ul fixed pcb blocks 100 100 50 50 50 50 50 50 50 50 50 20 20 20 20 20 20 20 20 20 20 20 20 100 100 50 50 50 50 50 50 50 50 50 20 20 20 20 20 20 20 20 20 20 20 20

 9 dimensions a 16.80 mm b 10.00 mm c 8.90 mm d 4.35 mm e f g 4.50 mm h 10.80 mm i 2.80 mm j 2.80 mm k 3.80 mm l 0.70 mm m 0.90 mm n o 4.60 mm p 5.00 mm l p/2 a j o p/2 m h g p b i d k c altech corp. ? � 35 royal road � flemington, nj 08822-6000 � phone (908)806-9400 � fax (908)806-9490 � www.altechcorp.com electrical current voltage wire range 15a  300v 30-14awg 16a 450v 2.5mm 2 stranded 4.0mm 2 solid installation data screw size m3 pcb hole size 1.3mm torque 0.5nm stripping lgth. 7.1mm (4.5 lbf-in.) material body pa6.8 screw galvanized steel flammability class ul94v-0 terminal tin-plated brass temperature limit 105 ? c ul clamp nickeled brass 125 ? c iec color green electrical current voltage wire range 16a 250v 22-16awg installation data screw size m2.6 pcb hole size 1.3mm torque 0.4nm stripping lgth. 5.6mm (3.6 lbf-in.) material body glass-filled polyester screw galvanized steel flammability class ul94v-0 terminal tin-plated brass temperature limit 130 ? c ul wire protector cusn6 125 ? c iec color black no. poles cat. # length (b) (mm) std. pk. 2 mve-252 10.0 3 mve-253 15.0 4 mve-254 20.0 5 mve-255 25.0 6 mve-256 30.0 7 mve-257 35.0 8 mve-258 40.0 9 mve-259 45.0 10 mve-2510 50.0 11 mve-2511 55.0 12 mve-2512 60.0 13 mve-2513 65.0 14 mve-2514 70.0 15 mve-2515 75.0 16 mve-2516 80.0 17 mve-2517 85.0 18 mve-2518 90.0 19 mve-2519 95.0 20 mve-2520 100.0 21 mve-2521 105.0 22 mve-2522 110.0 23 mve-2523 115.0 24 mve-2524 120.0 mve-25 pin spacing: 5.00mm orientation: vertical clamp type: screw cage design: modular dimensions h j a b d g c k m p/2 p o a 10.00 mm b 10.00 mm c 7.50 mm d 2.70 mm e f g 3.70 mm h 7.10 mm i j 2.60 mm k 3.50 mm l m 1.00 mm n o 1.40 mm p 5.00 mm no. poles cat. # length (b) (mm) std. pk. 2 mhe-132 10.0 3 mhe-133 15.0 4 mhe-134 20.0 5 mhe-135 25.0 6 mhe-136 30.0 7 mhe-137 35.0 8 mhe-138 40.0 9 mhe-139 45.0 10 mhe-1310 50.0 11 mhe-1311 55.0 12 mhe-1312 60.0 13 mhe-1313 65.0 14 mhe-1314 70.0 15 mhe-1315 75.0 16 mhe-1316 80.0 17 mhe-1317 85.0 18 mhe-1318 90.0 19 mhe-1319 95.0 20 mhe-1320 100.0 21 mhe-1321 105.0 22 mhe-1322 110.0 23 mhe-1323 115.0 24 mhe-1324 120.0 pin spacing: 5.00mm orientation: horizontal clamp type: tubular screw with wire protector design: modular mhe-13  16a factory wiring - ul fixed pcb blocks 100 100 50 50 50 50 50 50 50 50 50 20 20 20 20 20 20 20 20 20 20 20 20 100 100 50 50 50 50 50 50 50 50 50 20 20 20 20 20 20 20 20 20 20 20 20

 altech corp. ? � 35 royal road � flemington, nj 08822-6000 � phone (908)806-9400 � fax (908)806-9490 � www.altechcorp.com 10 dimensions dimensions 0.6 p/2 p/2 p m b a g d l c h k i j o a 10.60 mm b 10.00 mm c 8.50 mm d 3.70 mm e f g 1.50 mm h 4.40 mm i 2.60 mm j 1.70 mm k 3.90 mm l 0.50 mm m 0.90 mm n o 1.80 mm p 5.00 mm no. poles cat. # length (b) (mm) std. pk. 2 mh-152 10.0 3 mh-153 15.0 4 mh-154 20.0 5 mh-155 25.0 6 mh-156 30.0 7 mh-157 35.0 8 mh-158 40.0 9 mh-159 45.0 10 mh-1510 50.0 11 mh-1511 55.0 12 mh-1512 60.0 13 mh-1513 65.0 14 mh-1514 70.0 15 mh-1515 75.0 16 mh-1516 80.0 17 mh-1517 85.0 18 mh-1518 90.0 19 mh-1519 95.0 20 mh-1520 100.0 21 mh-1521 105.0 22 mh-1522 110.0 23 mh-1523 115.0 24 mh-1524 120.0 pin spacing: 5.00mm orientation: horizontal clamp type: screw cage design: modular mh-15 electrical current voltage wire range 10a 300v 30-16awg 13.5a 250v 1.5mm 2 stranded 2.5mm 2 solid installation data screw size m3 pcb hole size 1.3mm torque 0.5nm stripping lgth. 6.7mm (4.5 lbf-in.) material body pa6.8 screw galvanized steel flammability class ul94v-0 terminal tin-plated brass temperature limit 105 ? c ul clamp nickeled brass 125 ? c iec color green h a j b d c g k p/2 m p o a 12.50 mm b 10.00 mm c 9.00 mm d 3.40 mm e f g 4.50 mm h 8.80 mm i j 3.10 mm k 3.95 mm l m 1.00 mm n o 2.00 mm p 5.00 mm mhe-16 no. poles cat. # length (b) (mm) std. pk. 2 mhe-162 10.0 3 mhe-163 15.0 4 mhe-164 20.0 5 mhe-165 25.0 6 mhe-166 30.0 7 mhe-167 35.0 8 mhe-168 40.0 9 mhe-169 45.0 10 mhe-1610 50.0 11 mhe-1611 55.0 12 mhe-1612 60.0 13 mhe-1613 65.0 14 mhe-1614 70.0 15 mhe-1615 75.0 16 mhe-1616 80.0 17 mhe-1617 85.0 18 mhe-1618 90.0 19 mhe-1619 95.0 20 mhe-1620 100.0 21 mhe-1621 105.0 22 mhe-1622 110.0 23 mhe-1623 115.0 24 mhe-1624 120.0 pin spacing: 5.00mm orientation: horizontal clamp type: tubular screw with wire protector design: modular electrical current voltage wire range 16a 250v 22-14awg installation data screw size m3 pcb hole size 1.3mm torque 0.5nm stripping lgth. 5.8mm (4.5 lbf-in.) material body glass-filled polyester screw galvanized steel flammability class ul94v-0 terminal tin-plated brass temperature limit 130 ? c ul wire protector cusn6 125 ? c iec color black fixed pcb blocks 100 100 50 50 50 50 50 50 50 50 50 20 20 20 20 20 20 20 20 20 20 20 20 100 100 50 50 50 50 50 50 50 50 50 20 20 20 20 20 20 20 20 20 20 20 20

 altech corp. ? � 35 royal road � flemington, nj 08822-6000 � phone (908)806-9400 � fax (908)806-9490 � www.altechcorp.com 11 dimensions i m p/2 p/2 a b p l h d g c k j o a 16.80 mm b 10.00 mm c 8.90 mm d 1.40 mm e f g 4.00 mm h 10.80 mm i 2.80 mm j 2.80 mm k 3.80 mm l 0.70 mm m 0.90 mm n o 4.60 mm p 5.00 mm electrical current voltage wire range 15a  300v 30-14awg 16a 450v 2.5mm 2 stranded 4.0mm 2 solid installation data screw size m3 pcb hole size 1.3mm torque 0.5nm stripping lgth. 7.1mm (4.5 lbf-in.) material body pa6.8 screw galvanized steel flammability class ul94v-0 terminal tin-plated brass temperature limit 105 ? c ul clamp nickeled brass 125 ? c iec color green no. poles cat. # length (b) (mm) std. pk. 2 mhe-252 10.0 3 mhe-253 15.0 4 mhe-254 20.0 5 mhe-255 25.0 6 mhe-256 30.0 7 mhe-257 35.0 8 mhe-258 40.0 9 mhe-259 45.0 10 mhe-2510 50.0 11 mhe-2511 55.0 12 MHE-2512 60.0 13 mhe-2513 65.0 14 mhe-2514 70.0 15 mhe-2515 75.0 16 mhe-2516 80.0 17 mhe-2517 85.0 18 mhe-2518 90.0 19 mhe-2519 95.0 20 mhe-2520 100.0 21 mhe-2521 105.0 22 mhe-2522 110.0 23 mhe-2523 115.0 24 mhe-2524 120.0 mhe-25 pin spacing: 5.00mm orientation: horizontal clamp type: screw cage design: modular  16a factory wiring - ul dimensions = ?.5 a = p/2 1 m p/2 p/2 j b i p ?.5 1 r0.3 1.8 d l c k g j o a 16.80 mm b 10.00 mm c 8.90 mm d 2.30 mm e f g 4.00 mm h i 2.80 mm j 2.80 mm k 3.80 mm l 0.70 mm m 0.90 mm n o 4.60 mm p 5.00 mm electrical current voltage wire range 15a  300v 30-14awg 16a 250v 2.5mm 2 stranded 4.0mm 2 solid installation data screw size m3 pcb hole size 1.3mm torque 0.5nm stripping lgth. 7.1mm (4.5 lbf-in.) material body pa6.8 screw galvanized steel flammability class ul94v-0 terminal tin-plated brass temperature limit 105 ? c ul clamp nickeled brass 125 ? c iec color green pin spacing: 5.00mm orientation: reverse horizontal clamp type: screw cage design: modular no. poles cat. # length (b) (mm) std. pk. 2 mhr-252 10.0 3 mhr-253 15.0 4 mhr-254 20.0 5 mhr-255 25.0 6 mhr-256 30.0 7 mhr-257 35.0 8 mhr-258 40.0 9 mhr-259 45.0 10 mhr-2510 50.0 11 mhr-2511 55.0 12 mhr-2512 60.0 13 mhr-2513 65.0 14 mhr-2514 70.0 15 mhr-2515 75.0 16 mhr-2516 80.0 17 mhr-2517 85.0 18 mhr-2518 90.0 19 mhr-2519 95.0 20 mhr-2520 100.0 21 mhr-2521 105.0 22 mhr-2522 110.0 23 mhr-2523 115.0 24 mhr-2524 120.0 mhr-25  16a factory wiring - ul fixed pcb blocks 100 100 50 50 50 50 50 50 50 50 50 20 20 20 20 20 20 20 20 20 20 20 20 100 100 50 50 50 50 50 50 50 50 50 20 20 20 20 20 20 20 20 20 20 20 20

 altech corp. ? � 35 royal road � flemington, nj 08822-6000 � phone (908)806-9400 � fax (908)806-9490 � www.altechcorp.com 12 dimensions  16a factory wiring - ul  17.5a factory wiring - ul dimensions a c l g k i h j d b p/2 e m p f o a 10.20 mm b 10.16 mm c 7.60 mm d 3.80 mm e 4.70 mm f 2.80 mm g 4.30 mm h 5.30 mm i 2.60 mm j 2.00 mm k 3.00 mm l 1.10 mm m 0.70 mm n o 1.40 mm p 5.08 mm no. poles cat. # length (b) (mm) std. pk. 2 mbes-152 10.2 3 mbes-153 15.2 4 mbes-154 20.3 5 mbes-155 25.4 6 mbes-156 30.5 7 mbes-157 35.6 8 mbes-158 40.6 9 mbes-159 45.7 10 mbes-1510 50.8 11 mbes-1511 55.9 12 mbes-1512 61.0 13 mbes-1513 66.0 14 mbes-1514 71.1 15 mbes-1515 76.2 16 mbes-1516 81.3 17 mbes-1517 86.4 18 mbes-1518 91.4 19 mbes-1519 96.5 20 mbes-1520 101.6 21 mbes-1521 106.7 22 mbes-1522 111.8 23 mbes-1523 116.8 24 mbes-1524 121.9 mbes-15 electrical current voltage wire range 10a  300v 30-16awg 17.5a 250v 1.5mm 2 stranded 2.5mm 2 solid installation data screw size m2.5 pcb hole size 1.5mm torque 0.4nm stripping lgth. 6.7mm (3.6 lbf-in.) material body pa6.8 screw galvanized steel flammability class ul94v-0 terminal tin-plated brass temperature limit 105 ? c ul wire protector tin-plated 125 ? c iec bronze color green k c f g d a b m p/2 p l e h 45  i o j a 21.10 mm b 10.00 mm c 13.00 mm d 4.95 mm e 7.00 mm f 10.10 mm g 4.00 mm h 16.30 mm i 2.80 mm j 2.80 mm k 3.80 mm l 0.70 mm m 0.90 mm n o 8.50 mm p 5.00 mm electrical current voltage wire range 15a  300v 30-14awg 16a 450v 2.5mm 2 stranded 4.0mm 2 solid installation data screw size m3 pcb hole size 1.3mm torque 0.5nm stripping lgth. 8.3mm (4.5 lbf-in.) material body pa6.8 screw galvanized steel flammability class ul94v-0 terminal tin-plated brass temperature limit 105 ? c ul clamp nickeled brass 125 ? c iec color green pin spacing: 5.00mm orientation: 45  clamp type: screw cage design: modular no. poles cat. # length (b) (mm) std. pk. 2 mi-252 (5.00) 10.0 3 mi-253 (5.00) 15.0 4 mi-254 (5.00) 20.0 5 mi-255 (5.00) 25.0 6 mi-256 (5.00) 30.0 7 mi-257 (5.00) 35.0 8 mi-258 (5.00) 40.0 9 mi-259 (5.00) 45.0 10 mi-2510 (5.00) 50.0 11 mi-2511 (5.00) 55.0 12 mi-2512 (5.00) 60.0 13 mi-2513 (5.00) 65.0 14 mi-2514 (5.00) 70.0 15 mi-2515 (5.00) 75.0 16 mi-2516 (5.00) 80.0 17 mi-2517 (5.00) 85.0 18 mi-2518 (5.00) 90.0 19 mi-2519 (5.00) 95.0 20 mi-2520 (5.00) 100.0 21 mi-2521 (5.00) 105.0 22 mi-2522 (5.00) 110.0 23 mi-2523 (5.00) 115.0 24 mi-2524 (5.00) 120.0 mi-25(5.00) fixed pcb blocks pin spacing: 5.08mm orientation: vertical clamp type: box with wire protector design: modular available in mid 2001 available in mid 2001 100 100 50 50 50 50 50 50 50 50 50 20 20 20 20 20 20 20 20 20 20 20 20 100 100 50 50 50 50 50 50 50 50 50 20 20 20 20 20 20 20 20 20 20 20 20

 altech corp. ? � 35 royal road � flemington, nj 08822-6000 � phone (908)806-9400 � fax (908)806-9490 � www.altechcorp.com 13 dimensions dimensions l d k g h c m b p p/2 a i o j h m g n p/2 l a b p e k c i j o a 16.00 mm b 10.16 mm c 11.00 mm d 5.00 mm e f g 4.50 mm h 9.40 mm i 2.80 mm j 2.80 mm k 3.80 mm l 0.70 mm m 0.90 mm n o 3.60 mm p 5.08 mm a 16.00 mm b 10.16 mm c 11.00 mm d e 5.00 mm f g 4.50 mm h 9.40 mm i 2.80 mm j 2.80 mm k 3.80 mm l 0.70 mm m 0.90 mm n 3.40 mm o 3.60 mm p 5.08 mm no. poles cat. # length (b) (mm) std. pk. 2 mv-252 10.2 3 mv-253 15.2 4 mv-254 20.3 5 mv-255 25.4 6 mv-256 30.5 7 mv-257 35.6 8 mv-258 40.6 9 mv-259 45.7 10 mv-2510 50.8 11 mv-2511 55.9 12 mv-2512 61.0 13 mv-2513 66.0 14 mv-2514 71.1 15 mv-2515 76.2 16 mv-2516 81.3 17 mv-2517 86.4 18 mv-2518 91.4 19 mv-2519 96.5 20 mv-2520 101.6 21 mv-2521 106.7 22 mv-2522 111.8 23 mv-2523 116.8 24 mv-2524 121.9 pin spacing: 5.08mm orientation: vertical clamp type: screw cage design: modular mv-25 electrical current voltage wire range 15a  300v 30-14awg 24a 450v 2.5mm 2 stranded 4.0mm 2 solid installation data screw size m3 pcb hole size 1.3mm torque 0.5nm stripping lgth. 8.3mm (4.5 lbf-in.) material body pa6.8 screw galvanized steel flammability class ul94v-0 terminal tin-plated brass temperature limit 105 ? c ul clamp nickeled brass 125 ? c iec color green no. poles cat. # length (b) (mm) std. pk. 2 mv-252-d 10.2 3 mv-253-d 15.2 4 mv-254-d 20.3 5 mv-255-d 25.4 6 mv-256-d 30.5 7 mv-257-d 35.6 8 mv-258-d 40.6 9 mv-259-d 45.7 10 mv-2510-d 50.8 11 mv-2511-d 55.9 12 mv-2512-d 61.0 13 mv-2513-d 66.0 14 mv-2514-d 71.1 15 mv-2515-d 76.2 16 mv-2516-d 81.3 17 mv-2517-d 86.4 18 mv-2518-d 91.4 19 mv-2519-d 96.5 20 mv-2520-d 101.6 21 mv-2521-d 106.7 22 mv-2522-d 111.8 23 mv-2523-d 116.8 24 mv-2524-d 121.9 mv-25-d electrical current voltage wire range 15a  300v 30-14awg 16a 450v 2.5mm 2 stranded 4.0mm 2 solid installation data screw size m3 pcb hole size 1.3mm torque 0.5nm stripping lgth. 8.3mm (4.5 lbf-in.) material body pa6.8 screw galvanized steel flammability class ul94v-0 terminal tin-plated brass temperature limit 105 ? c ul clamp nickeled brass 125 ? c iec color green pin spacing: 5.08mm orientation: vertical clamp type: screw cage design: modular  16a factory wiring - ul  18a factory wiring - ul fixed pcb blocks 100 100 50 50 50 50 50 50 50 50 50 20 20 20 20 20 20 20 20 20 20 20 20 100 100 50 50 50 50 50 50 50 50 50 20 20 20 20 20 20 20 20 20 20 20 20

 altech corp. ? � 35 royal road � flemington, nj 08822-6000 � phone (908)806-9400 � fax (908)806-9490 � www.altechcorp.com 14 k c d e b 0.6 a m p p/2 l h g i o j a 19.00 mm b 10.16 mm c 12.50 mm d 4.80 mm e 7.70 mm f g 5.00 mm h 13.50 mm i 2.80 mm j 4.00 mm k 4.00 mm l 0.80 mm m 1.00 mm n o 3.90 mm p 5.08 mm dimensions no. poles cat. # length (b) (mm) std. pk. 2 mvsp-252 10.2 3 mvsp-253 15.2 4 mvsp-254 20.3 5 mvsp-255 25.4 6 mvsp-256 30.5 7 mvsp-257 35.6 8 mvsp-258 40.6 9 mvsp-259 45.7 10 mvsp-2510 50.8 11 mvsp-2511 55.9 12 mvsp-2512 61.0 13 mvsp-2513 66.0 14 mvsp-2514 71.1 15 mvsp-2515 76.2 16 mvsp-2516 81.3 17 mvsp-2517 86.4 18 mvsp-2518 91.4 19 mvsp-2519 96.5 20 mvsp-2520 101.6 21 mvsp-2521 106.7 22 mvsp-2522 111.8 23 mvsp-2523 116.8 24 mvsp-2524 121.9 pin spacing: 5.08mm* orientation: vertical clamp type: screw cage design: modular mvsp-25 electrical current voltage wire range 15a  300v 30-14awg 24a 450v 2.5mm 2 stranded 4.0mm 2 solid installation data screw size m3 pcb hole size 1.5mm torque 0.5nm stripping lgth. 9.5mm (4.5 lbf-in.) material body pa6.8 screw galvanized steel flammability class ul94v-0 terminal tin-plated brass temperature limit 105 ? c ul clamp nickeled brass 125 ? c iec color green * also available in 10.16mm pin spacing. dimensions b m p l h c g k d a p/2 i o j a 16.00 mm b 10.16 mm c 11.00 mm d 2.00 mm e f g 3.60 mm h 9.40 mm i 2.80 mm j 2.80 mm k 3.80 mm l 0.70 mm m 0.90 mm n o 3.60 mm p 5.08 mm no. poles cat. # length (b) (mm) std. pk. 2 mh-252 10.2 3 mh-253 15.2 4 mh-254 20.3 5 mh-255 25.4 6 mh-256 30.5 7 mh-257 35.6 8 mh-258 40.6 9 mh-259 45.7 10 mh-2510 50.8 11 mh-2511 55.9 12 mh-2512 61.0 13 mh-2513 66.0 14 mh-2514 71.1 15 mh-2515 76.2 16 mh-2516 81.3 17 mh-2517 86.4 18 mh-2518 91.4 19 mh-2519 96.5 20 mh-2520 101.6 21 mh-2521 106.7 22 mh-2522 111.8 23 mh-2523 116.8 24 mh-2524 121.9 pin spacing: 5.08mm orientation: horizontal clamp type: screw cage design: modular mh-25 electrical current voltage wire range 15a  300v 30-14awg 16a 450v 2.5mm 2 stranded 4.0mm 2 solid installation data screw size m3 pcb hole size 1.3mm torque 0.5nm stripping lgth. 8.3mm (4.5 lbf-in.) material body pa6.8 screw galvanized steel flammability class ul94v-0 terminal tin-plated brass temperature limit 105 ? c ul clamp nickeled brass 125 ? c iec color green fixed pcb blocks  16a factory wiring - ul  18a factory wiring - ul 100 100 50 50 50 50 50 50 50 50 50 20 20 20 20 20 20 20 20 20 20 20 20 100 100 50 50 50 50 50 50 50 50 50 20 20 20 20 20 20 20 20 20 20 20 20

 altech corp. ? � 35 royal road � flemington, nj 08822-6000 � phone (908)806-9400 � fax (908)806-9490 � www.altechcorp.com 0.6 b p/2 p a h c d f e l g k i o j a 19.00 mm b 10.16 mm c 12.50 mm d 16.50 mm e 2.50 mm f 11.50 mm g 4.00 mm h 13.50 mm i 2.80 mm j 4.00 mm k 4.00 mm l 0.80 mm m 1.00 mm n o 3.90 mm p 5.08 mm dimensions dimensions 15 k c f g d a b m p/2 p l e h 45  i o j a 20.00 mm b 10.16 mm c 13.00 mm d 4.50 mm e 7.70 mm f 7.30 mm g 4.00 mm h 16.30 mm i 2.80 mm j 2.80 mm k 3.80 mm l 0.70 mm m 0.90 mm n o 6.75 mm p 5.08 mm no. poles cat. # length (b) (mm) std. pk. 2 mi-252 (35) 10.2 3 mi-253 (35) 15.2 4 mi-254 (35) 20.3 5 mi-255 (35) 25.4 6 mi-256 (35) 30.5 7 mi-257 (35) 35.6 8 mi-258 (35) 40.6 9 mi-259 (35) 45.7 10 mi-2510 (35) 50.8 11 mi-2511 (35) 55.9 12 mi-2512 (35) 61.0 13 mi-2513 (35) 66.0 14 mi-2514 (35) 71.1 15 mi-2515 (35) 76.2 16 mi-2516 (35) 81.3 17 mi-2517 (35) 86.4 18 mi-2518 (35) 91.4 19 mi-2519 (35) 96.5 20 mi-2520 (35) 101.6 21 mi-2521 (35) 106.7 22 mi-2522 (35) 111.8 23 mi-2523 (35) 116.8 24 mi-2524 (35) 121.9 pin spacing: 5.08mm orientation: 35 ? clamp type: screw cage design: modular mi-25 (35)  16a factory wiring - ul  18a factory wiring - ul electrical current voltage wire range 15a  300v 30-14awg 16a 450v 2.5mm 2 stranded 4.0mm 2 solid installation data screw size m3 pcb hole size 1.3mm torque 0.5nm stripping lgth. 8.3mm (4.5 lbf-in.) material body pa6.8 screw galvanized steel flammability class ul94v-0 terminal tin-plated brass temperature limit 105 ? c ul clamp nickeled brass 125 ? c iec color green no. poles cat. # length (b) (mm) std. pk. 2 mhsp-252 10.2 3 mhsp-253 15.2 4 mhsp-254 20.3 5 mhsp-255 25.4 6 mhsp-256 30.5 7 mhsp-257 35.6 8 mhsp-258 40.6 9 mhsp-259 45.7 10 mhsp-2510 50.8 11 mhsp-2511 55.9 12 mhsp-2512 61.0 13 mhsp-2513 66.0 14 mhsp-2514 71.1 15 mhsp-2515 76.2 16 mhsp-2516 81.3 17 mhsp-2517 86.4 18 mhsp-2518 91.4 19 mhsp-2519 96.5 20 mhsp-2520 101.6 21 mhsp-2521 106.7 22 mhsp-2522 111.8 23 mhsp-2523 116.8 24 mhsp-2524 121.9 pin spacing: 5.08mm* orientation: horizontal clamp type: screw cage design: modular mhsp-25 electrical current voltage wire range pending 15a  300v 30-14awg 24a 450v 2.5mm 2 stranded 4.0mm 2 solid installation data screw size m3 pcb hole size 1.5mm torque 0.5nm stripping lgth. 9.5mm (4.5 lbf-in.) material body pa6.8 screw galvanized steel flammability class ul94v-0 terminal tin-plated brass temperature limit 105 ? c ul clamp nickeled brass 125 ? c iec color green * also available in 10.16mm pin spacing. fixed pcb blocks 100 100 50 50 50 50 50 50 50 50 50 20 20 20 20 20 20 20 20 20 20 20 20 100 100 50 50 50 50 50 50 50 50 50 20 20 20 20 20 20 20 20 20 20 20 20

 altech corp. ? � 35 royal road � flemington, nj 08822-6000 � phone (908)806-9400 � fax (908)806-9490 � www.altechcorp.com dimensions dimensions 16 a p/2 m p b g c k l 45  h f e d i j o l g h a p/2 n b c k e d p i m o j a 21.00 mm b 10.16 mm c 13.00 mm d 4.50 mm e 7.70 mm f 10.00 mm g 4.00 mm h 16.30 mm i 2.80 mm j 2.80 mm k 3.80 mm l 0.70 mm m 0.90 mm n o 8.60 mm p 5.08 mm a 29.50 mm b 12.70 mm c 22.00 mm d 5.30 mm e 15.24 mm f g 4.70 mm h 16.00 mm i 2.80 mm j 2.80 mm k 3.80 mm l 0.70 mm m 0.90 mm n 10.16 mm o 3.60 mm p 5.08 mm electrical current voltage wire range 15a  300v 30-14awg 16a 450v 2.5mm 2 stranded 4.0mm 2 solid installation data screw size m3 pcb hole size 1.3mm torque 0.5nm stripping lgth. 8.3mm (4.5 lbf-in.) material body pa6.8 screw galvanized steel flammability class ul94v-0 terminal tin-plated brass temperature limit 105 ? c ul clamp nickeled brass 125 ? c iec color green mi-25 (45) pin spacing: 5.08mm orientation: 45 ? clamp type: screw cage design: modular no. poles cat. # length (b) (mm) std. pk. 2 mi-252 (45) 10.2 3 mi-253 (45) 15.2 4 mi-254 (45) 20.3 5 mi-255 (45) 25.4 6 mi-256 (45) 30.5 7 mi-257 (45) 35.6 8 mi-258 (45) 40.6 9 mi-259 (45) 45.7 10 mi-2510 (45) 50.8 11 mi-2511 (45) 55.9 12 mi-2512 (45) 61.0 13 mi-2513 (45) 66.0 14 mi-2514 (45) 71.1 15 mi-2515 (45) 76.2 16 mi-2516 (45) 81.3 17 mi-2517 (45) 86.4 18 mi-2518 (45) 91.4 19 mi-2519 (45) 96.5 20 mi-2520 (45) 101.6 21 mi-2521 (45) 106.7 22 mi-2522 (45) 111.8 23 mi-2523 (45) 116.8 24 mi-2524 (45) 121.9 electrical current voltage wire range 15a  300v 30-14awg 16a 450v 2.5mm 2 stranded 4.0mm 2 solid installation data screw size m3 pcb hole size 1.3mm torque 0.5nm stripping lgth. 8.3mm (4.5 lbf-in.) material body pa6.8 screw galvanized steel flammability class ul94v-0 terminal tin-plated brass temperature limit 105 ? c ul clamp nickeled brass 125 ? c iec color green mvd-25 pin spacing: 5.08mm orientation: vertical-double level clamp type: screw cage design: modular-offset  16a factory wiring - ul  16a factory wiring - ul no. poles cat. # length (b) (mm) std. pk. 4 mvd-252 12.7 6 mvd-253 17.8 8 mvd-254 22.9 10 mvd-255 27.9 12 mvd-256 33.0 14 mvd-257 38.1 16 mvd-258 43.2 18 mvd-259 48.3 20 mvd-2510 53.3 22 mvd-2511 58.4 24 mvd-2512 63.5 26 mvd-2513 68.6 28 mvd-2514 73.7 30 mvd-2515 78.7 32 mvd-2516 83.2 34 mvd-2517 88.9 36 mvd-2518 94.0 38 mvd-2519 99.1 40 mvd-2520 104.1 42 mvd-2521 109.2 44 mvd-2522 114.3 46 mvd-2523 119.4 48 mvd-2524 124.5 50 mvd-2525 129.5 fixed pcb blocks 100 100 50 50 50 50 50 50 50 50 50 20 20 20 20 20 20 20 20 20 20 20 20 100 100 50 50 50 50 50 50 50 20 20 20 20 20 20 20 20 20 10 10 10 10 10 10

 altech corp. ? � 35 royal road � flemington, nj 08822-6000 � phone (908)806-9400 � fax (908)806-9490 � www.altechcorp.com dimensions dimensions 17 h a p/2 p b g l j o c e k d i m g k l f e d c n h o p p/2 p/2 a b i j 3.6 m  a 29.50 mm b 10.16 mm c 22.00 mm d 5.30 mm e 15.24 mm f g 4.70 mm h 16.00 mm i 2.80 mm j 2.80 mm k 3.80 mm l 0.70 mm m 0.90 mm n o 3.60 mm p 5.08 mm a 43.00 mm b 12.70 mm c 34.00 mm d 5.30 mm e 15.24 mm f 10.16 mm g 4.50 mm h 16.00 mm i 2.80 mm j 2.80 mm k 3.80 mm l 0.70 mm m 0.90 mm n 10.16 mm o 29.50 mm p 5.08 mm pin spacing: 5.08mm orientation: vertical-double level clamp type: screw cage design: modular-aligned mvdk-25 electrical current voltage wire range 15a  300v 30-14awg 16a 450v 2.5mm 2 stranded 4.0mm 2 solid installation data screw size m3 pcb hole size 1.3mm torque 0.5nm stripping lgth. 8.3mm (4.5 lbf-in.) material body pa6.8 screw galvanized steel flammability class ul94v-0 terminal tin-plated brass temperature limit 105 ? c ul clamp nickeled brass 125 ? c iec color green mvt-25 electrical current voltage wire range 15a  300v 30-14awg 16a 450v 2.5mm 2 stranded 4.0mm 2 solid installation data screw size m3 pcb hole size 1.3mm torque 0.5nm stripping lgth. 8.3mm (4.5 lbf-in.) material body pa6.8 screw galvanized steel flammability class ul94v-0 terminal tin-plated brass temperature limit 105 ? c ul clamp nickeled brass 125 ? c iec color green pin spacing: 5.08mm orientation: vertical-triple level clamp type: screw cage design: modular  16a factory wiring - ul  16a factory wiring - ul no. poles cat. # length (b) (mm) std. pk. 4 mvdk-252 10.2 6 mvdk-253 15.2 8 mvdk-254 20.3 10 mvdk-255 25.4 12 mvdk-256 30.5 14 mvdk-257 35.6 16 mvdk-258 40.6 18 mvdk-259 45.7 20 mvdk-2510 50.8 22 mvdk-2511 55.9 24 mvdk-2512 61.0 26 mvdk-2513 66.0 28 mvdk-2514 71.1 30 mvdk-2515 76.2 32 mvdk-2516 81.3 34 mvdk-2517 86.4 36 mvdk-2518 91.4 38 mvdk-2519 96.5 40 mvdk-2520 101.6 42 mvdk-2521 106.7 44 mvdk-2522 111.8 46 mvdk-2523 116.8 48 mvdk-2524 121.9 50 mvdk-2525 129.5 no. poles cat. # length (b) (mm) std. pk. 6 mvt-252 12.7 9 mvt-253 17.8 12 mvt-254 22.9 15 mvt-255 27.9 18 mvt-256 33.0 21 mvt-257 38.1 24 mvt-258 43.2 27 mvt-259 48.3 30 mvt-2510 53.3 33 mvt-2511 58.4 36 mvt-2512 63.5 39 mvt-2513 68.6 42 mvt-2514 73.7 45 mvt-2515 78.7 48 mvt-2516 83.2 51 mvt-2517 88.9 54 mvt-2518 94.0 57 mvt-2519 99.1 60 mvt-2520 104.1 63 mvt-2521 109.2 66 mvt-2522 114.3 69 mvt-2523 119.4 72 mvt-2524 124.5 fixed pcb blocks 100 100 50 50 50 50 50 50 50 20 20 20 20 20 20 20 20 20 10 10 10 10 10 10 50 50 30 30 30 30 30 30 30 15 15 15 15 15 15 15 15 15 5 5 5 5 5

 altech corp. ? � 35 royal road � flemington, nj 08822-6000 � phone (908)806-9400 � fax (908)806-9490 � www.altechcorp.com dimensions dimensions 18 m a p/2 b p   l g h c k d i j o m a p/2 b p   l h k g d c i j o a 21.00 mm b 12.70 mm c 12.50 mm d 4.20 mm e f g 4.10 mm h 9.50 mm i 3.10 mm j 3.90 mm k 4.70 mm l 0.80 mm m 0.90 mm n o 3.30 mm p 6.35 mm a 16.00 mm b 15.00 mm c 11.00 mm d 5.30 mm e f g 4.50 mm h 9.40 mm i 2.80 mm j 2.80 mm k 3.80 mm l 0.70 mm m 0.90 mm n o 3.60 mm p 7.50 mm no. poles cat. # length (b) (mm) std. pk. 2 mv-462 12.7 3 mv-463 19.0 4 mv-464 25.4 5 mv-465 31.7 6 mv-466 38.0 7 mv-467 44.4 8 mv-468 50.7 9 mv-469 57.0 10 mv-4610 63.4 11 mv-4611 69.7 12 mv-4612 76.0 13 mv-4613 82.4 14 mv-4614 88.7 15 mv-4615 95.0 16 mv-4616 101.4 pin spacing: 6.35mm/ 12.7mm* orientation: vertical clamp type: screw cage design: modular mv-46 electrical current voltage wire range 15a  300v 30-14awg 16a 750v 2.5mm 2 stranded 4.0mm 2 solid installation data screw size m3 pcb hole size 1.3mm torque 0.5nm stripping lgth. 8.3mm (4.5 lbf-in.) material body pa6.8 screw galvanized steel flammability class ul94v-0 terminal tin-plated brass temperature limit 105 ? c ul clamp nickeled brass 125 ? c iec color green no. poles cat. # length (b) (mm) std. pk. 2 mv-272 15.0 3 mv-273 22.5 4 mv-274 30.0 5 mv-275 37.5 6 mv-276 45.0 7 mv-277 52.5 8 mv-278 60.0 9 mv-279 67.5 10 mv-2710 75.0 11 mv-2711 82.5 12 mv-2712 90.0 13 mv-2713 97.5 14 mv-2714 105.0 15 mv-2715 112.5 16 mv-2716 120.0 mv-27 electrical current voltage wire range 20a  300v 30-12awg 25a 500v 4.0mm 2 stranded 6.0mm 2 solid installation data screw size m3 pcb hole size 1.3mm torque 0.5nm stripping lgth. 9.8mm (4.5 lbf-in.) material body pa6.8 screw galvanized steel flammability class ul94v-0 terminal tin-plated brass temperature limit 105 ? c ul clamp nickeled brass 125 ? c iec color green pin spacing: 7.50mm orientation: vertical clamp type: screw cage design: modular  16a factory wiring - ul  25a factory wiring - ul * 12.7mm pin spacing available fixed pcb blocks 100 100 50 50 50 50 50 50 50 50 50 20 20 20 20 100 100 50 50 50 50 50 50 50 50 50 20 20 20 20

 altech corp. ? � 35 royal road � flemington, nj 08822-6000 � phone (908)806-9400 � fax (908)806-9490 � www.altechcorp.com dimensions dimensions 19 p/2 p/2 m a g l h b p k c d i j o d l h p/2 a m g p b c k i j o a 16.80 mm b 15.00 mm c 8.90 mm d 4.35 mm e f g 4.50 mm h 10.80 mm i 2.80 mm j 2.80 mm k 3.80 mm l 0.70 mm m 0.90 mm n o 4.60 mm p 7.50 mm a 16.00 mm b 15.00 mm c 11.00 mm d 1.70 mm e f g 4.00 mm h 9.40 mm i 2.80 mm j 2.80 mm k 3.80 mm l 0.70 mm m 0.90 mm n o 3.60 mm p 7.50 mm no. poles cat. # length (b) (mm) std. pk. 2 mve-272 15.0 3 mve-273 22.5 4 mve-274 30.0 5 mve-275 37.5 6 mve-276 45.0 7 mve-277 52.5 8 mve-278 60.0 9 mve-279 67.5 10 mve-2710 75.0 11 mve-2711 82.5 12 mve-2712 90.0 13 mve-2713 97.5 14 mve-2714 105.0 15 mve-2715 112.5 16 mve-2716 120.0 pin spacing: 7.50mm orientation: vertical clamp type: screw cage design: modular mve-27 electrical current voltage wire range 15a  300v 30-14awg 16a 750v 2.5mm 2 stranded 4.0mm 2 solid installation data screw size m3 pcb hole size 1.3mm torque 0.5nm stripping lgth. 8.3mm (4.5 lbf-in.) material body pa6.8 screw galvanized steel flammability class ul94v-0 terminal tin-plated brass temperature limit 105 ? c ul clamp nickeled brass 125 ? c iec color green no. poles cat. # length (b) (mm) std. pk. 2 mh-272 15.0 3 mh-273 22.5 4 mh-274 30.0 5 mh-275 37.5 6 mh-276 45.0 7 mh-277 52.5 8 mh-278 60.0 9 mh-279 67.5 10 mh-2710 75.0 11 mh-2711 82.5 12 mh-2712 90.0 13 mh-2713 97.5 14 mh-2714 105.0 15 mh-2715 112.5 16 mh-2716 120.0 mh-27 electrical current voltage wire range 15a  300v 30-14awg 16a 750v 2.5mm 2 stranded 4.0mm 2 solid installation data screw size m3 pcb hole size 1.3mm torque 0.5nm stripping lgth. 7.1mm (4.5 lbf-in.) material body pa6.8 screw galvanized steel flammability class ul94v-0 terminal tin-plated brass temperature limit 105 ? c ul clamp nickeled brass 125 ? c iec color green pin spacing: 7.50mm orientation: horizontal clamp type: screw cage design: modular  16a factory wiring - ul  16a factory wiring - ul fixed pcb blocks 100 100 50 50 50 50 50 50 50 50 50 20 20 20 20 100 100 50 50 50 50 50 50 50 50 50 20 20 20 20

 altech corp. ? � 35 royal road � flemington, nj 08822-6000 � phone (908)806-9400 � fax (908)806-9490 � www.altechcorp.com dimensions dimensions 20 d h l c k g p/2 a m p/2 p b i j o p/2 m p/2  1.5 1 a = = p b 1.8 r0.3 1 l d  1.5 h c g k i j o a 16.80 mm b 15.00 mm c 8.90 mm d 1.40 mm e f g 4.00 mm h 10.80 mm i 2.80 mm j 2.80 mm k 3.80 mm l 0.70 mm m 0.90 mm n o 4.60 mm p 7.50 mm a 16.80 mm b 15.00 mm c 8.90 mm d 2.30 mm e f g 4.00 mm h 10.80 mm i 2.80 mm j 2.80 mm k 3.80 mm l 0.70 mm m 0.90 mm n o 4.60 mm p 7.50 mm electrical current voltage wire range 15a  300v 30-14awg 16a 750v 2.5mm 2 stranded 4.0mm 2 solid installation data screw size m3 pcb hole size 1.3mm torque 0.5nm stripping lgth. 7.1mm (4.5 lbf-in.) material body pa6.8 screw galvanized steel flammability class ul94v-0 terminal tin-plated brass temperature limit 105 ? c ul clamp nickeled brass 125 ? c iec color green pin spacing: 7.50mm orientation: horizontal clamp type: screw cage design: modular  16a factory wiring - ul  16a factory wiring - ul no. poles cat. # length (b) (mm) std. pk. 2 mhe-272 15.0 3 mhe-273 22.5 4 mhe-274 30.0 5 mhe-275 37.5 6 mhe-276 45.0 7 mhe-277 52.5 8 mhe-278 60.0 9 mhe-279 67.5 10 mhe-2710 75.0 11 mhe-2711 82.5 12 mhe-2712 90.0 13 mhe-2713 97.5 14 mhe-2714 105.0 15 mhe-2715 112.5 16 mhe-2716 120.0 mhe-27 electrical current voltage wire range 15a  300v 30-14awg 16a 450v 2.5mm 2 stranded 4.0mm 2 solid installation data screw size m3 pcb hole size 1.3mm torque 0.5nm stripping lgth. 7.1mm (4.5 lbf-in.) material body pa6.8 screw galvanized steel flammability class ul94v-0 terminal tin-plated brass temperature limit 105 ? c ul clamp nickeled brass 125 ? c iec color green pin spacing: 7.50mm orientation: reverse horizontal clamp type: screw cage design: modular no. poles cat. # length (b) (mm) std. pk. 2 mhr-272 15.0 3 mhr-273 22.5 4 mhr-274 30.0 5 mhr-275 37.5 6 mhr-276 45.0 7 mhr-277 52.5 8 mhr-278 60.0 9 mhr-279 67.5 10 mhr-2710 75.0 11 mhr-2711 82.5 12 mhr-2712 90.0 13 mhr-2713 97.5 14 mhr-2714 105.0 15 mhr-2715 112.5 16 mhr-2716 120.0 mhr-27 fixed pcb blocks 100 100 50 50 50 50 50 50 50 50 50 20 20 20 20 100 100 50 50 50 50 50 50 50 50 50 20 20 20 20

 altech corp. ? � 35 royal road � flemington, nj 08822-6000 � phone (908)806-9400 � fax (908)806-9490 � www.altechcorp.com dimensions a 20.00 mm b 15.00 mm c 14.00 mm d 5.00 mm e 9.20 mm f 8.00 mm g 4.60 mm h 16.00 mm i 2.80 mm j 2.80 mm k 3.80 mm l 0.70 mm m 0.90 mm n o 6.80 mm p 7.50 mm 21 a h e g f p/2 p/2 b d lxm c p i j o no. poles cat. # length (b) (mm) std. pk. 2 mi-272 15.0 3 mi-273 22.5 4 mi-274 30.0 5 mi-275 37.5 6 mi-276 45.0 7 mi-277 52.5 8 mi-278 60.0 9 mi-279 67.5 10 mi-2710 75.0 11 mi-2711 82.5 12 mi-2712 90.0 13 mi-2713 97.5 14 mi-2714 105.0 15 mi-2715 112.5 16 mi-2716 120.0 pin spacing: 7.50mm orientation: 35 ? clamp type: screw cage design: modular mi-27 electrical current voltage wire range 15a  300v 30-14awg 16a 750v 2.5mm 2 stranded 4.0mm 2 solid installation data screw size m3 pcb hole size 1.3mm torque 0.5nm stripping lgth. 9.3mm (4.5 lbf-in.) material body pa6.8 screw galvanized steel flammability class ul94v-0 terminal tin-plated brass temperature limit 105 ? c ul clamp nickeled brass 125 ? c iec color green  16a factory wiring - ul  25a factory wiring - ul fixed pcb blocks dimensions m p p/2 a b h d l k c g i j o a 21.00 mm b 15.24 mm c 12.50 mm d 4.20 mm e f g 4.10 mm h 9.50 mm i 3.10 mm j 3.90 mm k 4.70 mm l 0.80 mm m 0.90 mm n o 3.30 mm p 7.62 mm electrical current voltage wire range 20a  300v 30-12awg 25a 750v 4.0mm 2 stranded 6.0mm 2 solid installation data screw size m3 pcb hole size 1.3mm torque 0.5nm stripping lgth. 9.8mm (4.5 lbf-in.) material body pa6.8 screw galvanized steel flammability class ul94v-0 terminal tin-plated brass temperature limit 105 ? c ul clamp nickeled brass 125 ? c iec color green pin spacing: 7.62mm orientation: vertical clamp type: screw cage design: modular no. poles cat. # length (b) (mm) std. pk. 2 mv-472 15.2 3 mv-473 22.9 4 mv-474 30.5 5 mv-475 38.1 6 mv-476 45.7 7 mv-477 53.3 8 mv-478 61.0 9 mv-479 68.6 10 mv-4710 76.2 11 mv-4711 83.8 12 mv-4712 91.4 13 mv-4713 99.1 14 mv-4714 106.7 15 mv-4715 114.3 16 mv-4716 121.9 mv-47 100 100 50 50 50 50 50 50 50 50 50 20 20 20 20 100 100 50 50 50 50 50 50 50 50 50 20 20 20 20

 altech corp. ? � 35 royal road � flemington, nj 08822-6000 � phone (908)806-9400 � fax (908)806-9490 � www.altechcorp.com dimensions dimensions 22 0.6 a m p/2 l h g b p d e c k i j o n 0.6 p/2 a p b h d n e l c k g i o j a 19.00 mm b 15.24 mm c 12.50 mm d 4.80 mm e 7.70 mm f g 5.00 mm h 13.50 mm i 2.80 mm j 4.00 mm k 4.00 mm l 0.80 mm m 1.00 mm n 11.50 mm o 3.90 mm p 7.62 mm a 19.00 mm b 15.24 mm c 12.50 mm d 16.50 mm e 2.50 mm f g 4.00 mm h 13.50 mm i 2.80 mm j 4.00 mm k 4.00 mm l 0.80 mm m 1.00 mm n 11.50 mm o 3.90 mm p 7.62 mm electrical current voltage wire range 15a  300v 30-14awg 24a 750v 2.5mm 2 stranded 4.0mm 2 solid installation data screw size m3 pcb hole size 1.5mm torque 0.5nm stripping lgth. 9.5mm (4.5 lbf-in.) material body pa6.8 screw galvanized steel flammability class ul94v-0 terminal tin-plated brass temperature limit 105 ? c ul clamp nickeled brass 125 ? c iec color green pin spacing: 7.62mm orientation: vertical clamp type: screw cage design: modular no. poles cat. # length (b) (mm) std. pk. 2 mvsp-272 15.2 3 mvsp-273 22.9 4 mvsp-274 30.5 5 mvsp-275 38.1 6 mvsp-276 45.7 7 mvsp-277 53.3 8 mvsp-278 61.0 9 mvsp-279 68.6 10 mvsp-2710 76.2 11 mvsp-2711 83.8 12 mvsp-2712 91.4 13 mvsp-2713 99.1 14 mvsp-2714 106.7 15 mvsp-2715 114.3 16 mvsp-2716 121.9 mvsp-27 electrical current voltage wire range 15a  300v 30-14awg 24a 750v 2.5mm 2 stranded 4.0mm 2 solid installation data screw size m3 pcb hole size 1.5mm torque 0.5nm stripping lgth. 9.5mm (4.5 lbf-in.) material body pa6.8 screw galvanized steel flammability class ul94v-0 terminal tin-plated brass temperature limit 105 ? c ul clamp nickeled brass 125 ? c iec color green pin spacing: 7.62mm orientation: horizontal clamp type: screw cage design: modular no. poles cat. # length (b) (mm) std. pk. 2 mhsp-272 15.2 3 mhsp-273 22.9 4 mhsp-274 30.5 5 mhsp-275 38.1 6 mhsp-276 45.7 7 mhsp-277 53.3 8 mhsp-278 61.0 9 mhsp-279 68.6 10 mhsp-2710 76.2 11 mhsp-2711 83.8 12 mhsp-2712 91.4 13 mhsp-2713 99.1 14 mhsp-2714 106.7 15 mhsp-2715 114.3 16 mhsp-2716 121.9 mhsp-27 fixed pcb blocks  20a factory wiring - ul  20a factory wiring - ul 100 100 50 50 50 50 50 50 50 50 50 20 20 20 20 100 100 50 50 50 50 50 50 50 50 50 20 20 20 20

 altech corp. ? � 35 royal road � flemington, nj 08822-6000 � phone (908)806-9400 � fax (908)806-9490 � www.altechcorp.com 23 fixed pcb blocks dimensions   l m b p/2 d h p c k g a i o j a 21.00 mm b 19.04 mm c 12.50 mm d 4.20 mm e f g 4.10 mm h 9.50 mm i 3.10 mm j 3.90 mm k 4.70 mm l 0.80 mm m 0.90 mm n o 3.30 mm p 9.52 mm no. poles cat. # length (b) (mm) std. pk. 2 mv-492 19.0 3 mv-493 28.6 4 mv-494 38.1 5 mv-495 47.6 6 mv-496 57.1 7 mv-497 66.6 8 mv-498 76.2 9 mv-499 85.7 10 mv-4910 95.2 11 mv-4911 104.7 12 mv-4912 114.2 13 mv-4913 123.8 14 mv-4914 133.3 15 mv-4915 142.8 16 mv-4916 152.3 pin spacing: 9.52mm/ 19.04mm* orientation: vertical clamp type: screw cage design: modular mv-49 electrical current voltage wire range 20a  300v 30-12awg 25a 750v 4.0mm 2 stranded 6.0mm 2 solid installation data screw size m3 pcb hole size 1.3mm torque 0.5nm stripping lgth. 9.8mm (4.5 lbf-in.) material body pa6.8 screw galvanized steel flammability class ul94v-0 terminal tin-plated brass temperature limit 105 ? c ul clamp nickeled brass 125 ? c iec color green  25a factory wiring - ul *19.04mm pin spacing available dimensions h g l d c k a 1/4p p b o i j a 13.50 mm b 15.00 mm c 8.00 mm d 4.00 mm e f g 4.10 mm h 8.10 mm i 2.60 mm j 2.00 mm k 3.40 mm l 1.10 mm m 0.70 mm n o 1.70 mm p 10.00 mm electrical current voltage wire range 10a 600v 30-16awg 17.5a 750v 1.5mm 2 stranded 2.5mm 2 solid installation data screw size m2.5 pcb hole size 1.5mm torque 0.4nm stripping lgth. 6.8mm (3.6 lbf-in.) material body pa6.8 screw galvanized steel flammability class ul94v-0 terminal tin-plated brass temperature limit 105 ? c ul wire protector tin-plated 125 ? c iec bronze color green no. poles cat. # length (b) (mm) std. pk. 2 mveb-152 15.0 3 mveb-153 25.0 4 mveb-154 35.0 5 mveb-155 45.0 6 mveb-156 55.0 7 mveb-157 65.0 8 mveb-158 75.0 9 mveb-159 85.0 10 mveb-1510 95.0 11 mveb-1511 105.0 12 mveb-1512 115.0 mveb-15 pin spacing: 10.00mm orientation: vertical clamp type: box with wire protector design: modular 100 100 50 50 50 50 50 50 50 50 50 20 20 20 20 100 50 50 50 50 50 20 20 20 20 20

 altech corp. ? � 35 royal road � flemington, nj 08822-6000 � phone (908)806-9400 � fax (908)806-9490 � www.altechcorp.com 24 dimensions l g d p/4 p/4 p k c b h a i m o j a 16.80 mm b 15.00 mm c 8.90 mm d 4.35 mm e f g 4.50 mm h 10.80 mm i 2.80 mm j 2.80 mm k 3.80 mm l 0.70 mm m 0.90 mm n o 4.60 mm p 10.00 mm no. poles cat. # length (b) (mm) std. pk. 2 mveb-252 15.0 3 mveb-253 25.0 4 mveb-254 35.0 5 mveb-255 45.0 6 mveb-256 55.0 7 mveb-257 65.0 8 mveb-258 75.0 9 mveb-259 85.0 10 mveb-2510 95.0 11 mveb-2511 105.0 12 mveb-2512 115.0 pin spacing: 10.00mm orientation: vertical clamp type: screw cage design: modular mveb-25 electrical current voltage wire range 15a  600v 30-14awg 16a 750v 2.5mm 2 stranded 4.0mm 2 solid installation data screw size m3 pcb hole size 1.3mm torque 0.5nm stripping lgth. 7.1mm (4.5 lbf-in.) material body pa6.8 screw galvanized steel flammability class ul94v-0 terminal tin-plated brass temperature limit 105 ? c ul clamp nickeled brass 125 ? c iec color green  16a factory wiring - ul fixed pcb blocks dimensions p/4 a p/4 p b k g c h l d i m o j a 16.80 mm b 15.00 mm c 8.90 mm d 1.40 mm e f g 4.00 mm h 10.80 mm i 2.80 mm j 2.80 mm k 3.80 mm l 0.70 mm m 0.90 mm n o 4.60 mm p 10.00 mm electrical current voltage wire range 15a  600v 30-14awg 16a 750v 2.5mm 2 stranded 4.0mm 2 solid installation data screw size m3 pcb hole size 1.3mm torque 0.5nm stripping lgth. 7.1mm (4.5 lbf-in.) material body pa6.8 screw galvanized steel flammability class ul94v-0 terminal tin-plated brass temperature limit 105 ? c ul clamp nickeled brass 125 ? c iec color green no. poles cat. # length (b) (mm) std. pk. 2 mheb-252 15.0 3 mheb-253 25.0 4 mheb-254 35.0 5 mheb-255 45.0 6 mheb-256 55.0 7 mheb-257 65.0 8 mheb-258 75.0 9 mheb-259 85.0 10 mheb-2510 95.0 11 mheb-2511 105.0 12 mheb-2512 115.0 mheb-25 pin spacing: 10.00mm orientation: horizontal clamp type: screw cage design: modular  16a factory wiring - ul 100 50 50 50 50 50 20 20 20 20 20 100 50 50 50 50 50 20 20 20 20 20

 altech corp. ? � 35 royal road � flemington, nj 08822-6000 � phone (908)806-9400 � fax (908)806-9490 � www.altechcorp.com 25 fixed pcb blocks dimensions b p g h d l k c a i m o j p/4 a 16.00 mm b 15.24 mm c 11.00 mm d 5.00 mm e f g 4.50 mm h 9.40 mm i 2.80 mm j 2.80 mm k 3.80 mm l 0.70 mm m 0.90 mm n o 3.60 mm p 10.16 mm no. poles cat. # length (b) (mm) std. pk. 2 mvb-252 15.2 3 mvb-253 25.4 4 mvb-254 35.6 5 mvb-255 45.7 6 mvb-256 55.9 7 mvb-257 66.0 8 mvb-258 76.2 9 mvb-259 86.4 10 mvb-2510 96.5 11 mvb-2511 106.7 12 mvb-2512 116.8 pin spacing: 10.16mm orientation: vertical clamp type: screw cage design: modular mvb-25 electrical current voltage wire range 15a  300v 30-14awg 16a 750v 2.5mm 2 stranded 4.0mm 2 solid installation data screw size m3 pcb hole size 1.3mm torque 0.5nm stripping lgth. 8.3mm (4.5 lbf-in.) material body pa6.8 screw galvanized steel flammability class ul94v-0 terminal tin-plated brass temperature limit 105 ? c ul clamp nickeled brass 125 ? c iec color green  16a factory wiring - ul dimensions b a c d g k h p/4 p m l i o j a 16.00 mm b 15.24 mm c 11.00 mm d 2.00 mm e f g 4.00 mm h 9.40 mm i 2.80 mm j 2.80 mm k 3.80 mm l 0.70 mm m 0.90 mm n o 3.60 mm p 10.16 mm electrical current voltage wire range 15a  300v 30-14awg 16a 750v 2.5mm 2 stranded 4.0mm 2 solid installation data screw size m3 pcb hole size 1.3mm torque 0.5nm stripping lgth. 8.3mm (4.5 lbf-in.) material body pa6.8 screw galvanized steel flammability class ul94v-0 terminal tin-plated brass temperature limit 105 ? c ul clamp nickeled brass 125 ? c iec color green no. poles cat. # length (b) (mm) std. pk. 2 mhb-252 15.2 3 mhb-253 25.4 4 mhb-254 35.6 5 mhb-255 45.7 6 mhb-256 55.9 7 mhb-257 66.0 8 mhb-258 76.2 9 mhb-259 86.4 10 mhb-2510 96.5 11 mhb-2511 106.7 12 mhb-2512 116.8 mhb-25 pin spacing: 10.16mm orientation: horizontal clamp type: screw cage design: modular  16a factory wiring - ul 100 50 50 50 50 50 20 20 20 20 20 100 50 50 50 50 50 20 20 20 20 20

 altech corp. ? � 35 royal road � flemington, nj 08822-6000 � phone (908)806-9400 � fax (908)806-9490 � www.altechcorp.com 26 dimensions b p p/4 k h c e m g n a i l o j a 16.00 mm b 15.24 mm c 11.00 mm d e 5.00 mm f g 4.50 mm h 9.40 mm i 2.80 mm j 2.80 mm k 3.80 mm l 0.70 mm m 0.90 mm n 3.40 mm o 3.60 mm p 10.16 mm no. poles cat. # length (b) (mm) std. pk. 2 mvb-252-d 15.2 3 mvb-253-d 25.4 4 mvb-254-d 35.6 5 mvb-255-d 45.7 6 mvb-256-d 55.9 7 mvb-257-d 66.0 8 mvb-258-d 76.2 9 mvb-259-d 86.4 10 mvb-2510-d 96.5 11 mvb-2511-d 106.7 12 mvb-2512-d 116.8 pin spacing: 10.16mm orientation: vertical clamp type: screw cage design: modular mvb-25-d electrical current voltage wire range 15a  300v 30-14awg 24a 750v 2.5mm 2 stranded 4.0mm 2 solid installation data screw size m3 pcb hole size 1.3mm torque 0.5nm stripping lgth. 8.3mm (4.5 lbf-in.) material body pa6.8 screw galvanized steel flammability class ul94v-0 terminal tin-plated brass temperature limit 105 ? c ul clamp nickeled brass 125 ? c iec color green  16a factory wiring - ul  18a factory wiring - ul fixed pcb blocks dimensions dimensions a p/4 m p/4 h g d l i b p k c e o j a 29.50 mm b 15.24 mm c 22.00 mm d 5.30 mm e 15.24 mm f g 4.70 mm h 16.00 mm i 2.80 mm j 2.80 mm k 3.80 mm l 0.70 mm m 0.90 mm n o 3.60 mm p 10.16 mm electrical current voltage wire range 15a  300v 30-14awg 16a 750v 2.5mm 2 stranded 4.0mm 2 solid installation data screw size m3 pcb hole size 1.3mm torque 0.5nm stripping lgth. 8.3mm (4.5 lbf-in.) material body pa6.8 screw galvanized steel flammability class ul94v-0 terminal tin-plated brass temperature limit 105 ? c ul clamp nickeled brass 125 ? c iec color green no. poles cat. # length (b) (mm) std. pk. 4 mvdkb-252 15.2 6 mvdkb-253 25.4 8 mvdkb-254 35.6 10 mvdkb-255 45.7 12 mvdkb-256 55.9 14 mvdkb-257 66.0 16 mvdkb-258 76.2 18 mvdkb-259 86.4 20 mvdkb-2510 96.5 22 mvdkb-2511 106.7 24 mvdkb-2512 116.8 mvdkb-25 pin spacing: 10.16mm orientation: vertical-double level clamp type: screw cage design: modular-aligned 100 50 50 50 50 50 20 20 20 20 20 100 50 50 50 20 20 20 20 10 10 10

 altech corp. ? � 35 royal road � flemington, nj 08822-6000 � phone (908)806-9400 � fax (908)806-9490 � www.altechcorp.com 27 fixed pcb blocks dimensions l e d k c n i g h p/4 p b a m p/4 o j a 29.50 mm b 17.78 mm c 22.00 mm d 5.30 mm e 15.24 mm f g 4.70 mm h 16.00 mm i 2.80 mm j 2.80 mm k 3.80 mm l 0.70 mm m 0.90 mm n 15.24 mm o 3.60 mm p 10.16 mm no. poles cat. # length (b) (mm) std. pk. 4 mvdb-252 17.8 6 mvdb-253 30.5 8 mvdb-254 43.2 10 mvdb-255 55.9 12 mvdb-256 68.6 14 mvdb-257 81.3 16 mvdb-258 94.0 18 mvdb-259 106.7 20 mvdb-2510 119.4 22 mvdb-2511 132.1 24 mvdb-2512 144.8 pin spacing: 10.16mm orientation: vertical-double level clamp type: screw cage design: modular mvdb-25 electrical current voltage wire range 15a  300v 30-14awg 16a 750v 2.5mm 2 stranded 4.0mm 2 solid installation data screw size m3 pcb hole size 1.3mm torque 0.5nm stripping lgth. 8.3mm (4.5 lbf-in.) material body pa6.8 screw galvanized steel flammability class ul94v-0 terminal tin-plated brass temperature limit 105 ? c ul clamp nickeled brass 125 ? c iec color green  16a factory wiring - ul dimensions l d k n i f p m p/4 h o g p/4 b a c e j 3.6 mm a 43.00 mm b 17.78 mm c 34.00 mm d 5.30 mm e 15.24 mm f 10.16 mm g 4.50 mm h 16.00 mm i 2.80 mm j 2.80 mm k 3.80 mm l 0.70 mm m 0.90 mm n 15.24 mm o 29.50 mm p 10.16 mm electrical current voltage wire range 15a  300v 30-14awg 16a 750v 2.5mm 2 stranded 4.0mm 2 solid installation data screw size m3 pcb hole size 1.3mm torque 0.5nm stripping lgth. 8.3mm (4.5 lbf-in.) material body pa6.8 screw galvanized steel flammability class ul94v-0 terminal tin-plated brass temperature limit 105 ? c ul clamp nickeled brass 125 ? c iec color green no. poles cat. # length (b) (mm) std. pk. 6 mvtb-252 17.8 9 mvtb-253 30.5 12 mvtb-254 43.2 15 mvtb-255 55.9 18 mvtb-256 68.6 21 mvtb-257 81.3 24 mvtb-258 94.0 27 mvtb-259 106.7 30 mvtb-2510 119.4 33 mvtb-2511 132.1 36 mvtb-2512 144.8 mvtb-25 pin spacing: 10.16mm orientation: vertical-triple level clamp type: screw cage design: modular  16a factory wiring - ul 100 50 50 50 20 20 20 20 10 10 10 50 30 30 30 15 15 15 15 5 5 5
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 altech corp.  ?35 royal road ?flemington, nj 08822-6000 ?phone (908)806-9400 ?fax (908)806-9490 ?www.altechcorp.com 51 degrees celsius versus degrees fahrenheit  c  f  c  f  c  f  c  f  c  f  c  f  c  f  c  f  c  f -80 -112.0 -20  4.0 5 41.0 30 86.0 55 131.0 80 176.0 105 221.0 130 266.0 200 392 -70 -94.0 -19  2.2 6 42.8 31 87.8 56 132.8 81 177.8 106 222.8 131 267.8 210 410 -60 -65.0 -18  0.4 7 44.6 32 89.6 57 134.6 82 179.6 107 224.6 132 269.6 220 428 -50 -58.0 -17 +1.4 8 46.4 33 91.4 58 136.4 83 181.4 108 226.4 133 271.4 230 446 -45 -49.1 -16 3.2 9 48.2 34 93.2 59 138.2 84 183.2 109 228.2 134 273.2 240 464 -40 -40.0 -15 5.0 10 50.0 35 95.0 60 140.0 85 185.0 110 230.0 135 275.0 250 482 -39 -38.2 -14 6.8 11 51.8 36 96.8 61 141.8 86 186.8 111 231.8 136 276.8 300 572 -38 -36.4 -13 8.6 12 53.6 37 98.6 62 143.6 87 188.6 112 233.6 137 278.6 350 662 -37 -34.6 -12 10.4 13 55.4 38 100.4 63 145.4 88 189.4 113 235.4 138 280.4 400 752 -36 -32.8 -11 12.2 14 57.2 39 102.2 64 147.2 89 192.2 114 237.2 139 282.2 500 932 -35 -31.0 -10 14.0 15 59.0 40 104.0 65 149.0 90 194.0 115 239.0 140 284.0 600 1112 -34 -29.2 -9 15.8 16 60.8 41 105.8 66 150.8 91 195.8 116 240.8 141 285.8 700 1292 -33 -27.4 -8 17.6 17 62.6 42 107.6 67 152.6 92 197.6 117 242.6 142 287.6 800 1472 -32 -25.6 -7 19.4 18 64.4 43 109.4 68 154.4 93 199.4 118 244.4 143 289.4 900 1652 -31 -23.8 -6 21.2 19 66.2 44 111.2 69 156.2 94 201.2 119 246.2 144 291.2 1000 1832 -30 -22.0 -5 23.0 20 68.0 45 113.0 70 158.0 95 203.0 120 248.0 145 293.0 1100 2012 -29 -22.0 -4 24.8 21 69.8 46 114.8 71 159.8 96 204.8 121 249.8 146 294.8 1200 2192 -28 -18.4 -3 26.6 22 71.6 47 116.6 72 161.6 97 206.6 122 251.6 147 296.6 1300 2372 -27 -16.6 -2 28.4 23 73.4 48 118.4 73 163.4 98 208.4 123 253.4 148 298.4 1400 2552 -26 -14.8 -1 30.2 24 75.2 49 120.2 74 165.2 99 210.2 124 255.2 149 300.2 1500 2732 -25 -13.0 0 32.0 25 77.0 50 122.0 75 167.0 100 212.0 125 257.0 150 302.0 1600 2912 -24 -11.2 1 33.8 26 78.8 51 123.8 76 168.8 101 213.8 126 258.8 160 320.0 1700 3092 -23 -9.4 2 35.6 27 80.6 52 125.6 77 170.6 102 215.6 127 260.6 170 338.0 1800 3272 -22 -7.6 3 37.4 28 82.4 53 127.4 78 172.4 103 217.4 128 262.4 180 356.0 1900 3452 -21 -5.8 4 39.2 29 84.2 54 129.2 79 174.2 104 219.2 129 264.2 190 374.0 2000 3632 conversion formula   f = 9/5  c + 32  c = 5/9(  f  32  ) commonly used metric and other useful conversions metric cross- american wire gauge metric cross- american wire gauge sectional areas a sections areasa cross-sectional equivalent awg or mcm cross-sectional equivalent awg or mcm area metric area area metric area mm2 mm2 mm2 mm2 0.519 0.653 0.823 1.04 1.31 1.65 2.08 2.62 3.31 4.17 5.26 6.63 8.37 10.55 13.30 16.77 20 awg 19 18 17 16 15 14 13 12 11 10 9 8 7 6 5 21.15 26.67 33.63 85.03 107.20 126.64 152.00 177.35 202.71 253.35 380.00 506.71 0.50 0.75 1.5 2.5 4.0 6.0 10.0 16.0 4 awg 3 2 3/0 4/0 250 mcm 300 350 400 500 750 1000 25.0 35.0 50.0 70.0 95.0 120.0 150.0 185.0 240.0 300.0 400.0 500.0 625.0 a  as per iec publ. 228 length inch [in.] x 25.4 =millimeters millimeters [mm] x 0.03937 =inches meters [m] x 3.281 =feet miles [mi] x 1.609 =kilometers kilometers [km] x 0.6214 =miles torque newtonmeter [nm] x 0.738 =lb-ft lb-ft x 1.356 =nm lb-in x 0.113 =nm oz-in x 0.0071 =nm power kilowatt [kw] x 1.341 =hp hp x 0.7457 =kw moment of inertia (wr2) lb-ft2 x 0.042 =kgm2 kilogrammeter2 23.720 =lb-ft2 [kgm2] weight mass and force newton [n] x 0.02248 =pound kilogram [kg] x 2.205 =pounds pound [lb] x 4.448 =n pound [lb] x 0.4536 =kg 67.43 2/0 53.48 1/0 42.41 1

 mouser electronics    authorized distributor      click to view pricing, inventory, delivery & lifecycle information:         altech:     ? mvt-255? mvt-257? mvt-253? mvt-259? mvt-252? mvt-256? mvt-258? mvt-254? mvb-2511-d? mv-4714? mv- 4712? mv-4716? mv-4710? mv-4715? mv-4711? mv-4713? mi-2516 (45)? mveb-1510? mveb-1512? mveb-1511? mi- 2516 (35)? mv-2510/-8.-7? mi-253 (45)? mi-253 (35)? mv-2711? mv-2715? mv-2713? mv-2714? mv-2710? mv-2712? mv- 2716? mv-2517-d? mvi-5? mvi-9? mvi-7? mvi-3? mvi-2? mvi-6? mvi-4? mvi-8? mv-2521-d? mi-2516 (5.00)? mv-259-d? mvtb-2510? mvtb-2512? mvtb-2511? mi-259(5.00)? mv-2511-d? mveb-257? mveb-253? mveb-255? mveb-259? mveb-252? mveb-256? mveb-258? mveb-254? mv-2523-d? mvb-258-d? mvs-1524? mvs-1521? mvs-1522? mvs- 1520? mvs-1523? mv-257-d? mvs-1512? mt-2103-10-c? mvs-1513? mvs-1515? mvs-1519? mvs-1514? mvs-1518? mvs-1510? mvs-1516? mvs-1517? mvs-1511? mv-2519-d? mi-274? mi-273? mi-277? mi-275? mi-279? mi-278? mi-272? mi-276? mi-252 (35)? mv-253-d? mv-2515-d? mv-475? mv-479? mv-477? mv-473? mv-472? mv-476? mv-474? mv-478? mvb-254-d? mv-494? mv-498? mv-496? mv-492
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