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		  Datasheet File OCR Text:


		  features ? low on-resistance. ? ultrahigh-speed switching. ? 4v drive. specifications absolute maximum ratings  at ta=25  c parameter symbol conditions ratings unit drain-to-source voltage v dss --60 v gate-to-source voltage v gss  20 v drain current (dc) i d -- 1 a drain current (pulse) i dp pw  10 m s, duty cycle  1% --4 a allowable power dissipation p d mounted on a ceramic board (900mm 2 5 0.8mm) 1 w channel temperature tch 150  c storage temperature tstg --55 to +150  c electrical characteristics   at ta=25  c ratings parameter symbol conditions min typ max unit drain-to-source breakdown voltage v (br)dss i d =--1ma, v gs =0 --60 v zero-gate voltage drain current i dss v ds =--60v, v gs =0 --1 m a gate-to-source leakage current i gss v gs =  16v, v ds =0  10 m a cutoff voltage v gs (off) v ds =--10v, i d =--1ma --1.2 --2.6 v forward transfer admittance ? yfs ? v ds =--10v, i d =--0.5a 0.6 1.2 s r ds (on)1 i d =--0.5a, v gs =--10v 0.58 0.76 w static drain-to-source on-state resistance r ds (on)2 i d =--0.5a, v gs =--4v 0.78 1.1 w input capacitance ciss v ds =--20v, f=1mhz 180 pf output capacitance coss v ds =--20v, f=1mhz 15 pf reverse transfer capacitance crss v ds =--20v, f=1mhz 11 pf turn-on delay time t d (on) see specified test circuit. 8 ns rise time t r see specified test circuit. 3 ns turn-off delay time t d (off) see specified test circuit. 30 ns fall time t f see specified test circuit. 25 ns marking : jy CPH3323 smd type smd type smd type smd type smd type smd type smd type smd type smd type smd type product specification 1 of 1 4008-318-123 sales@twtysemi.com http://www.twtysemi.com parameters) listed in products specifications of any and all ty products described or contained ty assumes no responsibility for equipment failures that result from using products at values that any ty products described or contained herein in such applications. physical and/or material damage. consult with your ty representative nearest you before using any and all ty products described or contained herein do not have specifications that can handle applications that require extremely high levels of reliability, such as life-support systems, aircraft's control systems, or other applications whose failure can be reasonably expected to result in serious exceed, even momentarily, rated values (such as maximum ratings, operating condition ranges, or other herein.
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