

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						040500			2SK30			MC1455			F2047			HD6345			ST75C185			HVR8000			371903			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				SM8S11A Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		 

 sm8s43ca                47.8 58.4 5.0 43 10 150 86.0 76.7 sm8s40ca                44.4 54.3 5.0 40 10 150 92.4 71.4 sm8s36ca                40.0 48.9 5.0 36 10 150 103 64.3 sm8s33ca                36.7 44.9 5.0 33 10 150 112 59.0 sm8s30ca                33.3 40.7 5.0 30 10 150 123 53.5 sm8s28ca                31.1 38.0 5.0 28 10 150 132 50.1 sm8s26ca                28.9 35.3 5.0 26 10 150 142 46.6 sm8s24xca                26.7 32.6 5.0 24 10 150 153 43.0 sm8s22ca                24.4 29.8 5.0 22 10 150 168 39.4 sm8s20ca                22.2 27.1 5.0 20 10 150 184 35.8 sm8s18ca                20.0 24.4 5.0 18 10 150 205 32.2 sm8s17ca                18.9 23.1 5.0 17 10 150 216 30.5 sm8s16ca                17.8 21.8 5.0 16 10 150 229 28.8 sm8s15ca                16.7 20.4 5.0 15 10 150 245 26.9 sm8s14ca                15.6 19.1 5.0 14 10 150 256 25.8 sm8s13ca                14.4 17.6 5.0 13 10 150 277 23.8 sm8s12ca                13.3 16.3 5.0 12 10 150 300 22.0 sm8s11ca                12.2 14.9 5.0 11 10 150 328 20.1 sm8s10ca                11.1 13.6 5.0 10 15 250 351 18.8 electrical characteristics (t c = 25? unless otherwise noted) maximum maximum max. peak maximum reverse reverse pulse clamping device type breakdown voltage t est current stand-off leakage leakage current voltage at v (br) i t voltage at v wm at v wm at 10/1000  si ppm (v) v wm i d tc = 175 o c waveform v c min. max. (ma) (v) (  a) i d (  a) (a) (v)  sm8s10a 11.1 12.3 5.0 10 15 250 388 17.0 SM8S11A 12.2 13.5 5.0 11 10 150 363 18.2 sm8s12a 13.3 14.7 5.0 12 10 150 332 19.9 sm8s13a 14.4 15.9 5.0 13 10 150 307 21.5 sm8s14a 15.6 17.2 5.0 14 10 150 284 23.2 sm8s15a 16.7 18.5 5.0 15 10 150 270 24.4 sm8s16a 17.8 19.7 5.0 16 10 150 254 26.0 sm8s17a 18.9 20.9 5.0 17 10 150 239 27.6 sm8s18a 20.0 22.1 5.0 18 10 150 226 29.2 sm8s20a 22.2 24.5 5.0 20 10 150 204 32.4 sm8s22a 24.4 26.9 5.0 22 10 150 186 35.5 sm8s24a 26.7 29.5 5.0 24 10 150 170 38.9 sm8s26a 28.9 31.9 5.0 26 10 150 157 42.1 sm8s28a 31.1 34.4 5.0 28 10 150 145 45.4 sm8s30a 33.3 36.8 5.0 30 10 150 136 48.4 sm8s33a 36.7 40.6 5.0 33 10 150 124 53.3 sm8s36a 40.0 44.2 5.0 36 10 150 114 58.1 sm8s40a 44.4 49.1 5.0 40 10 150 102 64.5 sm8s43a 47.8 52.8 5.0 43 10 150 95.1 69.4 note: for all types maximum v f = 1.8v at i f = 100a measured on 8.3ms single half sine-wave or equivalent square wave, duty cycle = 4 pulses per minute maximum 2 of 3

 power derating curve 0 2.0 4.0 6.0 8.0 0 50 100 150 200 power dissipation (w) reverse surge power (w) pulse width (ms) ?1/2 i pp  exponential waveform 1,000 10,000 10 100 case temperature (  c) 0 50 100 150 0 10 20 30 40 input peak pulse current % time, ms (t) pulse waveform reverse power capability t a  = 25  c pulse width (t d ) is defined as  the point where the peak  current decays to 50% of i pp t d t r  = 10  s peak value i pp half value  i pp 2 load dump power characteristics (10ms exponential waveform) 0 2,000 1,000 3,000 4,000 5,000 6,000 25 50 75 100 125 150 175 load dump power (w) case temperature (  c) transient thermal impedance (  c/w) 0.01 110 100 10 1 100 0.01 0.1 t ?pulse width (sec.) 0.1 r  ja r  jc typical transient thermal  impedance 3 of 3
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