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		  Datasheet File OCR Text:


		  g-6 quick disconnect these plugs snap securely into  receptacle housings and release with a  simple pull.  two keying styles a single master key provides fast  mating in low-light situations, or specify  three keys for more polarizing options.  two shell styles integral platform for shield attachment  using the bandCmaster ?  ats  termination system, or an accessory  thread for attaching a strain relief. series 804 push-pull mighty mouse plug connector 804-001 & 804-002 ordering information how to order sample part number 804-001 -06 nf 9-19 s a series (see table i) 804-001  = plug with banding platform 804-002  = plug with accessory thread shell style -06  = plug shell material and finish c  = aluminum / black anodize (non-conductive); rohs compliant m  = aluminum / electroless nickel; rohs compliant mt  = aluminum / nickel-ptfe rohs compliant nf  = aluminum / cadmium with olive drab chromate znu  = aluminum / zinc-nickel with black chromate z1  = stainless steel / passivated; rohs compliant shell size - insert arrangement see contact arrangements page g-2 contact type connector supplied       connector supplied       connector supplied   without crimp contacts      with contacts         with 30 awg  crimp barrel a  = pin   , less c ontacts          p  = pin connector           g  = pin, crimp b  = socket   , less c ontacts        s  = socket connector          h  = socket, crimp connectors with contacts are supplied with signal and/or power crimp contacts.  these contacts are not installed. coaxial contacts and non-standard signal contacts are ordered separately. shell key positions (see table ii) omit  = single master key   a  = normal   b  = pos. b   c  = pos. c   d  = pos. d   e  = pos. e   f  = pos. f table i: series 804-001 plug with banding platform 804-002 plug with accessory thread  series 804 www.glenair.com   e-mail: sales@glenair.com glenair, inc.  ?  1211 air way  ?  glendale, ca 91201-2497  ?  818-247-6000  ?  fax 818-500-9912  ? 2014 glenair, inc.   series 80 mighty mouse  u.s. cage code 06324  printed in u.s.a. dimensions in inches (millimeters) are subject to change without notice. g 
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