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		  Datasheet File OCR Text:


		  detail specifications model o/p  v olt adj.   %  min. max. rated load(current) ripple  &  noise line reg. load reg. efficiency o.v .p . t rip point 1 4 2 3 5 RP20342S rp20341s v1: +5v   10% v2: +24v ------ v1: +5v   10% v2: +12v ------ 0a 0a 0a 0a 2a 1a 3a 1a 3a 1a 3a 1.5a 80mvp-p 150mvp-p 50mvp-p 100mvp-p  1%  2%  1%  2%  1%  4%  1%  4% 73% min. 73% min. ------------ ------------ 34 w atts ac       dc  switching  power  suppl y nf034 series features general specifications note: each output can provide up to maximum load, but total load can not exceed rated output power . line regulation is measured from low line to high line at rated load.load regulation is measured from 20% to 100% of rated load at 1 10v ac input. ef ficiency is measured at rated load and 1 10v ac input. hold-up time is measured at rated load and 1 10v ac input. with     are non-safety approval. reign   power   reserve   the   right   to   change   specifications   at   any   time   without   notice . ripple & noise are measured at 20mhz of bandwidth by using a 20cm long 12 twisted pair-wire terminated with a 0.1uf & 47uf parallel capacitor . 1. 2.3. 4. 5. 6.7. 8. c o n v e c t i o n c o o l e d 1 0 0 % b u r n - i n t e s t g r e a t r e l i a b i l i t y m o s f e t d e s i g n e d 3 5 0 , 0 0 0 h r s m t b f p e r m i l - h d b k - 2 1 7 f 2 y e a r s w a r r a n t y input range input frequency o inrush current (25  c) 90~264v ac 127~380vdc 20a/1 10v ac 40a/220v ac hold-up time overload protection  short protection output modify range: 3v~400vdc 16ms autorecovery automatic power limited autorecovery input output dimensions : 180(l) x 42(w) x 31.5(h)mm 47~440hz environments o p e r a t i n g   t e m p e r a t u r e o - 1 5 ~ 5 0 c ,  a m b i e n t o p e r a t i n g   h u m i d i t y 5 ~ 9 5 % r h , n o c o n d e n s i n g s t o r a g e   t e m p e r a t u r e o - 2 0 ~ 8 5 c ,  a m b i e n t v i b r a t i o n 2 g , 1 0 ~ 5 0 0 h z , 3 a x e s emc standards safety standards u l       1 9 5 0      a p p r o v a l c e      6 0 9 5 0  m a r k i n g w e b  : h t t p : / / w w w . s w i t c h i n g - p o w e r s . c o m e - m a i l : r p 2 1 0 0 3 f @ m s 7 . h i n e t . n e t t e l  : 8 8 6 - 2 - 2 2 9 9 7 5 5 0 f a x  : 8 8 6 - 2 - 2 2 9 9 7 5 9 6 e159228 split rail & series connection possible full documentation for safety application available en   5502 2   c las s   b en   6100 0- 3- 2   c las s   a   en   6100 0- 3- 3, en   5502 4   ( i ec   6100 0- 4- 2, i ec   6100 0- 4- 3 i ec   6100 0- 4- 4, i ec   6100 0- 4- 5 i ec   6100 0- 4- 6, i ec   6100 0- 4- 8 i ec   6100 0- 4- 1 1)  
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