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		  Datasheet File OCR Text:


		    s pe - 11 - 8 - 110/ c /ss            page  1   of  8     specification     part no.         :   tg.22.0112     product name     :    penta - band cellular connector mount  monopole helical   gsm - dcs - pcs - umts - cdma - gprs - edge - hspa   800mhz ~2200 mhz            features         :   0 dbi gain   sma (m) fixed right angle   plug, 50 ohms   rohs compliant       photo       :                              

   s pe - 11 - 8 - 110/ c /ss            page  2   of  8     1.   introduction      the tg. 22 .0112   penta - band gsm - dcs - pcs - umts - cdma - gprs - edge - hspa 800mhz to   2200mhz  monopole helical   antenna is a quality robust antenna with high gain in small  form factor.     connection is made via fixe d right angle sma(m)  connector w ith a hardened waterproof  pu   casing, this antenna is the ideal gsm antenna for telematics devices .       2.   antenna  performance   2.1  electrical specifications   no   parameter   specification   1   frequency range   800mhz to 2200mhz   2   bands   gsm - dcs - pcs - umts - cdm a - gprs - edge - hspa   3   vswr    2.3   4   power handling   2 0 w   5   polarization   linear   6   impedance   50 ohms   7   connector   sma(m)ra     2.2 environmental & mechanical characteristics     no   parameter   specification   1   temperature     - 40 c   to +85 c   2   radome colour   black   3   radome material   pu   4   weight   6g              

   s pe - 11 - 8 - 110/ c /ss            page  3   of  8   3.   performance measurements   3.1 return loss (db)    

   s pe - 11 - 8 - 110/ c /ss            page  4   of  8   3. 2   efficiency (db)                                         tg.22.0112           frequency    efficiency   824   6.27%   836   8.09%   849   10.76%   869   14.60%   880   16.19%   894   16.45%   900   17.70%   915   18.58%   925   18.62%   940   18.21%   960   16.00%           1575   21.75%           1710   29.50%   1750   29.13%   1785   29.94%   1805   30.52%   1840   31.18%   1850   32.10%   1880   32.01%   1910   33.35%   1920   34.33%   1930   34.01%   1950   35.90%   1960   35.87%   1980   36.71%   1990   37.07%   2110   41 .34%   2140   43.44%   2170   42.88%    

   s pe - 11 - 8 - 110/ c /ss            page  5   of  8   3.3 radiation pattern data     a.   radiation pattern, azimuth plane (xy)    

   s pe - 11 - 8 - 110/ c /ss            page  6   of  8                                                             b.   radiation pattern,  aligned at the connector    

   s pe - 11 - 8 - 110/ c /ss            page  7   of  8   4.   mechanical drawing       unit:mm     

   s pe - 11 - 8 - 110/ c /ss            page  8   of  8   5 .     installation      
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