

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						226X0			ES8155			SI4916DY			THC63LVD			T6300115			HD74LS12			R9070LF			BD860CS			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				803-001 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  f-6 series 803 mighty mouse ? turn bayonet plug  803-001 and 803-002 ordering information series 803 compact size and rugged design  make them suitable for light- to-medium duty applications where water immersion is not a consideration.  splashproof design withstands exposure to rain and condensation. bayonet  coupling mechanism uses a rotating coupling nut on the plug and three integral  bayonet pins on the receptacle. push to mate, then rotate the coupling nut 90 0  to  lock. connector shells are machined aluminum or stainless steel. supplied with  crimp contacts, packaged separately. terminate contacts with standard m22520  tools. metal clips inside the connector body lock contact into place. contacts are  removable. fluorosilicone seals and rear grommet protect  connector from water  ingress. terminate cable shield directly to connector body with band-master? ats  strap, or choose rear accessory thread to attach optional cable clamp or backshell.   available in shell sizes 5 through 14 in 46 contact arrangements. how to order sample part number 803-001 -06 nf 9-19 p n series (see table i) 803-001  = plug with banding platform 803-002  = plug with accessory thread shell style -06  = plug shell material and finish c  = aluminum / black anodize (non-conductive); rohs compliant m  = aluminum / electroless nickel; rohs compliant mt  = aluminum / nickel-ptfe rohs compliant nf  = aluminum / cadmium with olive drab chromate zn  = aluminum / zinc-nickel with olive drab chromate znu  = aluminum / zinc-nickel with black chromate z1  = stainless steel / passivated; rohs compliant ucr =  aluminum / zinc-cobalt with black chromate; rohs compliant shell size - insert arrangement see contact arrangements page f-2 contact type connector supplied with contacts   connector supplied without contacts p  = pin         a  = pin connector, less contacts s  = socket        b  = socket connector, less contacts connectors with contacts are supplied with signal and/or power crimp contacts. these contacts are not  installed. coaxial contacts and non-standard signal contacts are ordered separately. shell key positions (see table ii) n  = normal  x  = pos. x  y  = pos. y  z  = pos. z   table i: series 803-001 plug with banding platform 803-002 plug with accessory thread  series 803 www.glenair.com   e-mail: sales@glenair.com glenair, inc.  ?  1211 air way  ?  glendale, ca 91201-2497  ?  818-247-6000  ?  fax 818-500-9912  ? 2014 glenair, inc.   series 80 mighty mouse  u.s. cage code 06324  printed in u.s.a. dimensions in inches (millimeters) are subject to change without notice. f 
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