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		  Datasheet File OCR Text:


		  03-1   intel? celeron? j1900/ n2807 processor   flat screen with p-cap or resistive touch   easily expandable i/o by aaeon omni i/o modules   2-point multi-touch   aluminum design   ip65 compliant front bezel   fanless operation   support remote power on/off connector   vesa 100/ panel mount support 15.6 expandable hmi panel pc with intel? celeron? j1900/ n2807 processor system processor intel? celeron? j1900 ,2 ghz / n2807, 1.58 ghz system memory 204-pin ddr3l 1333mhz sodimm x 1, up to 8 gb (j1900), 4 gb (n2807) lcd/crt controller integrated in processor ethernet 10/100/1000base-tx, rj-45 x 2 i/o port usb type a x 1 for usb 3.0 usb type a x 3 for usb 2.0 sma antenna hole x 1 hdmi x 1 cfast? x 1 db-9 for rs-232/422/485 x 1 rj-45 x 2 for 10/100/1000base-tx db-15 x 1 for vga 3-pin terminal block x 1 for 9~30 v dc power input led power on/off switch x 1 (power on = orange, power off =n/a) storage disk drive cfast? socket x 1 sata 2.5 hdd bay x 1 expansion slot mini-card x 2 (full size)  os support windows? 7, wes 7, windows? 8, windows? 10, linux kernel 2.6.x or above mechanical construction aluminum front bezel + metal chassis mounting vesa 100/ panel mount dimension (mm) 16.54 x 10.43 x 2.36 (420 mm x 265 mm x  60 mm) gross weight 6.6 lb (3 kg) environmental operating temperature -20c~60c with industrial grade device (with 0.5 m/s air flow, according to  iec68-2-14, cpu: n2807) -20c~55c with industrial grade device (with 0.5 m/s air flow, according to  iec68-2-14, cpu: j1900) storage temperature -4f ~ 158f (-20c ~ 70c) storage humidity 90% @40c, non-condensing anti-vibration 1 grms/ 5 ~ 500 hz/ operation (hdd)    anti-shock 15 g peak acceleration (11 msec. duration) emc ce/fcc class a power supply dc input dc 9 ~ 30 v lcd display type 15.6" tft-lcd, led backlight max resolution 1366 x 768 max. colors 16.7m colors (8-bit for r,g,b) luminance 400 cd/m 2 viewing angle 160(h), 140(v) back light mtbf (hours) 50,000  touchscreen type p-cap/ 5-wire resistive    OMNI-2155 omni slot 9-30 v power connector rs-232/422/485 power button remote power connector usb 3.0 x 1  cfast? slot x 1 sma antenna hole x 1 hdmi usb 2.0 x 3 vga lan x 2 note: * ram not included * panel mount kit (optional)   note: all specifications are subject to change without notice. 03 industrial modular touch panel solutions features specifications

 03-2 part number display  type resolution view  angle backlight mtbf   (hours) cpu lan usb rs- 232/422/485 stogare ram display expansion mounting power temp. touch omni- 2155htt-a1-1010 15.6" tft  lcd 1366 x 768 170(h),  160(v) 50,000 intel? celeron?  j1900, 2 ghz 2 4 1 cfast? socket x 1  (easy-to-swap)   sata 2.5 hdd bay x 1  vga x 1   hdmi x 1 mini-card x 2  (full size) panel  mount/  vesa dc  9-30v -20c~55c with industrial grade  device (with 0.5 m/s air flow,  according to iec68-2-14) 5-wire  resistive    omni- 2155htt-a2-1010 15.6" tft  lcd 1366 x 768 170(h),  160(v) 50,000 intel? celeron?  n2807, 1.58 ghz 2 4 1 cfast? socket x 1  (easy-to-swap)   sata 2.5 hdd bay x 1  vga x 1   hdmi x 1 mini-card x 2  (full size) panel  mount/  vesa dc  9-30v -20c~60c with industrial grade  device (with 0.5 m/s air flow,  according to iec68-2-14) 5-wire  resistive    omni- 2155htt-a3-1010 15.6" tft  lcd 1366 x 768 170(h),  160(v) 50,000 intel? celeron?  j1900, 2 ghz 2 4 1 cfast? socket x 1  (easy-to-swap)   sata 2.5 hdd bay x 1  vga x 1   hdmi x 1 mini-card x 2  (full size) panel  mount/  vesa dc  9-30v -20c~55c with industrial grade  device (with 0.5 m/s air flow,  according to iec68-2-14) projected  capacitive omni- 2155htt-a4-1010 15.6" tft  lcd 1366 x 768 170(h),  160(v) 50,000 intel? celeron?  n2807, 1.58 ghz 2 4 1 cfast? socket x 1  (easy-to-swap)   sata 2.5 hdd bay x 1  vga x 1   hdmi x 1 mini-card x 2  (full size) panel  mount/  vesa dc  9-30v -20c~60c with industrial grade  device (with 0.5 m/s air flow,  according to iec68-2-14) projected  capacitive ordering information OMNI-2155  optional accessories ?  ap-ot9789la1000 lcd monitor stand 230mm, la-100 ?  1702031802 power cord (us type) ?  1702031803 power cord (european type) ?  170203180e power cord (japanese type) ?  1255900841 12v 84w power adapter w/ 3pin terminal block ?  9741215509 panel mount kit ?  1700021500 remote switch cable, 150 cm packing list ?  phoenix power connector ?  product dvd ?  OMNI-2155 ?  9761215500 2gb wide temperature dram (-40 c ~ 95c) ?  9761215501 4gb wide temperature dram (-40 c ~ 95c) ?  9761215502 8gb wide temperature dram (-40 c ~ 95c) **users should select the wide temperature dram  above and use wide temperature storage devices if  the OMNI-2155 is to be operated at over 40c. wide temperature dram ?  9741215501 wifi & sim card module (mini-card wifi module is  not included) ?  9741215502 dual lan module ?  9741215503 usb / com / lan module ?  9741215504 com port module ?  9741215505 isolated com port module ?  9741215506 dio module  ?  9741215507 can bus module ?  9741215508 audio module omni module (with aaeon interface)  www.aaeon.com note: all specifications are subject to change without notice. dimension unit: mm
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