

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						87C196			2SC2266			1N476			HSM550G			ST1S06PM			1B20UM			32F100			2SD201			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				C7608A Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  product data sheet     part number:  C7608A  revision level:  02  date:   may 18, 2006              1c 16 26/30 tc pvc  hook-up wire    a.  construction   diameters           1)    conductor:  #16 awg 26/30 tinned copper  0.060 n om.  2)    insulation:  0.016 wall polyvinyl chloride  0.09 2 nom. +/- 0.005  3)    print legend:  none    b.  industry approvals                 mil type w-76b                non qpl      c.  electrical properties           1)    temperature:  105 c  2)    conductor d.c. resistance:  4.39 ohms/1000 ft. n om. @ 20 c    note:  data are subject to change without notice.   contact your customer service representative for la test information. 
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