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		  Datasheet File OCR Text:


		  pras26 db-pras26-en-2013-10    1/7   ?  asm gmbh www.asm-sensor.com    posirot ?   pras26 magnetic angle sensor with analog output magnetic angle sensor 0 - 360     measurement range 0 - 360    protection class ip67 	 analog 	 output 	 compact, 	 low 	 profile 	 housing 	 	 non-contact 	 with 	 external 	 position 	 magnet 	 wear 	 free specifcations outputs                                                    current 4 ... 20 ma (3 wire)  measurement range 0 ... 15 to 0 ... 360 in 15 increments resolution 0.03 % (60 ... 360); 0.1 % (15 ... 45) repeatability 0.03 % (60 ... 360); 0.1 % (15 ... 45) linearity 0.5 % f.s. (typ.)  rated distance sensor / magnet depending on the position magnet protection class ip67 signal characteristics cw, ccw (characteristics see page 4) material epoxy glass fber, thermoplastic mounting screws m4 connection connector te3, 3-pin shock en60068-2-27:2010, 100 g/11 ms, 100 shocks vibration en60068-2-6:2008, 20 g 10 hz-2 khz, 10 cycles order code        model name measurement range 15 ... 360 in 15 increments 15 / 30 / 45 / ... / 345 / 360 output  (see page 3) u2b      = 0.5 ... 10 v  u6       = 0.5 ... 4.5 v ratiometric  i1b       = 4 ... 20 ma (3 wire) signal characteristics  (see page 4) cw     = signal increasing cw ccw    = signal increasing ccw connection 	 (see page 3) te3       = 3-pin connector, tyco electronics, type "slimseal" order code connector cable see page  7 order 	 example: 	 pras26 	 - 	 360 	 - 	 u6 	 - 	 cw 	 - 	 te3 voltage 0.5 ... 10 v  voltage 0.5 ... 4.5 v ratiometric                  

 s t atus ?n d eru n gen dat um nam e d a t u m n ame gezeic h n et ko nt r oll ier t n orm a s m a u t om at io n se n so r ik m e sst ec h n ik a s m   g m b h a m   ble i c hbach   1 8 - 2 2 d - 8 5 4 5 2   m oos inn i n g tel. :   08123 /986 - 0 a l lg emei nt oleran zen ma?s t a b bmc: bene n n u n g w e r kst o f f ,   h a lbzeug c t : zei c hn ungsnu mm e r   /  da te i blat t n i c h t   b e m a ? t e werkstckkan t e n din   6 7 8 4 - 0 , 1 - 0 , 2 + 0 , 1 + 0 , 2 12 16 26_ pras26  harg 1 _ 101_e mz.i d w 14. 05.20 1 3 schin dl er 1     /   1   a4 iso 1,5 : 1 ma cromel t   om63 8   schwa r z  (a sm0 0007) m a ?z e i c h nung   /   g e ne r a l   d r a w i n g 2 768-mh p r a s 2 6 h a rg1 sg  0 047   e   1 z e ich n u n g   i s t   e i gentu m   d e r   f irma  asm,  v e rvi e l f ?lti g u n g  nur  m i t  gen e h m i g ung sc hu t z ve rme rk   nac h  d i n   34  beac h t e n   ?   copyr i ght   by  a s m   gmbh positionsmagnet / position magnet 1 , 5 [ . 0 5 9 ] 6  [.23 6] 3 8 ? 0 , 05 1.496 ? . 0 0 2 [ ] 2 9 , 2 [ 1 . 1 5 0 ] 2 8  [1.102] ? 4 , 1 [ . 1 6 1 ] m a ?e             i n  mm [i n c h ] dimen s ion   in  mm  [inch ] 9,5   [.374] 48   [1.890] ? r 1 4 [ . 5 51 ] 2 0 [ . 7 8 7 ] 3 8 , 8 [ 1 . 5 2 8 ] 1 8 , 8 [ . 7 4 0 ] db-pras26-en-2013-10   2/7  ?  asm gmbh www.asm-sensor.com    posirot ?   pras26   dimensions outline drawing   pras26 weight without cable approx. 8 g. dimensions informative only. for guaranteed dimensions please consult factory. marking  

 u2b u6 i1b 2 3 1 db-pras26-en-2013-10   3/7  ?  asm gmbh www.asm-sensor.com    posirot ?   pras26   specifcation	 analog	output u6 voltage output 10 ... 90 % ratiometr. excitation voltage 5v dc  10 % excitation current 8 ma typ., 40 ma max. output voltage 10 ... 90 % of the excitation voltage output current 2 ma max. measuring rate 1 khz  standard stability (temperature) 50 x 10 -6  / c f.s. (typ.) for 90 ...360 100 x 10 -6  / c f.s. (typ.) for  db-pras26-en-2013-10   4/7  ?  asm gmbh www.asm-sensor.com    posirot ? pras26   characteristics	for	magnetic	angle	sensors output signal   (cw increasing) output signal  (ccw increasing) example	angular	 range 90 example	angular	  range 360 range  [] marking range  [] marking marking marking 

 j j k k sens or   /  sensor sensor  /   s e n so r 2 0 [ . 7 8 7 ] 3 0 [ 1 . 1 8 1 ] 4 , 5 [ . 1 7 7 ] 13  [ . 512 ] 3,5  [ . 138 ] ? 8 [ . 3 1 5 ] ? 4 , 5 [ . 1 7 7 ] 5   [ . 197 ] markierun g /   m ar k ing prmag20 a c b a c b db-pras26-en-2013-10   5/7  ?  asm gmb www.asm-sensor.com    posirot ?   pras26   position magnets eight 11 g appro.    moment o inertia 1.2 gmm 2 a misalignment o the position    magnet  has an eect on the linearit sensor position   magnet air gap  mm a paralle- lism   b error	by	axial	misalignment   c 0.2 mm 0.5 mm 1 mm 2 mm 3 mm 4 mm pras26 prmag20 0 ... 7 0 ... 5 0.1 0.3 0.7 2.0 4.6  prmag21 0 ... 2 0 ... 5 0.15 0.3 0.9 3.6 9.6  prmag22 0 ... 10 0 ... 5 0.0 0.0 0.7 1.5 3. 7.0 dimensions in mm  inch dimensions inormatie onl. or guaranteed dimensions please consult actor. 

 e e f f markieru ng  /   m a r k ing 2 2 3 6 5 6, 5 6 , 4 2 6 ? 4 , 5 ? 6 , 5 s e nso r   / s e nso r 1 5 prmag22 j j k k 6,6  [. 260] 2 , 7 [ . 1 0 6 ] 5 ,4   [ .213 ] ? ? 2,7  [.106] 3 , 7 [ . 1 4 6 ] 5 [ . 1 9 7 ] m a r k i eru n g  /   m a r k i n g sens or  /   sensor sens or   / sensor 8 [ . 3 1 5 ] 1 6 [ . 6 3 0 ] prmag21 d-pras26--2013-10   67  ?  asm gmb www.asm-sensor.com    posirot ?   pras26   position magnets eight 17 g appro.    moment o inertia 3 gm m 2 a misalignment o the position    magnet  has an eect on the linearit dimensions in mm  inch dimensions inormatie onl. or guaranteed dimensions please consult actor. eight 3 g appro.    moment o inertia 0.1 gmm 2 a misalignment o the position    magnet  has an eect on the linearit 

 conn-te-3f-g-litze-0,5m 3 1 2 db-pras26-en-2013-10   7/7  ?  asm gmbh www.asm-sensor.com    connector		 3-pin  this cable is supplied with a male 3-pin connector at one end and 3  wires at the other end. cross section 0.32 mm 2 . wire length 0.5 m. order code: length in m signal wiring 3-pin connector plug	connection	/	 wires 1 2 3 blue brown white posirot ?   pras26   connector 
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