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		  Datasheet File OCR Text:


		        features  high temperature  -  high voltage  ?  long life (10k hrs)      applications  switching po wer supplies  ?  electronic ballasts        operating temperature range  -40c to +105c   capacitance tolerance  + 20% at 120 hz, 20c  wvdc 160 200 250 350 400 450  surge voltage  svdc  200 250 300 400 450 500  wvdc 160 200 250 350 400 450  dissipation factor  120 hz, 20c  tan     .15 .15 .15 .2 .2 .2    2 minutes  leakage current  .02cv+10ua  rated wvdc  160 to 250  350 to 400  450  low temperature stability  impedance ratio  (120 hz)  -25c to +20c  6 7  9  10000 hours with rated voltage applied at 105c  capacitance change  < 20% of initial measured value  dissipation factor  < 200% of maximum specified value  load life    leakage current  < 100% of maximum specified value  1000 hours at 105c with no voltage applied   capacitance change  < 20% of initial measured value  dissipation factor  < 200% of maximum specified value  shelf life  leakage current  < 100% of maximum specified value  frequency (hz)    50 120 1k  10k 100k  ripple current multipliers  0.4 0.5 0.8  0.9  1.0               lead spacing vs. case  diameter  d  10  12.5  16  s  5.0 5.0 7.5  d  0.6 0.6 0.8  b  1.5 1.5 1.5           l 1 =l+1.5mm max (l 20mm )           d 1 =d+0.5mm max.           s 1 =s+0.5 mm     

 kfm +105c, high frequency low impedance/esr,8000 to 10000 hours capacitance (f) wvdc ic part number maximum esr () 120 hz, +20c maximum rms ripple current (a) 100 khz, +105c dims dxl (mm) 1 450 105kfm450mebb 331.573 50 6.3x11 1.5 400 155kfm400mebb 221.048 75 6.3x11 1.5 450 155kfm450mfh 221.048 80 8x11.5 1.8 400 185kfm400mebb 184.207 85 6.3x11 1.8 450 185kfm450mfh 184.207 85 8x11.5 2.2 350 225kfm350mebb 150.715 70 6.3x11 2.2 400 225kfm400mfh 150.715 90 8x11.5 2.2 450 225kfm450mfbw 150.715 95 8x16 2.7 250 275kfm250mebb 1.13 90 6.3x11 2.7 400 275kfm400mfh 122.805 95 8x11.5 2.7 450 275kfm450mfbw 122.805 100 8x16 3.3 400 335kfm400mfh 100.477 100 8x11.5 3.3 450 335kfm450mfbw 100.477 110 8x16 3.9 200 395kfm200mfh 63.764 105 8x11.5 3.9 400 395kfm400mfh 85.0187 105 8x11.5 3.9 450 395kfm450mfbw 85.0187 120 8x16 4.7 400 475kfm400mfbw 70.5474 115 8x16 4.7 400 475kfm400mfh 70.5474 110 8x11.5 4.7 450 475kfm450mfjg 70.5474 150 8x20 4.8 450 475kfm450mgbw 70.5474 150 10x16 5.6 250 565kfm250mfh 44.4071 150 8x11.5 5.6 400 565kfm400mfbw 59.2094 160 8x16 5.6 400 565kfm400mgu 59.2094 180 10x12.5 5.6 450 565kfm450mfjg 59.2094 180 8x20 5.6 450 565kfm450mgbw 59.2094 180 10x16 6.8 250 685kfm250mfh 36.5705 160 8x11.5 6.8 350 685kfm350mgu 48.7607 170 10x12.5 6.8 400 685kfm400mfjg 48.7607 180 8x30 6.8 400 685kfm400m 48.7607 220 10x16 6.8 450 685kfm450mgbw 48.7607 220 10x16 6.8 450 685kfm450m 48.7607 150 10x20 8.2 350 825kfm400mgbw 40.4357 252 10x16 8.2 400 825kfm450mgjg 40.4357 265 10x20 8.2 450 825kfm350mfjg 40.4357 240 8x20 10 200 106kfm200m 24.868 250 10x16 10 200 106kfm200mfbj 24.868 175 8x12 10 200 106KFM250MFBW 24.868 250 8x16 10 250 106kfm250mgu 24.868 250 10x12.5 10 350 106kfm350mgbw 33.1573 250 10x16 10 400 106kfm400m 33.1573 288 10x20 10 450 106kfm450mgjd 33.1573 305 10x25 10 450 106kfm450m 33.1573 305 12.5x20 12 200 126kfm200mfbw 20.7233 190 8x16 15 160 156kfm160mgu 16.5786 290 10x12.5 15 200 156kfm200mfbw 16.5786 360 8x16 15 250 156kfm250mfjg 16.5786 380 8x20 15 250 156kfm250mgbw 16.5786 390 10x16 15 350 156kfm350mgjd 22.1049 340 10x25 15 350 156kfm350mtbd 22.1049 340 12.5x15 15 450 156kfm450mfdg 22.1049 400 8x50 15 450 156kfm450mtjg 22.1049 400 12.5x20 18 160 186kfm160mfbw 13.8155 310 8x16 18 250 186kfm250mgbw 13.8155 410 10x16 18 350 186kfm350mgjd 18.4207 430 10x25 18 400 186kfm400mtjg 18.4207 470 12.5x20 18 450 186kfm450mtjd 18.4207 470 12.5x25 22 160 226kfm160mfjg 11.304 390 8x20 22 200 226kfm200mgbw 11.304 390 10x16

 kfm +105c, high frequency low impedance/esr,8000 to 10000 hours capacitance (f) wvdc ic part number maximum esr () 120 hz, +20c maximum rms ripple current (a) 100 khz, +105c dims dxl (mm) 22 200 226kfm200m 11.304 410 10x20 22 250 226kfm250mgjg 11.304 475 10x20 22 350 226kfm350m 15.0715 475 12.5x20 22 400 226kfm400m 15.0715 475 12.5x25 22 400 226kfm400mqu 15.0715 430 16x20 22 400 226kfm400mfdg 15.0715 475 8x50 22 450 226kfm450mgcg 15.0715 550 10x40 22 450 226kfm450mkjg 15.0715 550 16x20 22 450 226kfm450m 15.0715 560 16x25 22 450 226kfm450mru 15.0715 560 18x20 27 160 276kfm160mgbw 9.2104 410 10x16 27 200 276kfm200mgjg 9.2104 410 10x20 33 160 336kfm160mtbd 7.5357 570 12.5x30 33 160 336kfm160m 7.5357 530 10x20 33 200 336kfm200mgjd 7.5357 530 10x25 33 250 336kfm250mfdg 7.5357 570 8x50 33 250 336kfm250m 7.5357 570 12.5x20 33 350 336kfm350m 10.0477 500 16x20 33 350 336kfm350mtjd 10.0477 570 12.5x25 33 400 336kfm400m 10.0477 610 16x25 33 400 336kfm400mru 10.0477 640 18x20 33 450 336kfm450mgdg 10.0477 665 10x50 33 450 336kfm450mkjd 10.0477 665 16x25 33 450 336kfm450m 10.0477 700 16x31.5 33 450 336kfm450mrv 10.0477 700 18x25 39 160 396kfm160mgjd 52.91 590 10x25 39 160 396kfm160mtbd 52.91 590 12.5x15 39 200 396kfm200mtjg 52.91 620 12.5x30 47 160 476kfm160mgjd 5.2911 610 10x25 47 200 476kfm200mfdg 5.2911 650 8x50 47 200 476kfm200m 5.2911 630 12.5x20 47 250 476kfm250m 5.2911 650 12.5x25 47 250 476kfm250mqu 5.2911 720 16x20 47 250 476kfm250mtjd 5.2911 650 12.5x25 47 350 476kfm350m 7.0547 800 16x25 47 350 476kfm350mru 7.0547 660 18x20 47 400 476kfm400m 7.0547 840 16x31.5 47 400 476kfm400mrv 7.0547 795 18x25 47 450 476kfm450m 7.0547 880 18x31.5 47 450 476kfm450mkad 7.0547 730 16x35 47 450 476kfm450mtdg 7.0547 730 12.5x50 56 160 566kfm160mfdg 4.4407 740 8x50 56 160 566kfm160mtjg 4.4407 740 12.5x20 56 200 566kfm200mgdg 4.4407 670 10x50 56 200 566kfm200mtjd 4.4407 670 12.5x25 56 250 566kfm250mtag 4.4407 750 12.5x30 56 400 566kfm400mkag 5.9209 820 16x30 56 400 566kfm400mtdg 5.9209 820 12.5x50 56 450 566kfm450mkad 5.9209 750 16x35 68 160 686kfm160mtjg 3.657 800 12.5x20 68 200 686kfm200m 3.657 760 12.5x25 68 200 686kfm200mqu 3.657 760 16x20 68 250 686kfm250m 3.657 920 16x25 68 250 686kfm250mru 3.657 920 18x20 68 250 686kfm250mgdg 3.657 870 10x50 68 250 686kfm250mtag 3.657 870 12.5x30 68 350 686kfm350mtdg 4.8761 880 12.5x50 68 350 686kfm350m 4.8761 850 16x31.5

 kfm +105c, high frequency low impedance/esr,8000 to 10000 hours capacitance (f) wvdc ic part number maximum esr () 120 hz, +20c maximum rms ripple current (a) 100 khz, +105c dims dxl (mm) 68 350 686kfm350mrv 4.8761 880 18x25 68 400 686kfm400m 4.8761 910 18x31.5 68 450 686kfm450m 4.8761 1120 18x35.5 82 160 826kfm160mtjd 3.0327 830 12.5x25 82 200 826kfm200mkjd 3.0327 860 16x25 82 250 826kfm250mfbg 3.0327 910 8x10 82 350 826kfm350mlag 4.0436 940 18x30 82 400 826kfm400mkcg 4.0436 980 16x40 82 400 826kfm400mlad 4.0436 980 18x35 82 450 826kfm450mlcg 4.0436 1030 18x40 100 160 107kfm160mgdg 2.4868 1210 10x50 100 160 107kfm160mkjg 2.4868 1120 16x20 100 200 107kfm200m 2.487 930 16x25 100 250 107kfm250m 2.487 960 16x31.5 100 250 107kfm250mrv 2.487 1200 18x25 100 250 107kfm250mtdg 2.487 980 12.5x50 100 350 107kfm350mlad 3.3157 1120 18x35 100 400 107kfm400mlcg 3.3157 1100 18x40 120 160 127kfm160mkjd 2.0723 1240 16x25 120 200 127kfm200mkag 2.487 1090 16x35 120 250 127kfm250mlag 2.0723 1210 18x30 120 350 127kfm350mlad 2.7631 1200 18x35 150 160 157kfm160mkag 1.658 1280 16x30 150 160 157kfm160mtdg 1.658 1280 12.5x50 150 200 157kfm200mkad 1.658 1125 16x35 150 200 157kfm200m 1.658 1360 16x31.5 150 200 157kfm200mrv 1.658 1360 18x25 150 250 157kfm250m 1.658 1400 18x31.5 180 160 187kfm160mkag 1.3816 1360 16x30 180 200 187kfm200mlag 1.3816 1340 18x30 180 250 187kfm250mlad 1.3816 1540 18x35 220 160 227kfm160mlag 1.13 1410 18x30 220 160 227kfm160m 1.13 1410 16x31.5 220 160 227kfm160mrv 1.13 1400 18x25 220 200 227kfm200m 1.13 1700 18x31.5 220 200 227kfm200mlad 1.13 1420 18x35 220 250 227kfm250mlcg 1.13 1620 18x40 270 160 277kfm160mlad 0.92104 1500 18x35 330 160 337kfm160mlcg 0.7536 1590 18x40
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