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		  Datasheet File OCR Text:


		  brushless dc fans f310r  features  structure  -pxopjtf
e#	"
  -jhiuxfjhiu	bqqspyh
  'sbnfboejnqfmmfs "#41#5bmmpz  #fbsjoh tmffwfcfbsjoh  part number designation f 3 1 0 r  -  1 2  l  c series name bearing power supply air flow l � 0.09 m 3 /min ll � 0.06 m 3 /min 05 � dc5 v 12 � dc12 v 1 sleeve bearing  list of part numbers power supply dc5 v dc12 v 1 sleeve bearing air flow 0.09 m 3 /min f310r-05lc F310R-05LLC f310r-12llc f310r-12lc air flow 0.06 m 3 /min t verify the above part numbers when placing orders. rohs compliant

 f310r brushless dc fans  standard specifications  outline dimensions   (unit: mm)  air flow performance curves item F310R-05LLC f310r-05lc f310r-12llc f310r-12lc   dc5 v  dc12 v   4.5 ~ 5.7 v  10.2 ~ 13.8 v   0.06 a  0.09 a  0.04 a  0.05 a  5500 min -1  7000 min -1  5500 min -1  7000 min -1  0.06 m 3 /min 0.09 m 3 /min 0.06 m 3 /min 0.09 m 3 /min   14 pa  23 pa  14 pa  23 pa   13 db (a)  17 db (a)  13 db (a)  17 db (a) C10 ~ +60 c (35 ~ 85 %rh) C20 ~ +70 c (35 ~ 85 %rh) approx. 8 g rated voltage voltage range rated current rotating speed air flow static pressure noise use environment storage environment net weight 30 25 20 15 10 5 0 0 0.01 0.02 0.03 f310r-05lc -12lc F310R-05LLC -12llc 0.04 0.05 0.06 air flow (m 3 /min) static pressure (pa) 0.07 0.08 0.09 0.1 ? 30    0.5 le a d wire : ul1061/1685 awg28 red : voltage bl a ck : gnd 10    0.5 24    0.5 4 C    3.2  4 C c2.3 24    0.5 150    20 air flow 24    0.5 24    0.5 4 C    3.2 28.6   dimension of mounting hole for recommendation t the specifications above are typical values measured on the  conditions of no-loading running with rated voltage in the  circumstances of 25 c     2 c, 35~ 85 %rh. please contact us if you  would liketo check the specifications in different circumstances.
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