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		  Datasheet File OCR Text:


		  0.55 ~0.65 1.5 ~ 2.0 1 2 c a-135 dimensions are  shown: mm specifications and dimensions subject to change www.ck-components.com pushbutton a features/benefits ? latching pushbutton ? non-shorting with lock ? 5 mm travel ? spdt typical applications ? automotive interior lighting ? computer peripherals ? appliances ps-12g series pushbutton switches dimensions footprint:  14 x 16.8 mm height: 18 mm specifications contact rating:  1a @ 14 vdc initial contact resistance:  100 m ohms max. insulation resistance: 100 m ohms min. dielectric strength: 500 v ac (50-60 hz) between open terminals and between the frame and terminal. opera ting life: 20,000 cycles with load operating force: 400  100 gf   operating position: 3.6  0.2 mm total travel: 5  0.3 mm operating temperature: -20?c to 70?c materials knob: pom (ul 94hb)  housing: pbt (ul 94v-0) cover: pbt (ul 94v-0) rotor: pbt (ul 94v -0) slider: pom (ul 94hb) terminal: phospher bronze, silver plated spring: stainless steel contact: phospher bronze, silver plated 200 pieces ps-12g01 schematic p ackaging  p art number                          

 a-136 dimensions are  shown: mm specifications and dimensions subject to change www.ck-components.com a pushbutton ps-12g series pushbutton switches tyco .062 commercial pin and socket connector pt# 770983-1 dimensions footprint:  14 x 16.8 mm height: 18.3 mm specifications contact rating:  2.2a @ 14.5 vdc initial contact resistance:  50 m ohms max. insulation resistance: 100 m ohms min. dielectric strength: 500 v ac (50-60 hz) between open terminals and between the frame and terminal. operating life: 20,000 cycles with load operating force: 650  300 gf   operating position: 4.00  0.2 mm total travel: 4.5  0.3 mm operating temperature: -40?c to 85?c materials knob: pom (ul 94hb) housing:  pbt & pa  (ul 94v-0) cover: pbt (ul 94v-0) rotor: pbt (ul 94v-0) slider: pom (ul 94hb) terminal: brass, silver plated spring: stainless steel contact : phospher br onze, silver plated 200 pieces ps-12g03 schematic p ackaging  p art number          

 a-137 dimensions are  shown: mm specifications and dimensions subject to change www.ck-components.com pushbutton a ps-22 series subminiature pushbutton switches features/benefits ? compact miniature push switch ? momentary or latching options ? shorting or non-shorting ? dpdt typical applications ? industrial ? automotive ? audio and visual equipment lock travel 2.00.15 full tra vel 3.5 2.0 2.0 5.5 7.0 1.0 1.0 1.0 1.6 2.0 +0.3 1.0 -0.0 4.0 7.0 4.0 7.0 0.30 5 2.6 3.0 0.6 6-?.9 2 2 5 piercing plan dimensions footprint: 7.0 x 7.0 mm height: 12.5 mm specifications contact rating:  0.1a @ 30 vdc initial contact resistance:  30 m ohms max. insulation resistance: 100 m ohms min. dielectric strength: 500 v ac (50-60 hz) between open terminals and between the frame and terminal. operating life: 10,000 cycles with load opera ting force: 200  100 gf  (1.96  0.98n) lock tra vel: 1 mm total travel: 2 mm operating temperature: -20?c to 70?c materials knob: pom black housing: pa black cover: pom grey (latch) / white (mom) terminal: brass, silver plated contact clip: phosphor bronze., silver plated spring: stainless steel hook lock: stainless steel (latch) schematic p ackaging  p art number ps-2203-l ns pa ps-2203-f ns pa 1,000 pieces 1,000 pieces 2 1                   

 5.8 0.3 3.1 lock tra vel full tr ave l 2.30.2 1.450.1 6-? 4.5 4.5 2 2 0.6 2 2 7.5 5 3.4 3.6 5.8 piercing plan ps-22 series subminiature pushbutton switches a-138 dimensions are  shown: mm specifications and dimensions subject to change www.ck-components.com a pushbutton dimensions footprint: 5.8 x 5.8 mm height : 7.5 mm specifications contact rating:  0.1a @ 30 vdc initial contact resistance:  80 m ohms max. insulation resistance: 100 m ohms min. dielectric strength: 500 v ac (50-60 hz) between open terminals and between the frame and terminal. opera ting life: 10,000 cycles with load operating force: 150  50 gf  (1.47  0.49n) lock travel: 1.45 mm tot al tra vel: 2.3 mm operating temperature: -20?c to 70?c materials knob: pom natural (latch) / pa black housing: pa black cover: pa  black terminal: brass, silver plated contact clip: phosphor bronze, silver clad spring: stainless steel hook lock: stainless steel (latch) dimensions footprint: 8.0 x 8.0 mm height: 13.5 mm specifications contact rating:  0.1a @ 30 vdc initial contact resistance:  70 m ohms max. insulation resistance: 100 m ohms min. dielectric strength: 500 v ac (50-60 hz) between open terminals and between the frame and terminal. operating life: 10,000 cycles with load operating force: 200  100 gf  (1.96  0.98n) lock travel: 1.5 mm total travel: 2.5 mm operating temperature: -20?c to 70?c materials knob: pom black housing: pa black cover: pom grey (latch) / white (mom) terminal: brass, silver plated contact clip: phosphor bronze., silver plated spring: stainless steel hook lock: stainless steel (latch) schematic p ackaging  p art number ps-2206-l ns pa ps-2206-f ns pa 1,000 pieces 1,000 pieces schematic p ackaging  p art number ps-2214-l ns pa ps-2214-f ns pa 1,000 pieces 1,000 pieces 2 1 6-?0.8 holes 6 5 4 3 2 1 1 4 2 3 5 6 2 1 k detail  2 : 1 schematic piercing plan 8 8 2 4 2.5 5.5 8 3.5 0.6 2.5 2.5 1.5?.2 lock travel 2.5?.2 full travel 1 1 1.6 3 0.3 2 3 4 6 2.5 2.5 6 0.3 k 2 p - 2 t 6-?0.8 holes 6 5 4 3 2 1 1 4 2 3 5 6 2 1 k detail  2 : 1 schematic piercing plan 8 8 2 4 2.5 5.5 8 3.5 0.6 2.5 2.5 1.5?.2 lock travel 2.5?.2 full travel 1 1 1.6 3 0.3 2 3 4 6 2.5 2.5 6 0.3 k 2 p - 2 t                    

 4.5 7.6 10 0.6 5 3.2 2 2 1 2 3.1 5.8 5.8 2 2.5 3.6 lock tra vel full tr ave l 1.30.15 2.100.2 2 2 4.5 6- ? 1.0 0.3 b b b b b b 2 piercing plan a-139 dimensions are  shown: mm specifications and dimensions subject to change www.ck-components.com pushbutton a dimensions footprint: 5.8 x 5.8 mm height: 10 mm specifications contact rating:  0.1a @ 30 vdc / 2a @ 2 vdc initial contact resistance:  80 m ohms max. insulation resistance: 100 m ohms min. dielectric strength: 500 v ac (50-60 hz) between open terminals and between the frame and terminal. operating life: 10,000 cycles with load operating force: 150  50 gf  (1.47  0.49n) lock travel: 1.3 mm total travel: 2.1 mm opera ting temperature: -20?c to 70?c materials knob: pom natural housing: pa black cover: pc grey terminal: bras, silver plated contact clip: phosphor bronze, silver clad spring: stainless steel hook lock: stainless steel (latch) ps-22 series subminiature pushbutton switches schematic p ackaging  p art number ps-221605-l ns  ps-221605-f ns 1,000 pieces 1,000 pieces 2 1           

 1 2 2p - 2t comax 44 -0.1 +0.2 7.8 4.50.3 1.8 11.30.1 1.5 0.8 5 travel 180.1 16 3.5 3.6 3 5.4 0.5 p view p r0.5 schema tic cn-1 cn-2 cn-1 cn-2 p amp , jst 2 7.8 6.2 21.5 14.4 10.0 5 11.550.2 c0.25 4.4 +0.1  0 4.9  0 -0.05 10.6 3 4.95 1 9.2 7.8 3.9 0.5 8.550.2 3.9  0 -0.05 3.4 +0.1  0 comax 14.4 1 1 6.20 .35  7.10 .15  9 13.6 3.6 9.6 r1 4.1 piercing  plan 9.4 +0.2  0 1.6 +0.2  0 11.6 +0.2  0 8.6 +0.2  0 0.8?1 .0? 1.2?1.6mm 8-r0.2 schema tic detail:p 8:1 4-c0.1 0.50.05 0.600.05 a-140 dimensions are  shown: mm specifications and dimensions subject to change www.ck-components.com a pushbutton ps series miniature pushbutton switches specifications contact rating:  100  a @ 3 vdc min. / 10ma @ 5 vdc max  initial contact resistance:  100 m ohms max. insula tion resistance: 100 m ohms min. dielectric strength: 250 v ac (50-60 hz) between open terminals and between the frame and terminal. operating life: 100,000 cycles with load operating force: 50  15 gf  (0.49  0.147n) pre-tra vel: 6.20  0.35 mm operating temperature: -40?c to 85?c materials knob: pom (ul 94hb)  cover: p a (ul 94v -0) housing: pa (ul 94v-0) spring: sus terminal: silver plated ps-12c02-f ns spst  non-shorting  specifications contact rating:  0.3a @ 30 vdc initial contact resistance:  30 m ohms max. insulation resistance: 100 m ohms min. dielectric strength: 500 v ac (50-60 hz) between open terminals and between the frame and terminal. operating life: 10,000 cycles with load operating force: 400  150 gf  (3.92  1.47n) tot al travel: 4.5  0.3 mm operating temperature: -20?c to 70?c materials frame: secc knob: pom (ul 94hb)  contact plate: silver clad spring: sus terminal: silver plated ps-22i05 dpdt  non-shorting  features/benefits ? miniature size ? momentary or latching options ? broad range of products t ypical applications ? industrial ? automotive ? audio and visual equipment ? telecommunications                       

 a-141 dimensions are  shown: mm specifications and dimensions subject to change www.ck-components.com pushbutton a s2 s1 comax s3 piercing plan 2-?1.6 +0.05  0 26.90.05 5.00.05 4.00.05 8.30.15 2.00.05 schema tic 20.5 5.1 10.4 5.0 6.1 4.5 10.5 6.0 2-5.0 +0.1 -0.15 2-1.00.1 2-8.0 +0.1 -0.2 3-?.4 +0.1 0 3-?.0 0 -0.1 (c-0.25) h 2.9 0.80.05 5.00.1 1.00.1 2 2 2 3.8 3.2 k j typ.4 27.00.2 22.50.2 7.2 7.2 2-0.80.1 3.70 2-?1.50. 05 20.5 (r1.0) (r0.6) 1.0 5.0 9.4 t=1.2mm: 2.0 x 8.2mm 4.0 2-1.7 2-1.0 0.1 0.65 2-90 4-c0.1 j 5:1 0.3 0.2 0.60.05 0.50.05 h 2.5:1 2-1.1 1.2 2-1.4 2-1.5 2.5:1 k a a 3.50.3  7.90.3  9.40.3  2:1 a-a 2.15 2.0 1.250.05 5.8 11.0 1234 s1 s2 s3 4321 b b ps series miniature pushbutton switches specifications contact rating:  100  a @ 3 vdc min. /  10ma @ 5 vdc max  initial contact resistance:  100 m ohms max. insulation resistance: 100 m ohms min. dielectric strength: 250 v ac (50-60 hz)  between open terminals and between the  frame and terminal. operating life: 100,000 cycles with load operating force: 80  20 gf  (0.784  0.196n) pre-travel: 1.5  0.3 mm over-travel: 3.5  0.3 mm total travel: 5  0.3 mm operating temperature: -20?c to 65?c materials knob: pom (ul 94hb)  cover: pa (ul 94v-0) housing: pa (ul 94v-0) spring: sus terminal: silver plated ps-32c02-f ns 1p3t  non-shorting  specifications contact rating:  100  a @ 3 vdc min. /  10ma @ 5 vdc max  initial contact resistance:  100 m ohms max. insulation resistance: 100 m ohms min. dielectric strength: 250 v ac (50-60 hz) between open terminals and between the frame and terminal. operating life: 100,000 cycles with load operating force: 80  20 gf  (0.784  0.196n) pre-travel: 1.5  0.3 mm over-travel: 3.5  0.3 mm tot al travel: 5  0.3 mm operating temperature: -20?c to 65?c materials knob: pom (ul 94hb)  cover: p a (ul 94v -0) housing: p a (ul 94v -0) spring: sus terminal: silver plated ps-42c02-f ns 1p4t  non-shorting  3.50.3 7.90.3  9.40.3  2:1 1.0 5.0 9.4 a a a-a 2.5:1 k 2-90 2-1.0 2-1.7 0.65 0.1 6.0 4-c0.1 j 5:1 0.3 0.2 0.6 0.5 h 2.5:1 2-1.1 1.2 2-1.4 2-1.5 222 2 h s4 s3 s2 s1 piercing plan schema tic 2-?1.6 +0.05  0 34.10.05 5.00.05 4.00.05 8.20.05 2.30.05 3.80.05 t=1.0mm: 2.3 x 8.2mm t=1.2mm: 3.8 x 8.2mm 0.80.5 27.7 3.7 1.05 +0.25 -0.2 2.15 2.0 (r1.0) (r0.6) 34.2 +0.60  0 7.2 7.2 7.2 29.7 2-?1.50. 05 2.9 1.00.1 5.00.1 k j typ.5 3.2 3.8 2-5.0 +0.1 -0.15 2-8.0 +0.1 -0.2 2-1.00.1 6.2 17.3 13.0 6.8 4-?.0  0 -0.10 6.1 20.5 5.0 10.4 5.1 4.5 2-0.80.10 comax (c0.25) 4-?.4 +0.10  0 12534 s1 s2 s3 s4 43521               

 comax 2p - 2t k de tai l 2 : 1 k 8.6 4 3.7 2.5 2.5 5.5 6-?.8 12 2-?.35 1 1.3 2.7 1.3 r0.8 piercing plan schema tic 9.2 10 3 9 2-r0.9 2.8 3.1 4.5 2-r0.3 overall  trav el 2.5 7.2 0.4 0.4 5.5 8.6 1.5 2.5 2.15 4.5 2.7 0.5 r0.3 1.3 0.5 2.5 2.5 3.7 4 a-142 dimensions are  shown: mm specifications and dimensions subject to change www.ck-components.com a pushbutton ps series miniature pushbutton switches comax 2p - 2t 9.2 10 9 3 2.8 3.1 4.5 2-r0.9 2-r0.3 4.5 0.5 1.3 2.5 2.5 4 3.7 7.7 2.5 1.5 0.3 2.7 r0.3 7.2 0.4 0.4 5.5 8.6 k de tai l 8 : 1 k 1.5 lock trav el 2.15 overal l tra vel 3.0 b 6-?.8 12 2-?.35 5.5 8.6 2.5 2.5 3.7 4 2.7 1.3 r0.4 1.3 1 schema tic piercing plan ps-22c08-g10 ns dpdt  non-shorting  specifications contact rating:  0.3a @ 30 vdc   initial contact resistance:  30 m ohms max. insula tion resistance: 100 m ohms min. dielectric strength: 500 v ac (50-60 hz) between open terminals and between the frame and terminal. operating life: 10,000 cycles without load operating force: 200  100 gf  (1.96  0.98n) lock travel: 1.5  0.3 mm over-travel: 3  0.3 mm operating temperature: -20?c to 70?c materials frame: spcc knob: pom (ul 94hb)  cont act: silver plated spring: sus terminal: silver plated ps-22e08-g10 ns dpdt  non-shorting  specifications contact rating:  0.3a @ 30 vdc   initial contact resist ance:  30 m ohms max. insulation resistance: 100 m ohms min. dielectric strength: 500 v ac (50-60 hz) between open terminals and between the frame and terminal. opera ting life: 10,000 cycles without load operating force: 200  100 gf  (1.96  0.98n) tot al travel: 2.5  0.3 mm operating temperature: -20?c to 70?c materials frame: spcc knob: pom (ul 94hb)  contact: silver plated spring: sus terminal: silver plated               

 a-143 dimensions are  shown: mm specifications and dimensions subject to change www.ck-components.com pushbutton a 2 1 4-?.1 12-?.8 schema tic piercing plan 0.1 13.2 2 5.6 2 2 2 2.5 2 4p - 2t comax travel r0.8 6 14 6 6 2 5.1 2.5 0.5 22222 13.2 0.8 8 5.5 0.4 2.5 0.4 5.6 7.2 5.5 12 6-?.9 piercing plan schema tic 2.5 3.8 2.5 2.5 6.5 travel 13 4.5 ?.4 2 12 4 1.8 0.6 8 2.52.5 5 0.5 0.4 6.5 2p - 2t ? comax 4 overall travel ps series miniature pushbutton switches ps-22e09-g 4.5 ns dpdt  non-shor ting  specifications contact rating:  0.3a @ 30 vdc   initial contact resistance:  30 m ohms max. insulation resistance: 100 m ohms min. dielectric strength: 500 v ac (50-60 hz) between open terminals and between the frame and terminal. operating life: 10,000 cycles with load operating force: 70  20 gf  (0.686  0.196n) travel: 2.5  0.3 mm total travel: 3.8  0.3 mm operating temperature: -20?c to 70?c materials frame: spcc knob: pom (ul 94hb)  cont act: silver plated spring: sus terminal: silver plated ps-42d09-ns 4p2t  non-shor ting  specifications cont act rating:  0.3a @ 30 vdc   initial contact resistance:  30 m ohms max. insulation resistance: 100 m ohms min. dielectric strength: 500 v ac (50-60 hz) between open terminals and between the frame and terminal. opera ting life: 10,000 cycles with load operating force: 250  100 gf  (2.45  0.98n) travel: 2  0.3 mm operating temperature: -20?c to 70?c materials frame: spcc knob: pom (ul 94hb)  contact plate: silver plated spring: steel terminal: silver plated               

 2 1 4-?.1 12-?.8 piercing plan schema tic 13.2 2 5.6 22 2 2.5 2 2.6 4p - 2t 2.5 5.5 0.8 5.6 2.5 13.2 comax 22 2 22 0.5 2.5 2.5 0.4 0.4 6 14.4 6 2 2 6 r0.8 3 5 travel 2 a-144 dimensions are  shown: mm specifications and dimensions subject to change www.ck-components.com a pushbutton ps series miniature pushbutton switches ps-42d13-ns 4p2t  non-shor ting  specifications contact rating:  0.3a @ 30 vdc   initial contact resistance:  30 m ohms max. insulation resistance: 100 m ohms min. dielectric strength: 500 v ac (50-60 hz) between open terminals and between the frame and terminal. operating life: 10,000 cycles with load operating force: 250  100 gf  (2.45  0.98n) travel: 2  0.3 mm operating temperature: -20?c to 70?c materials frame: spcc knob: pom (ul 94hb)  contact: silver plated spring: steel terminal: silver plated schema tic piercing  plan k1 k2 k1 k2 1.5 1 r0.5 2.5 1.3 0.3 r0.3 r0.5 1 r0.3 0.7 1.7 2.5 1.5 2 1 4-?.55 2.5 12-?.8 6 2 13 2 2 2 2 0.4 2.5 6 0.4 3 2.5 travel 2.5 2.5 6.2 13 2 22 22 comax 0.5 0.9 6.4 2 2 14 6 2 k1 d etail 2 : 1 r0.75 5 k2 d etail 2 : 1 4p - 2t ps-42d16-s 4p2t  shor ting  specifications contact rating:  0.3a @ 30 vdc   initial cont act resistance:  30 m ohms max. insulation resistance: 100 m ohms min. dielectric strength: 500 v ac (50-60 hz) between open terminals and between the frame and terminal. opera ting life: 10,000 cycles with load operating force: 60  30 gf  (0.59  0.29n) tra vel: 2  0.3 mm operating temperature: -20?c to 70?c materials frame: spcc knob: pom (ul 94hb)  contact: silver plated terminal: silver plated               

 a-145 dimensions are  shown: mm specifications and dimensions subject to change www.ck-components.com pushbutton a 21 18-?.8 typ.4 4-?.2 r0.4 schema tic piercing plan 2.5 0.7 1.15 0.8 45 19.2 2 5.6 2 2 222 2.5 22 6p - 2t travel 6 2 22 2 222 19.2 0.5 22 0.4 0.4 2.5 5.6 comax r0.75 20 6 5 6 5.52.5 2.52.53.1 k de tai l 6 : 1 k 7.2 5.5 ps series miniature pushbutton switches ps-62d10-s 6p2t  shorting  specifications contact rating:  0.3a @ 30 vdc   initial contact resistance:  30 m ohms max. insulation resistance: 100 m ohms min. dielectric strength: 500 v ac (50-60 hz) between open terminals and between the frame and terminal. operating life: 10,000 cycles with load operating force: 250  100 gf  (2.45  0.98n) travel: 2  0.3 mm operating temperature: -20?c to 70?c materials frame: spcc knob: pom (ul 94hb)  contact: silver plated spring: steel terminal: silver plated ps-62d13-s 6p2t  shorting  21 4-?.3 18-?.8 schema tic piercing  plan 19 2 2 2 2 2 2 2 2 6 2.5 6p - 2t comax 6 20 6.4 2 3 5 2 r0.75 2 2.5 2.5 0.5 22222222 19 1 2.5 6.2 0.9 0.4 0.4 2.5 6 trav el specifications contact rating:  0.3a @ 30 vdc   initial contact resistance:  30 m ohms max. insulation resistance: 100 m ohms min. dielectric strength: 500 v ac (50-60 hz) between open terminals and between the frame and terminal. operating life: 10,000 cycles with load operating force: 300  100 gf  (2.94  0.98n) travel: 2  0.3 mm opera ting temperature: -20?c to 70?c materials frame: spcc knob: pom (ul 94hb)  contact plate: silver plated spring: steel terminal: sus               

 21 18-?.8 typ.4 4-?.2 r0.4 2.5 0.7 1.15 0.8 45 19.2 2 5.6 2 2 222 2.5 22 schema tic piercing plan 6p - 2t travel 6 2 22 2 222 19.2 0.5 22 7.2 5.5 0.4 0.4 2.5 5.6 comax r0.75 20 6 5 6 5.52.5 2.52.53.1 k de tai l 6 : 1 k a-146 dimensions are  shown: mm specifications and dimensions subject to change www.ck-components.com a pushbutton ps series miniature pushbutton switches piercing  plan schema tic 6 - ?.4 3.2 3.2 6.00 3 1 2 3.5 1 3.2 3.2 comax 11.8 0.5 mounting face 13 3.3 2.5 trav el overall 2.5 lock trav el 5.5 9.6 0.5 3 2 1 2.5 2.5 3.3 7.0 mounting face 2 p - 2 t ps-22e02-g13 s dpdt  shorting with lock specifications contact rating:  0.3a @ 30 vdc   initial contact resistance:  30 m ohms max. insulation resistance: 100 m ohms min. dielectric strength: 500 v ac (50-60 hz) between open terminals and between the frame and terminal. operating life: 10,000 cycles with load operating force: 300  100 gf  (2.94  0.98n) lock travel: 2.5  0.3 mm total travel: 3.5  0.3 mm opera ting temperature: -20?c to 70?c materials frame: spcc knob: pom (ul 94hb)  contact: silver plated spring: steel terminal: silver plated ps-62d15-s 6p2t  shor ting  specifications contact rating:  0.3a @ 30 vdc   initial contact resistance:  30 m ohms max. insulation resistance: 100 m ohms min. dielectric strength: 500 v ac (50-60 hz) between open terminals and between the frame and terminal. operating life: 10,000 cycles with load operating force: 250  100 gf  (2.45  0.98n) travel: 2  0.3 mm operating temperature: -20?c to 70?c materials frame: spcc knob: pom (ul 94hb)  cont act: silver plated spring: steel terminal: silver plated               

 a-147 dimensions are  shown: mm specifications and dimensions subject to change www.ck-components.com pushbutton a 6.0 11.2 2 p - 2 t mounting f ace comax 0.85 1 12.4 3.2 3.2 11.8 r0.5 mounting face 13 overall  trav el 3.5 2.5 3.3 7.0 2 3.3 2.5 r0.5 2.5 1 1 3 2.8 5.5 0.5 9.6 2.50 lock trav el 8 - ?1.4 schema tic 1 6.0 2 11.2 piercing plan 3.2 3.2 6 3 8-?.4 2 1 6.2 3.2 3.2 6 3 11.4 piercing plan schema tic mounting face 2p - 2t 3.5 11.4 13.3 7.0 3.2 3.2 1 comax 11.8 0.5 0.15 mounting face 13 2 3 6.2 overall t ravel 2.5 3.3 lock trav el 2.5 2.8 6.5 1 2.5 r0.5 1 2.5 3.3 0.5 10.5 ps-22e44-g13 ns dpdt  non-shor ting with lock specifications contact rating:  0.3a @ 30 vdc   initial contact resistance:  30 m ohms max. insulation resistance: 100 m ohms min. dielectric strength: 500 v ac (50-60 hz) between open terminals and between the frame and terminal. operating life: 10,000 cycles with load opera ting force: 300  100 gf  (2.94  0.98n) lock travel: 2.5  0.3 mm total travel: 3.5  0.3 mm opera ting temperature: -20?c to 70?c materials frame: spcc knob: pom (ul 94hb)  contact: silver plated spring: steel terminal: silver plated ps series miniature pushbutton switches ps-22e04-g13 ns dpdt  non-shor ting with lock specifications contact rating:  0.3a @ 30 vdc   initial contact resistance:  30 m ohms max. insula tion resistance: 100 m ohms min. dielectric strength: 500 v ac (50-60 hz) between open terminals and between the frame and terminal. operating life: 10,000 cycles with load operating force: 300  100 gf  (2.94  0.98n) lock travel: 2.5  0.3 mm total travel: 3.5  0.3 mm operating temperature: -20?c to 70?c materials frame: spcc knob: pom (ul 94hb)  contact: silver plated spring: steel terminal: silver plated               

 2 1 ?2.8 schema tic 8.5 3.7 9 7 18.65 1.6 0.5 1 1.15 1.75 comax k 1 2 2.5 2.5 3.3 0.6 3.2 3.2 2.5 3.3 3.5 mounting face overall travel 0.5 5 7.2 r0.5 12 13 12 7 5.5 9.6 2p - 2t 3 mounting  plate  thk= 1.0 k de tai l mounting hole m2.6 x0.45 2.5 lock travel a-148 dimensions are  shown: mm specifications and dimensions subject to change www.ck-components.com a pushbutton ps series miniature pushbutton switches 2 1 ?2.8 schematic 8.5 3.7 7 9 comax 2.5 2 2.5 3.3 7.2 13 12 3.5 2.5 3.3 0.6 9.6 5.5 0.5 3 mountin g face lock tra vel r0.5 3.2 3.2 1.6 0.8 1.3 13.2 2p - 2t 2.5 overall  tra vel m2. 6x0.45 7 5 mounting  p late  thk= 1.0 mounting hole 5.4 ps-22e95-g13 ns dpdt  non-shor ting with lock specifications cont act rating:  0.3a @ 30 vdc   initial contact resistance:  30 m ohms max. insula tion resistance: 100 m ohms min. dielectric strength: 500 v ac (50-60 hz) between open terminals and between the frame and terminal. opera ting life: 10,000 cycles with load operating force: 300  100 gf  (2.94  0.98n) lock travel: 2.5  0.3 mm total tra vel: 3.5  0.3 mm operating temperature: -20?c to 70?c materials frame: spcc knob: pom (ul 94hb)  contact: silver plated spring: steel terminal: silver plated ps-22e75-g13 ns dpdt  non-shorting with lock specifications contact rating:  0.3a @ 30 vdc   initial contact resistance:  30 m ohms max. insulation resistance: 100 m ohms min. dielectric strength: 500 v ac (50-60 hz) between open terminals and between the frame and terminal. operating life: 10,000 cycles with load operating force: 300  100 gf  (2.94  0.98n) lock travel: 2.5  0.3 mm total travel: 3.5  0.3 mm operating temperature: -20?c to 70?c materials frame: spcc knob: pom (ul 94hb)  contact: silver plated spring: steel terminal: silver plated               

 a-149 dimensions are  shown: mm specifications and dimensions subject to change www.ck-components.com pushbutton a piercing plan schema tic 6 - ?.4 3.2 3.2 6.00 3 1 2 3.6 3.5 1 3.2 3.2 comax 11.8 0.5 mounting face 13 3.3 2.5 overal l trav el 5.5 9.6 0.5 3 2 1 2.5 2.5 3.3 7.0 mounting f ace 2 p - 2 t ps series miniature pushbutton switches ps-22f02-g13 s dpdt  shorting  specifications contact rating:  0.3a @ 30 vdc   initial contact resistance:  30 m ohms max. insulation resistance: 100 m ohms min. dielectric strength: 500 v ac (50-60 hz)  between openterminals and between the frame  and terminal. operating life: 10,000 cycles with load operating force: 300  100 gf  (2.94  0.98n) total travel: 3.5  0.3 mm operating temperature: -20?c to 70?c materials frame: spcc knob: pom (ul 94hb)  contact: silver plated spring: steel terminal: silver plated 8 - ?1.4 2 1 3.2 6.0 3.2 6 3 11.2 schema tic piercing plan mounting face 2 p - 2 t 2 1 2.5 2.5 3.3 2.5 3.3 3.5 0.85 1 3.2 3.2 trav el mounting face comax 3 0.5 1 2.8 11.8 12.4 11.2 13 7.0 6.0 9.6 5.5 r0.5 r0.5 ps-22f04-g13 ns dpdt  non_shor ting  specifications contact rating:  0.3a @ 30 vdc   initial contact resistance:  30 m ohms max. insulation resistance: 100 m ohms min. dielectric strength: 500 v ac (50-60 hz) between open terminals and between the frame and terminal. opera ting life: 10,000 cycles with load operating force: 300  100 gf  (2.94  0.98n) total travel: 3.5  0.3 mm opera ting temperature: -20?c to 70?c materials frame: spcc knob: pom (ul 94hb)  contact: silver plated spring: steel terminal: silver plated               

 8-?.4 2 1 6.2 3.2 3.2 6 3 11.4 piercing plan schema tic mounting face 2p - 2t 3.5 11.4 13.3 7.0 3.2 3.2 1 comax 11.8 0.5 0.15 mounting face 13 2 3 6.2 trav el 2.5 3.3 2.8 6.5 1 2.5 r0.5 1 2.5 3.3 0.5 10.5 2 1 7 - ?1.4 ?2.8 8.5 7 3.7 9 6 3.1 5.7 3.2 3.2 3 0.5 1 1.15 1.75 piercing plan schema tic comax k 1 2 2.5 2.5 3.3 0.85 0.6 3.2 3.2 2.5 3.3 3.5 mounting face travel 3.1 0.5 5 2.8 1 ?.8 1.5 7.2 r0.5 12 13 17.8 12.4 12 7 5.5 9.6 r0.5 1 2p - 2t mounting f ace mounting  plate  thk=1.0 k de tai l mounting hole a-150 dimensions are  shown: mm specifications and dimensions subject to change www.ck-components.com a pushbutton ps series miniature pushbutton switches ps-22f24-g13 ns dpdt  non_shor ting  specifications contact rating:  0.3a @ 30 vdc   initial contact resistance:  30 m ohms max. insulation resistance: 100 m ohms min. dielectric strength: 500 v ac (50-60 hz) between open terminals and between the frame and terminal. operating life: 10,000 cycles with load operating force: 300  100 gf  (2.94  0.98n) total travel: 3.5  0.3 mm operating temperature: -20?c to 70?c materials frame: spcc knob: pom (ul 94hb)  contact: silver plated spring: steel terminal: silver plated ps-22f44-g13 ns dpdt  non_shor ting  specifications cont act rating:  0.3a @ 30 vdc   initial contact resistance:  30 m ohms max. insulation resistance: 100 m ohms min. dielectric strength: 500 v ac (50-60 hz) between open terminals and between the frame and terminal. operating life: 10,000 cycles with load opera ting force: 300  100 gf  (2.94  0.98n) total travel: 3.5  0.3 mm operating temperature: -20?c to 70?c materials frame: spcc knob: pom (ul 94hb)  contact: silver plated spring: steel terminal: silver plated               
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