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		  Datasheet File OCR Text:


		  inchange semiconductor                                       isc  product specification                                                    isc website  www.iscsemi.cn   isc  thyristors                                          3P4M                                                                          applications        motor speed control for household    appliance.        temperature control for heater and     constant temperature box.          constant voltage power source and    battery charger.   automotive application such as regulator.   various solid state relay etc.                                                 absolute maximum ratings(t a =25  )     symbol parameter  min  unit v drm  repetitive peak off-state voltage      600  v  v rrm  repetitive peak reverse voltage      600  v  i t(av)  on-state current    3  a  i t(rms)  rms on-state current  4  a  i tsm  surge non-repetitive on-state current  25  a  t j    junction temperature   125     t stg     storage temperature    -40 to + 125       electrical characteristics (t c =25    unless otherwise specified)  symbol parameter  conditions  min max unit i rrm  repetitive peak reverse current    v rrm =600v,  r gk =1k     20   a  i drm  repetitive peak off-state current v drm =600v,  r gk =1k     20   a  v tm  on-state voltage   i tm =5a    1.7 v  i gt  gate-trigger current   v dm =6v;r l =100    10 100   a  v gt  gate-trigger voltage   v dm =6v;r l =100     0.5 0.8  v  i h  holding current  i t =0.1a; i gt = 0.2ma    5  ma  r th(j-c)   thermal resistance  junction to case    2.5   /w r th(j-a)   thermal resistance  junction to ambient    95   /w     




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of 3P4M 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























