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		  Datasheet File OCR Text:


		  TIPC400-FX 400w flexatx ipc power supply tumbler technologies + trumpower 3350 scott blvd., building 13 ? santa clara, california 95054, usa  ?  408-988-6616  ?  sales@trumpower.com ? www.trumpower.com input specifications input voltage range ................... 90-264 vac input frequency .......................... 47-63hz input current ............................... 7a  rms max. @ 115 vac .................................................... 3.5a rms max. @ 230 vac earth leakage current ............... 350a max. @ 264 vac, 50hz output specifications output power ratings ................ see rating chart load regulation ......................... see rating chart ripple & noise* .......................... see rating chart hold-up time .............................. 17ms min. @ 115/230vac rise time .................................... 20ms max. @ 115/230vac over voltage protection, +3.3v .. 3.5-4.3v  +5v ..... 5.5-7v  +12v ... 13.4-15.6v over current protection, +3.3v .. 50mv p-p   +5v ..... 50mv  p-p   +12v ... 120mv p-p   -12v .... 120mv p-p   +5vsb . 50mv p-p short circuit protection .............. on  all outputs, load of less .................................................... than 0.1 ohm temperature coef ficient ............. 0.04%/  c max. * measured with 20mhz bandwidth at rated line voltage and output load ranges, with a 10f tantalum capacitor in parallel with a 0.1f ceramic disk capacitor across the output connector. features ? complies with flex atx standard ? meets 80plus efficiency level ? active pfc meets en 61000-3-2 standard ? remote on/off function ? 2,000 meters operating altitude ? approved to iec/en/ul 60950-1 2nd edition general specifications efficiency ............................ 80% min. @ full load operating altitude .............. 2,000 meters max. operating temperature ...... 0  c to +50  c storage t emperature ......... -40  c to +70  c relative humidity ............... 5%  to 90% non-condensing withstand voltage .............. 1,800 vac, input-ground mtbf ................................. 150k hours mininum at full load & 25  c ambient, calculated per mil-hdbk-217f standards & compliances emi/emc ............................ fcc & cispr 22, class b conducted fcc & en 55022, class b radiated safety standards ............... ul/iec/en 60950-1 2nd edition agency approvals .............. ul, cul, tuv, cb, ce, ccc other compliance .............. 80plus, rohs, eup lot 6:2013 t r a h c g n i t a r t n e r r u c & e g a t l o v t u p t u o t u t p u o e g a t l o v m u m i n i m d a o l m u m i x a m * d a o l d a o l n o i t a l u g e r e s i o n & e l p p i r v p - p . x a m v 3 . 3 +a 1 . 0a 6 1% 5 v m 0 5 v 5 +a 3 . 0a 9 1% 5 v m 0 5 v 2 1 + 1 a 1a 6 1% 5 v m 0 2 1 v 2 1 + 2 a 1a 6 1% 5 v m 0 2 1 v 2 1 -a 0a 3 . 0% 0 1 v m 0 2 1 b s v 5 +a 0a 2% 5 v m 0 5 . m u m i x a m w 0 0 4 s i r e w o p t u p t u o l l a r e v o e h t * . m u m i x a m w 5 0 1 s i v 5 + & v 3 . 3 + r o f r e w o p t u p t u o l a t o t e h t * r o f t n e r r u c t u p t u o l a t o t e h t *v 2 1 + 1 &v 2 1 + 2 . m u m i x a m a 5 2 s i TIPC400-FX_2016-08-05 mechanical specifications notes: 1. dimensions in mm. 2. customized cable set available upon request.
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