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		  Datasheet File OCR Text:


		  global   solutions:  local  support tm suffix thickness  (prior  t o tinning) fla tness & p arallelism ho t  f ace cold  f ace lead  length 11 0.131 0.005 0.002 / 0.0035 lapped lapped 6.0 ta 0.131 0.001 0.001 / 0.001 lapped lapped 6.0 tb 0.131 0.0005 0.0005 / 0.0005 lapped lapped 6.0  suffix sealant color temp range description r rtv white -60 to 204 c non-corrosive, silicone adhesive sealant e epoxy black -55 to 150 c low density syntactic foam epoxy encapsulant innovative  technology     for a  connected  world thermatec ?   series ht 8,12,f2,4040 thermoelectric modules   americas: +1 888.246.9050 europe: +46.31.420530 asia: +86.755.2714.1166   clv.customerpos@lairdtech.com www.lairdtech.com fea tures ? thermal cycling durability ? power cycling reliability ? precise temperature control ? strong lead attachment ? rohs compliant  ? continuous operation      at high temperatures applica tions ? analytical instrumentation ? pcr cyclers ? thermal test sockets  ? electronic enclosure cooling ? chillers (liquid cooling) ? power generation the thermatec ?  series of thermoelectric modules (tems) are designed to operate  under  cycling conditions or high temperature applications.   this product line is available in multiple configurations and is ideal for applications  that require both heating and cooling mode (reverse polarity) or power generation.   assembled with proprietary solder construction, bismuth telluride semiconductor material  and thermally conductive aluminum oxide ceramics, the thermatec ?  series is designed  for higher current and larger heat-pumping applications. performance specifica tions h ot side temperature (c) 25c 50c qmax (watts)  72.9 80.0 d elta tmax (c)  63 75 imax (amps) 8.5 8.5 vmax (volts) 14.5 16.4 module resistance (ohms) 1.58 1.78 sealing option 

 a wg 18 teflon (see t able) (-) black (+) red 1.73 (43.9) 1.57 (39.9) 1.57 (39.9) cold f ace (see t able) hot f ace (see t able) (see t able) .002 (0.05) .0035 (0.089)   a .002 (0.05) a innovative  technology     for a  connected  world thr-ds-ht8,12,f2,4040 0509 any information furnished by laird technologies and its agents is believed to be accurate and reliable. responsibility for the use and application of laird technologies materials  rests with the end user since laird technologies and its agents cannot be aware of all potential uses. laird technologies makes no warranties as to the ftness, merchantability,  or suitability of any laird technologies materials or products for any specifc or general uses. laird technologies shall not be liable for incidental or consequential damages  of any kind. all laird technologies products are sold pursuant to the laird technologies terms and conditions of sale in effect from time to time, a copy of which will be furnished  upon request. for further information please visit our website at www.lairdtech.com alternatively contact: sales@lairdtech.com. bluetooth ?   is a trademark owned by bluetooth sig,  inc., usa and licensed to laird technologies. ? 2008 all rights reserved.  laird technologies is a registered trademark of laird technologies, inc. thermatec ?   series  ht 8,12,f2,4040   thermoelectric modules   opera t ing tips ,oshmflost nmnsclnlgm noshmflnct 1emrrlafthchmren nllmcchmrsshnm thermo electric performance curves at th = 25c voltage (v) delta t (c) delta t (c) qc (w)   0. 0 3. 0 6. 0 9. 0 12. 0 15. 0 0 10 20 30 40 50 60 70 80 "dq@lhb?,@sdqh@k? ktlhm@? k 2  3  2   0. 0 10 .0 20 .0 30 .0 40 .0 50 .0 60 .0 70 .0 80 .0 0 10 20 30 40 50 60 70 80 8. 5 6. 8 5. 1 3. 4 1. 7 
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