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		  Datasheet File OCR Text:


		  3rhp series dc control   ? 40 and 50a output   ? voltage ratings to 240 vac  ? lifetime 2 million operations at full load  ? led input status indicator  ? wire, lug or quick connect termination  ? industry standard dp contactor mounting   product selection control voltage 40a 120 vac 50a 120 vac 40a 240 vac 50a 240 vac 4.5-5.5 vdc 3rhp1240d5 3rhp1250d5 3rhp2440d5 3rhp2450d5 10-15 vdc 3rhp1240d12 3RHP1250D12 3rhp2440d12 3rhp2450d12 22-27 vdc 3rhp1240d24 3rhp1250d24 3rhp2440d24 3rhp2450d24 output specifications (voltage) description 120 vac 240 vac operating voltage (47-63hz) [vrms] 100-120 208-240    maximum off-state leakage current per channel 0.05 ma @ 120 vac 0.06 ma @ 240 vac output specifications (current) description 40a 50a maximum load current per phase @ 40c [arms] (1) 40a resistive / 30a inductive 50a resistive / 40a inductive    power terminals 1/4" quick connect and 10x32 binder head screws 1/4" quick c onnect and box lugs    wire size 8-14 awg 6-14 awg    input specifications description sufix d5 sufix d12 sufix d24 coil voltage 4.5-5.5 vdc 10-15 vdc 22-27 vdc max. reverse voltage -5.5 vdc -15.5 vdc -27.5 vdc input current 12ma @ 5 vdc 12ma @ 12 vdc 12ma @ 24 vdc min. turn-on voltage 4.5 vdc 9.5 vdc 9.5 vdc min. turn-off voltage 1 vdc 2 vdc 2 vdc general specifications description parameters dielectric strength, input to output 4000 vrms       dielectric strength, input/output to ground 2500 vrms contacts (2) three normally open       ambient operating temperature range (3) -20 to 75 c ambient storage temperature range -40 to 100 c max. turn-on time 50/60 hz 20 ms / 16.6 ms max. turn-off time 50/60hz 40 ms / 32 ms maximum number of operations 30 per minute lifetime number of operat ions @ rated current (4) > 2 million       weight (typical) 1.19 lbs (540 g) screw torque (input/output) 40a 5.31 in lb (0.6 nm) / 18 in lb (2.1 nm) screw torque (input/output) 50a 5.31 in lb (0.6 nm) / 25 in lb (2.9 nm) general notes (1)  see derating curves for additional operating conditions.  (2)  the r hp includes a solid stat e relay, therefore electrical isolation  is not provided.  (3)  the r hp includes over temperature protection for the solid state relay.  (4)  40c ambient temperature, 30 operations/min, maximum voltage control.   

 mechanical specifications thermal derate information

 typical electric al connections agency approvals ul/ cul             rev. 011409     
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