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		  Datasheet File OCR Text:


		  ADLSEC-1710  l-peripheral   edge-connect architecture adl corporate:  4411 morena blvd. suite 101 | san diego, ca 92117-4345  t:   855.727.4200  (toll free)   f:   858.490.0599    sales@adl-usa.com    www.adl-usa.com   adl germany:  eiserfelder stra?e 316  | d-57080 siegen, germany  t:   +49 (0) 271.250.810.0   f:  +49 (0) 271.250.810.20   sales@adl-europe.com    www.adl-europe.com   data subject to change without notice. the ADLSEC-1710 board is designed for convenient expansion of the  adle3800sec bay trail atom sbc via its edge-connect architecture.  the adle3800sec plus ADLSEC-1710 l-peripheral combined provide a  complete 3.5 sbc solution with a host of expanded features including m.2  pcie, sata, dvi/dp/hdmi or usb3.0, ups option, and more. as part of a customer product portfolio, the adle3800sec and  ADLSEC-1710 allows for a single processor, bios, firmware, and customer  software across products from small, compact adle3800sec solutions to  more complex 3.5 sized solutions. for further information, please contact our sales engineering team:  sales@ adl-usa.com or sales@adl-europe.com technical specifications ordering information item code part # description ADLSEC-1710 3.5 sbc-sized expansion board  for adlsec sbcs. adlsec-ups50 50 mwh ups battery option; -40c  to 65c. adl-lp1 front led: snap-on panel indicator. adl-lp2 rear led: long,fexible light-guide  for front panel indicator. shown:   ADLSEC-1710 with adle3800sec cpu and ups option. ADLSEC-1710 features functions dimensions 3.5 sbc footprint: 145mm x 102mm  (5.7 x 4.0) operating temperature -40c to 85c pcie expansion two pcie x1 m.2 key b sockets with usb2.0:   2280 and 2260.  no sata. ups option 50 mwh ups battery module; -40c to 65c estimated capacitor lifetime = 10yr@25c or  1500hr@65c.** ipex connector 1x displayport or hdmi or dvi or usb 3.0* sata 1x sata ii (3 gb/s) gpio 16 bit gpio; pca9535bs controller; non-interrupt power vin = 20v to 30v with power reset button battery 3v circular cr2032 socket  led 1x front cpu status 1x rear power status 1x rear ups status 3x rear programmable leds note: led light-pipe options for front panel indica - tion available for both front and rear leds.  description *not available on all mating sbcs. **highly dependent on temperature and charge/discharge cycles.
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