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		  Datasheet File OCR Text:


		  https://www.phoenixcontact.com/us/products/2901639 10/23/2014???page? 1 ?/? 4 relay module?-?PLC-2RPT-24DC/1?-?2901639 please be informed that the data shown in this pdf document is generated from our online catalog. please find the complete data in the user's documentation. our general terms of use for downloads are valid (http://phoenixcontact.com/download) plc-interface with two independent relays, consisting of plc-bpt.../21 basic terminal block with push-in connection and two integrated relays, power contact, for mounting on din rail ns 35/7,5, 2 x 1 n/o contact, input voltage 24 v dc the figure shows a version with a screw connection product features ?two switching channels in one 6.2 mm housing ?100% higher channel density than conventional 6.2 mm relays ?integrated input circuit/protective circuit ?safe isolation according to din en 50178 between coil and contacts and between contacts ?screw, spring-cage or push-in connection  ?   ? key commercial data packing unit 1 pc weight per piece (excluding packing) 99.99 grm custom tariff number 85364190 country of origin germany technical data note utilization restriction emc: class a product, see manufacturer's declaration in the download area dimensions width 6.2 mm height 80 mm depth 86 mm ambient conditions  v cc + - a1.2 a2C a1.1 1413 23 24 a1.2 a2C a1.1 1413 23 24 y1 y2 y3 y4  0,1 0,2 0,3 0,5 1 2 4 6 10 20 10 20 30 50 70 100 300 200 1 1 dc, ohmic load switching voltage [v] switching current [a]  0,7 25 30 35 40 45 50 55 60 65 20 1 1,30,8 0,9 1,1 1,2 1,4 u u n t   [  c] u a b u = 24 v dc n  a1.1+ a2C a1.2+ 13 k1k2 23 1424

 https://www.phoenixcontact.com/us/products/2901639 10/23/2014???page? 2 ?/? 4 relay module?-?PLC-2RPT-24DC/1?-?2901639 technical data ambient conditions ambient temperature (operation) -20 c ... 60 c ambient temperature (storage/transport) -20 c ... 60 c coil side nominal input voltage u n 24 v dc typical input current at u n 7 ma typical response time 4 ms typical release time 6 ms operating voltage display yellow led protective circuit protection against polarity reversal polarity protection diode free-wheeling diode damping diode contact side contact type 2 n/o contacts (2 relays with 1 n/o contact) contact material agni maximum switching voltage 250 v ac/dc minimum switching voltage 24 v ac/dc min. switching current 5 ma limiting continuous current 3.5 a interrupting rating (ohmic load) max. 84 w (at 24 v dc) 24 w (at 48 v dc) 24 w (at 60 v dc) 31 w (at 110 v dc) 46 w (at 220 v dc) 875 va (for 250 v ac) general test voltage relay winding/relay contact 3 kv ac (50 hz, 1 min.) test voltage relay contact/relay contact 3 kv ac (50 hz, 1 min.) operating mode 100% operating factor mechanical service life 2 x 10 7  cycles inflammability class according to ul 94 v0 designation air and creepage distances between the power circuits standards/regulations iec 60664 en 50178 iec 62103 rated surge voltage / insulation 6 kv, safe isolation between input and output.  4 kv, basic insulation between the outputs. rated insulation voltage 250 v ac  v cc + - a1.2 a2C a1.1 1413 23 24 a1.2 a2C a1.1 1413 23 24 y1 y2 y3 y4  0,1 0,2 0,3 0,5 1 2 4 6 10 20 10 20 30 50 70 100 300 200 1 1 dc, ohmic load switching voltage [v] switching current [a]  0,7 25 30 35 40 45 50 55 60 65 20 1 1,30,8 0,9 1,1 1,2 1,4 u u n t   [  c] u a b u = 24 v dc n  a1.1+ a2C a1.2+ 13 k1k2 23 1424

 https://www.phoenixcontact.com/us/products/2901639 10/23/2014???page? 3 ?/? 4 relay module?-?PLC-2RPT-24DC/1?-?2901639 technical data general pollution degree 2 surge voltage category iii mounting position any assembly instructions in rows with zero spacing connection data connection method push-in connection stripping length 8 mm conductor cross section stranded min. 0.14 mm2 conductor cross section stranded max. 2.5 mm2 conductor cross section solid min. 0.14 mm2 conductor cross section solid max. 2.5 mm2 conductor cross section awg/kcmil max 14 conductor cross section awg/kcmil min. 26 classifications ecl@ss ecl@ss 4.0 27371102 ecl@ss 4.1 27371102 ecl@ss 5.0 27371001 ecl@ss 5.1 27371001 ecl@ss 6.0 27371001 ecl@ss 7.0 27371001 ecl@ss 8.0 27371001 etim etim 3.0 ec001504 etim 4.0 ec000196 etim 5.0 ec000196 unspsc unspsc 6.01 30211916 unspsc 7.0901 39121542 unspsc 11 39121542 unspsc 12.01 39121542 unspsc 13.2 39121542  v cc + - a1.2 a2C a1.1 1413 23 24 a1.2 a2C a1.1 1413 23 24 y1 y2 y3 y4  0,1 0,2 0,3 0,5 1 2 4 6 10 20 10 20 30 50 70 100 300 200 1 1 dc, ohmic load switching voltage [v] switching current [a]  0,7 25 30 35 40 45 50 55 60 65 20 1 1,30,8 0,9 1,1 1,2 1,4 u u n t   [  c] u a b u = 24 v dc n  a1.1+ a2C a1.2+ 13 k1k2 23 1424

 https://www.phoenixcontact.com/us/products/2901639 10/23/2014???page? 4 ?/? 4 relay module?-?PLC-2RPT-24DC/1?-?2901639 drawings application drawing diagram interrupting rating diagram operating voltage range circuit diagram phoenix contact 2014 ? - all rights reserved http://www.phoenixcontact.com  v cc + - a1.2 a2C a1.1 1413 23 24 a1.2 a2C a1.1 1413 23 24 y1 y2 y3 y4  0,1 0,2 0,3 0,5 1 2 4 6 10 20 10 20 30 50 70 100 300 200 1 1 dc, ohmic load switching voltage [v] switching current [a]  0,7 25 30 35 40 45 50 55 60 65 20 1 1,30,8 0,9 1,1 1,2 1,4 u u n t   [  c] u a b u = 24 v dc n  a1.1+ a2C a1.2+ 13 k1k2 23 1424
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