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		  Datasheet File OCR Text:


		  schottky surface mount flat bridge rectifier case:mbfmoldedplasticbodyover     current:   1.0 a voltage  range:   20 - 100v kmb12f-KMB110F 1 of 2     260  / 10 s y m bol un it v rrm 20 40 60 80 100 v v r ms 14 28 42 56 70 v v dc 20 40 60 80 100 v i f ( av) a i f sm a v f 0 . 50 0 . 55 0 . 70 v i r ma c j pf r  ja r  jl  / w t j  t s tg  n o te  1 . t h e r m a l r e s i s t a n c e f r o m jun c t i o n  t o a m bi e n t  a nd f r o m jun c t i o n  t o l ea d p . c . b . m o un t e d o n 0 .2  0 . 2 " ( 5 .0  5 . 0 mm ) c o pp e r p a d a r ea s.         m a x i m u m r epe t i t i v e pea k r e v e r s e v o l t age m a x i m u m r ms v o l t age m a x i m u m dc b l o ck i ng v o l t age m a x i m u m a v e r age f o r w a r d r e c t i f i ed c u rr ent 0 .2  0 . 2 " ( 5 .0  5 . 0 mm )c oppe r pad a r ea 1 .0 p ea k f o r w a r d s u r ge c u rr en t  8 . 3 m s s i ng l e ha lf s i ne - w a v e s upe r i m po s ed on r a t ed l oad 30 m a x i m u m i n s t an t aneou s f o r w ad v o l t age a t  1 . 0a 0 . 85 C 55  t o + 125 m a x i m u m dc r e v e r s e c u rr en t          t a  = 25   a t  ra t ed dc b l o ck i ng v o l t age          t a  = 100  0 .5 20 t y p i c a l j un c t i on capa c i t an c e a t  4 . 0 v , 1 . 0 m hz 250 125 s t o r age  t e m pe r a t u r e r ange C 55  t o + 150 t y p i c a l  t he r m a l r e s i s t an c e ( no t e1) 85 20 o pe r a t i ng j un c t i on  t e m pe r a t u r e r ange features mechanical data             www.sunmate.tw maximum ratings and electrical characteristics t a = 25  c unless otherwise specified single phase, half wave, 60hz, resistive or inductive load. for capacitive load, derate current by 20%. schottkybarrierchips lowprofilepackage        idealforautomatedplacement    ultrafast reverserecovery time lowpowerlosses, highefficiency lowforwardvoltagedrop highsurgecapability high temperaturesoldering! secondsat terminals kmb12f kmb14f kmb16f kmb18f KMB110F
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