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		  Datasheet File OCR Text:


		  http://www.ddknet.co/jp  specifcations and/or dimensions in this catalog are subject to change without notice.  please varify the latest specifcations with our drawings. factory automation equipment(inside/outside),industrial robot, medical equipment,telecommunications equipment, ofce automation equipment, other electric equipment rated voltage 200vac (r.m.s.) rated current 1a max. dielectric withstand volatge 900vac (r.m.s.) / 1minute insulation resistance 1,000m  min. at 500vdc  waterproof  ip67mated condition number of contact 42 lock type one-touch locking item material  finish contact copper alloy / au over ni plating housing pbt resin(ul94v-0) / black cable clamp nylon resin(ul94v-0) / black dust cover pbt resin(ul94v-0) /blackplug chroloprene rubber /blackreceptacle dis series waterproof industrial rectangular connector 3p)4 $pnqmjbou 3p)4 $pnqmjbou 140219 applications material /finish wa t e r p r o o f   ip67 lock type one-touch  locking  outline specifications dis series is a lightweight, waterproof connector encased in a plastic shell. the  connector  enables  mating  and  unmating  in  a  shorter  time  and  has  better  operability  in  limited  space  by  employing  a  push/pull  system  for  mating  and  unmating  and  having  ridges  on  the surface for ease of grabbing the product. the connector is equipped with a lock system to  prevent the connector from inadvertentently unmating, but the connector is still easily removable. the  plastic  shell  contains  an  o  ring  and  is  more  waterproof  than  metal  shell  connectors  when  the  connector  is  mated.  the  adoption  of  crimping  and  the  use  of  specialty  tools  reduces  the  connection process time and improves connection reliability.  

 unitmm dis series http://www.ddknet.co/jp  specifcations and/or dimensions in this catalog are subject to change without notice.  please varify the latest specifcations with our drawings. dis30  -sp42   straight plug 2 %*49419 
????? +"199  	
                  %*4 ? 411 %*4 ? 414 8sfodi%jb 8sfodi%jb ? "qqmjdbcmf$bcmf%jb %*439 
?????? +"19 %*434 +"1 %*431 +"1                                         box receptacle  locking mechanism no digitnonestandard   l   available  connector style straight  number of contact 42  contact type   ppin contact  ssocket contact     dis30 -r42      connector style box receptacle  number of contact   42  contact type ppin contact ssocket contact

 unitmm dis series http://www.ddknet.co/jp  specifcations and/or dimensions in this catalog are subject to change without notice.  please varify the latest specifcations with our drawings.  contact 3 contact type contact p/n  (100pcs. in 1 bag) applicable wire hand tool p/n extraction tool p/n conductor size insulation dia. crimping type cm10-#22sc(c1)(d8)-100 awg20 ? 22  1.10 ? 1.87 357j-50446t  357j-50548t cm10-#22sc(c2)(d8)-100 awg23 ? 28  0.80 ? 1.50 357j-50447t  solder type cm10-#22sc(s1)(d8)-100 awg20 max. socket contact pin contact 
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?	? p 	r g ~   cm10-#22sc(s1)(d8)-  cm10-#22sc(c1)(d8)-  cm10-#22sc(c2)(d8)-     contact type contact p/n 100pcs. in 1 bag) applicable wire hand tool p/n extraction tool p/n conductor size crimp type cm09-#22pc-100 awg24 ? 28 357j-50482t    357j-51374t note: the packaging specifcation is 100 pcs of contacts per bag for sale. contact p/n 10000pcs. on 1 reel applicable wire semi-automatic crimping machine extraction tool p/n conductor size 1set p/n applicator p/n cm09-#22pc-10000 awg24 ? 28 ap-a50458t ap-a50458t-1 357j-51374t note: ap-a50458t is a set part number which includes both of the semi-automatic crimping machine and the applicator (striper/crimper). cm09-#22pc-  contact p/n 5000pcs. on 1 reel applicable wire semi-automatic crimping machine extraction tool p/n conductor size insulation dia. 1set p/n applicator p/n cm10-#22sc(c1)(d8)-5000 awg20 ? 22  1.10 ? 1.87 ap-a50539t ap-a50539t-1  357j-50548t cm10-#22sc(c2)(d8)-5000 awg23 ? 28  0.80 ? 1.50 ap-a50540t ap-a50540t-1 loose piece contact loose piece contact  contacts are applied cm10's contacts.  contacts are applied cm09s contacts. reel contact for semi-automatic crimping machine (crimping style only) 1.   the packaging specifcation is 100 pcs of contacts per bag for sale. both of the solder contacts and the crimp contacts shall be inserted into the inserts of the connectors after soldering the contacts to       the cable or crimping the contacts with the cable. 1. ap50539t and apa50540t are set part number which includes both of the semi-automatic crimping machine and the applicator (striper/ crimper). 2. since ap-a50539t and ap-a50540t are same press machine, you can crimp both cm10-#22sc(c1)(d8)-5000 and cm10-#22sx(c2)(d8)- 5000 by changing applicator. the semi-automatic crimping machine is required   when you terminate the reel contacts. reel contact for semi-automatic crimping machine (crimping style only) the semi-automatic crimping machine is required   when you terminate the reel contacts.

 unitmm dis series http://www.ddknet.co/jp  specifcations and/or dimensions in this catalog are subject to change without notice.  please varify the latest specifcations with our drawings.  dust cover h???qt  u
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w?t?dou^d?\q{ ?g  t ?  ?    ?       note"  "marking of plug connector must be aligned  with  3.2hole.  note  "  "marking  of  receptacle  connector  must  be aligned with "  "(concavity).  plug p/ndis30?pc receptacle p/ndis30?rc material: chroloprene rubber /black material resin(ul94v-0)/black 4
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