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		  Datasheet File OCR Text:


		  69 cem850 socket p intel ?  core?2 duo com  express?  type 2 module with intel ?  gm45  + ich9m chipset   socket p for intel ?  core?2 duo processor with fsb    667/800/1066 mhz   intel ?  gm45 + ich9m chipset   with high performance integrated graphics controller and    discrete solution through pcie x16 interface   21 lanes of pci express   8 usb 2.0 ports i/o ordering information packing list system mio  1 x ide; pata-100 1 x lpc interface sata 3 x sata-300 hardware monitoring n/a  ethernet  1 port as 10/100/1000mbps supports wake-on-lan,  rpl/pxe boot rom with intel ?  82574l audio  hd-link audio interface to baseboard for external codec usb  8 x usb 2.0 smbus  yes i2c  yes gpio 4 channels in & 4 channels out itp port itp7500 standard compliant standard cem850vg (p/n: e38d850100) com express type 2 module with socket p, vga/lvds lcd,  10/100/1000mbps ethernet optional ceb94000  atx form factor baseboard 5078d850100e cem850 heatspreader module for pga type cpu 5078d830100e com express som low profile cooling kit with fan quick installation guide, user's manual/utility cd cpu  socket p for intel ?  core?2 duo processor with fsb  667/800/1066 mhz system memory  2 x 204-pin so-dimm support ddr3-800/1066 max.  up to 8 gb chipset  intel ?  gm45 + ich9m bios  ami ssd n/a watchdog timer  255 levels, 1~255 sec. expansion interface  1 x pcie x16 graphics port supports for sdvo or pcie x1  devices 5 x pcie lanes support for 1 x pcie x4 + 1 x pcie x1 or  5 x pcie x1 devices 4 x 32-bit pci bus masters battery n/a power requirements intel ?  core?2 duo t9400 @2.53 ghz, 2gb ddr3 max. rms: +5vsb @ 124ma, +12v @ 2.369a size  125 x 95 mm board thickness 1.6 mm temperature  0 ~ +60c (32f ~ 140f), operation relative humidity  10% ~ 95% relative humidity, non-condensing features double deck ddr3 so-dimm rear view display chipset  intel ?  gma 4500hd graphics core   memory size  intel ?  dvmt 5.0 compliant display interface  1 x vga 1 x lvds; 18/24-bit single/dual channel ddr3 ddr3 ddr3 dualview full solid  cap design  * all specifications and photos are subject to change without notice.              
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