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		  Datasheet File OCR Text:


		  tl-sg1008 / TL-SG1016D / tl-sg1024d 8/16/24-port gigabit switch the tl-sg1008/TL-SG1016D/tl-sg1024d gigabit ethernet switch provides you with a  high-performance, low-cost, easy-to-use, seamless and standard upgrade to improve old  network to 1000mbps network. all 8/16/24 ports support auto mdi/mdix, no need to  worry about the cable type, simply plug and play. moreover, with the innovative energy - ecient technology, the tl-sg1008/TL-SG1016D/tl-sg1024d can save up to  75%/40%/20%*  of the power consumption and 80% of the packaging material can be  recycled, making it an eco-friendly solution for your business network. overview datasheet www.tp-link.com copyright ? 2011  tp-link technologies co., ltd. all rights reserved.

 tl-sg1008 / TL-SG1016D / tl-sg1024d 8/16/24-port gigabit switch  tp-link green technology this new generation tl-sg1008/TL-SG1016D/tl-sg1024d gigabit switch features  the latest innovative energy-ecient technologies that can greatly expand your  network capacity with much less power. it automatically adjusts power consump - tion according to the link status and cable length to limit the carbon footprint of  your network. it also complies with the eu?s rohs, prohibiting the use of certain  hazardous materials. besides, 80% of the packaging material can be recycled. high performance all 8/16/24 ports are gigabit rj-45 ports which can provide large le transferring  and also be compatible with 10mbps and 100mbps ethernet devices. featuring  non-blocking switching architecture            easy to use the auto features of this gigabit switch make installation plug and play and hassle - free. no conguring is required. auto mdi/mdix eliminates the need for crossover  cables. auto-negotiation on each port senses the link speed of a network device (10,  100, or 1000 mbps) and intelligently adjusts for compatibility and optimal perfor - mance. green technology saving power 75%/70%/60% recyclable packaging material high performance ieee 802.3x ow control non-blocking switching  architecture  16/32/48 gbps switching  capacity store and forward  auto-mdi/mdix  auto-negotiation mac address auto-learning and  auto-aging 10kb jumbo frame  easy to use plug and play design  quiet/fanless design datasheet www.tp-link.com copyright ? 2011  tp-link technologies co., ltd. all rights reserved. 24  /  7 global technical support details:http://www.tp-link.com/ support/localesupport.asp german/austrian/swiss users are  not included

 ieee 802.3,  ieee 802.3u,  ieee 802.3x 8*10/100/1000mbps rj45 ports yes yes windows 2000/xp/vista/7 linux/mac os store and forward 16 gbps 8 k 10 kb yes yes up to 75% power a1000mbpsa link/act 294*180*44 mm 0c~40c (32f~104f) -40c~70c (-40f~158f) 10%~90% non-condensing 5%~90% non-condensing 8-port gigabit switch product picture model standards network ports auto negotiation auto mdi/mdix systems forwarding mode switch capacity mac address table jumbo frame flow conrol fanless power saving led dimensions operating temperature storage temperature operating humidity storage humidity ordering information ieee 802.3,  ieee 802.3u,  ieee 802.3x 16*10/100/1000mbps rj45 ports yes yes windows 2000/xp/vista/7 linux/mac os store and forward 32 gbps 8 k 10 kb yes yes up to 40% power a1000mbpsa link/act 294*180*44 mm 0c~40c (32f~104f) -40c~70c (-40f~158f) 10%~90% non-condensing 5%~90% non-condensing 16-port gigabit switch ieee 802.3,  ieee 802.3u,  ieee 802.3x 24*10/100/1000mbps rj45 ports yes yes windows 2000/xp/vista/7 linux/mac os store and forward 48 gbps 8 k 10 kb yes no up to 20% power a1000mbpsa link/act 294*180*44 mm 0c~40c (32f~104f) -40c~70c (-40f~158f) 10%~90% non-condensing 5%~90% non-condensing 24-port gigabit switch specifications  tl-sg1008 TL-SG1016D tl-sg1024d * maximum power savings when compared to a tp-link conventional switch, the real saving rate may vary based on the usage condition.     currently tl-sg1024d is not for our quiet design, but soon we will escalate it. datasheet www.tp-link.com copyright ? 2011  tp-link technologies co., ltd. all rights reserved.
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